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Table 4.1-5a: Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	11
	Multi-layer and Services
	
	
	

	11.1
	5GS / EPS Fallback
	
	
	

	11.1.1
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.2
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.3
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.4
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode with N26 interface / E-UTRAN cell selection using cell status barred / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.5
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode without N26 interface / E-UTRAN cell selection using cell status reservation / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.6
	MT MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback

	11.1.7
	Emergency call setup from NR RRC_IDLE / Emergency Services Fallback to EPS with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C47
	UEs supporting 5G Core and E-UTRA and EPS IMS emergency call (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and Emergency Services Fallback in NR connected to 5GCN

	11.1.8
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / voiceFallbackIndication
	Rel-16
	C95
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback and voiceFallbackIndication

	11.1.9
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / voiceFallbackIndication
	Rel-16
	C95
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback and voiceFallbackIndication

	11.2
	5G-SRVCC
	
	
	

	11.2.1
	5G-SRVCC from NG-RAN to 3GPP UTRAN
	Rel-16
	C127
	UEs supporting 5G Core and UTRA and NR to UTRA-FDD CELL_DCH CS handover

	11.3
	Unified Access Control (UAC)
	
	
	

	11.3.1
	UAC / Access Identity 0 / 0% access probability / MTSI MO speech call / SMSoIP
	Rel-15
	C78
	UEs supporting 5G Core and Initiating session and MTSI speech and SMS over IP

	11.3.1a
	UAC / Access Identity 0 / 0% access probability / Uplink User data transfer / RRC_INACTIVE
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	11.3.2
	UAC / Access Identity 0 / 0% access probability / Paging for MT Access/Emergency Call
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.3
	UAC / Access Identity 0 / AC8 / RRC_INACTIVE / RNAUpdate/RRC Resume
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	11.3.4
	UAC / Access Identity 0 / Registration procedure for mobility and periodic registration update / BarringPerPLMN/Implicit AC Barring List
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.5
	UAC / Access Identity 1 / New cell not in the country of its HPLMN/EHPLMN 0% access probability/MPS indicator / HPLMN/0%/100% accessibility AC5/MMTEL-Video call
	Rel-15
	C79
	UEs supporting 5G Core and Initiating session and MTSI video

	11.3.6
	UAC / Access Identity 2 / New cell not in the country of its HPLMN/EHPLMN 0% access probability/MCS indicator / HPLMN/0%/100% accessibility AC7/RRC_INACTIVE
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.7
	UAC / Access Identity 11..15 / High Priority Access / HPLMN/0% accessibility AC2/Emergency call
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.3.8
	UAC / Access Identity 0 / NR RRC_IDLE / Cell re-selection while T390 is running
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.9
	UAC / Access Identity 0 / ODAC / PLMN / RPLMN / not EPLMN
	Rel-15
	C21
	UEs supporting 5G Core

	11.4
	Emergency Services
	
	
	

	11.4.1
	5GMM-REGISTERED.NORMAL-SERVICE / 5GMM-IDLE / Emergency call / Utilising emergency number stored on the USIM / New emergency PDU session / Network failing the authentication check (5G AKA)
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.2
	5GMM-DEREGISTERED.LIMITED-SERVICE / Emergency call / Utilisation of emergency numbers stored on the ME / Initial registration for emergency services / Handling of forbidden PLMNs
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.3
	5GMM-DEREGISTERED.NO-SUPI / Emergency call / Utilisation of emergency numbers stored on the ME / Initial registration for emergency services
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.4
	5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE T3346 running / Emergency call establishment / 5GMM-REGISTERED.NORMAL-SERVICE / Emergency call establishment before T3396 expiry
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.5
	5GMM-REGISTERED.LIMITED-SERVICE / 5GMM-IDLE / Emergency call establishment and release / Handling of 5GS forbidden tracking areas for roaming
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.6
	5GMM-REGISTERED.NON-ALLOWED-SERVICE / Emergency call establishment and release / Handling of non-allowed tracking areas
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.7
	Handling of Local and Extended emergency numbers / Mobility
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.8
	Handling of Local and extended emergency numbers / Switch-off and maximum local numbers storage
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.9
	5GMM-DEREGISTERED.LIMITED-SERVICE No suitable cells in tracking area / Emergency call establishment and release
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.4.10
	5GMM-REGISTERED.NORMAL-SERVICE / N26 interface not supported / N1 mode to S1 mode transfer of an existing emergency PDU session
	Rel-15
	C85
	UEs supporting 5G core and Emergency PDU session transfer from N1 mode to S1 mode when network does not support N26 interface, and, E-UTRA and EPS IMS emergency call (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and emergency services in NR connected to 5GCN

	11.4.11
	5GMM-REGISTERED.NORMAL-SERVICE / N26 interface not supported / S1 mode to N1 mode transfer of an existing emergency PDN connection
	Rel-15
	C85A
	UEs supporting 5G core and Emergency PDN connection transfer from S1 mode to N1 mode when network does not support N26 interface, and, E-UTRA and EPS IMS emergency call (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and emergency services in NR connected to 5GCN

	11.5
	3GPP PS Data Off
	
	
	

	11.5.1
	Data Off / MO Voice Call
	Rel-15
	Cxx
	UEs supporting 5G Core and NG.114 v2.0

	11.5.2
	Data Off / MO Video Call
	Rel-15
	Cxx
	UEs supporting 5G Core and NG.114 v2.0
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4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	[bookmark: _Hlk83823575]<<< ROWS SKIPPED >>>

	C154
	IF A.4.1-5/1 AND (A.4.1-4A/1 OR A.4.1-4A/3) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE

	C155
	IF A.4.1-5/1 AND (A.4.1-4A/2 OR A.4.1-4A/4) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE

	C156
	IF A.4.1-5/1 AND (A.4.1-4A/5 OR A.4.1-4A/6) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE

	Cxx
	IF A.4.1-5/1 AND [9] A.21/2
	UEs supporting 5G Core and NG.114 v2.0




