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<Start of Changes>
[bookmark: _Toc83720765]6.5A.2	Out of band emission for CA
[bookmark: _Toc21344391][bookmark: _Toc29801878][bookmark: _Toc29802302][bookmark: _Toc29802927][bookmark: _Toc36107669][bookmark: _Toc37251443][bookmark: _Toc45888323][bookmark: _Toc45888922][bookmark: _Toc61367619][bookmark: _Toc61373002][bookmark: _Toc68230951][bookmark: _Toc69084364][bookmark: _Toc75467374][bookmark: _Toc76509396][bookmark: _Toc76718386][bookmark: _Toc27478208][bookmark: _Toc36226923][bookmark: _Toc44324208][bookmark: _Toc52990402][bookmark: _Toc60823602][bookmark: _Toc60825523][bookmark: _Toc69306288][bookmark: _Toc69309953][bookmark: _Toc76020278][bookmark: _Toc83720766]6.5A.2.1	General
This clause contains requirements for out of band emissions for UE configured of carrier aggregation.
6.5A.2.2	Spectrum emission mask
<Unchanged Text Skipped>
[bookmark: _Toc27478481][bookmark: _Toc36227200]7.6.1	General
The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.
<Unchanged Text Skipped>

7.6C.1	General
FFS
7.6C.2	In-band blocking for SUL
[bookmark: OLE_LINK20]<Unchanged Text Skipped>
[bookmark: _Toc27478630][bookmark: _Toc36227344]7.8A.1	General
Intermodulation response rejection for CA is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal.

[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

