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[Start of changes]
8.2.2.2.1.3.3	Specific message contents
Table 8.2.2.2.1.3.3-1: RRCConnectionReconfiguration (step 1 Table 8.2.2.2.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition MCG_and_SCG and condition HO

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo
	MobilityControlInfo-HO-SameCell
	As per Table 8.2.2.2.1.3.3-1a
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15  
	OCTET STRING containing RRCReconfiguration-SplitSRB
	As per Table 8.2.2.2.1.3.3-1
	

	                          }
	
	
	

	                        }  
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING containing RadioBearerConfig-SplitSRB
	As per Table 8.2.2.2.1.3.3-4
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-1a: MobilityControlInfo-HO-SameCell (Table 8.2.2.2.1.3.3-1)
	Derivation Path: TS 36.508 [7], Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of E-UTRA Cell 1
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-2: RRCReconfiguration-SplitSRB (Table 8.2.2.2.1.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition EN-DC_HO

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	        secondaryCellGroup
	CellGroupConfig-SplitSRB
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-3: CellGroupConfig-SplitSRB (Table 8.2.2.2.1.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-198

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLC-ID)) OF RLC-BearerConfig {
	2 entries
	
	

	    RLC-BearerConfig[1] SEQUENCE {
	
	entry 1
	

	      logicalChannelIdentity
	1
	
	

	      servedRadioBearer CHOICE {
	
	
	

	        srb-Identity
	1
	
	

	      }
	
	
	

	      reestablishRLC
	Not present
	
	

	      RLC-Config
	Not present.
	
	

	      mac-LogicalChannelConfig
	Not present
	
	

	    }
	
	
	

	    RLC-BearerConfig[2] SEQUENCE {
	
	entry 2
	

	      logicalChannelIdentity
	2
	
	

	      servedRadioBearer CHOICE {
	
	
	

	        srb-Identity
	2
	
	

	      }
	
	
	

	      reestablishRLC
	Not present
	
	

	      RLC-Config
	Not present
	
	

	      mac-LogicalChannelConfig
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-4: RadioBearerConfig-SplitSRB (step 1, Table 8.2.2.2.1.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	2 entries
	
	

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      srb-Identity
	1
	
	

	      pdcp-Config
	PDCP-Config-SRB with condition SRB1
	
	

	    }
	
	
	

	    SRB-ToAddMod[2] SEQUENCE {
	
	entry 2
	

	      srb-Identity
	2
	
	

	      pdcp-Config
	PDCP-Config-SRB with condition SRB2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-5: PDCP-Config-SRB (Table 8.2.2.2.1.3.3-4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-99 with condition Split_SRB

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	

	    primaryPath SEQUENCE {
	
	
	

	      logicalChannel
	1
	
	SRB1

	      logicalChannel
	2
	
	SRB2

	    }
	
	
	

	    pdcp-Duplication
	TRUE
	
	

	  }  
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-6: Void

Table 8.2.2.2.1.3.3-7: RRCConnectionReconfigurationComplete (steps 2, 6, Table 8.2.2.2.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-9

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE { 
	
	
	

	        nonCriticalExtension SEQUENCE { 
	
	
	

	          nonCriticalExtension SEQUENCE {  
	
	
	

	            nonCriticalExtension SEQUENCE { 
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  scg-ConfigResponseNR-r15
	Present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-8: CounterCheck (step 3, Table 8.2.2.2.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-0a

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheck ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      countercheck-r8 SEQUENCE {
	
	
	

	        drb-CountMSB-InfoList SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info {
	2 entries
	
	

	          DRB-CountMSB-Info[1] SEQUENCE {
	
	entry 1
	

	            drb-Identity
	DRBn
	MCG DRB identity
	

	            countMSB-Uplink
	0
	
	

	            countMSB-Downlink
	0
	
	

	          }
	
	
	

	          DRB-CountMSB-Info[2] SEQUENCE {
	
	entry 2
	

	            drb-Identity
	DRB2
	SCG DRB identity
	

	            countMSB-Uplink
	0
	
	

	            countMSB-Downlink
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-9: CounterCheckResponse (step 4, Table 8.2.2.2.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-0b

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheckResponse ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    counterCheckResponse-r8 SEQUENCE {
	
	
	

	      drb-CountInfoList SEQUENCE (SIZE (0..maxDRB)) OF DRB-CountInfo {
	2 entries
	
	

	        DRB-CountInfo[1] SEQUENCE {
	
	entry 1
	

	          drb-Identity
	DRB-Identity with Condition DRBn
	MCG DRB identity as sent in Step 3
	

	          count-Uplink
	Not checked
	
	

	          count-Downlink
	Not checked
	
	

	        }
	
	
	

	        DRB-CountInfo[2] SEQUENCE {
	
	entry 2
	

	          drb-Identity
	DRB-Identity with Condition DRB2
	SCG DRB
	

	          count-Uplink
	Not checked
	
	

	          count-Downlink
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-10: RRCConnectionReconfiguration (step 5, Table 8.2.2.2.1.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 condition MCG_and_split

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	RRCReconfiguration-SplitSRBRelease
	
	

	                          }
	
	
	

	                        }  
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-11: RRCReconfiguration-SplitSRBRelease (Table 8.2.2.2.1.3.3-10)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration SEQUENCE {
	
	
	

	        radioBearerConfig
	Not present
	
	

	        secondaryCellGroup
	CellGroupConfig-SplitSRB-Release
	
	

	        measConfig
	Not Present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.2.2.1.3.3-12: CellGroupConfig-SplitSRB-Release (Table 8.2.2.2.1.3.3-11)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-8

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  rlc-BearerToReleaseList SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentity {
	2 entries
	
	

	    logicalChannelIdentity[1]
	1
	entry 1
	

	    logicalChannelIdentity[2]
	2
	entry 2
	

	  }
	
	
	

	}
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