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[Start of changes]
10.1.4.1.3.2	Test procedure sequence
Table 10.1.4.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0A
	Cause the UE to request establishment of PDU session Y to the DN. (Note 3)
	-
	-
	-
	-

	0B
	The PDU session establishment procedure as specified in TS 38.508-1 [4] subclause 4.5A.2 takes place
	-
	-
	-
	-

	1 
	The generic test procedure in TS 38.508-1 clause 4.9.21 for PDU Session Release is performed with PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested" to release PDU session X.
	-
	-
	-
	-

	2-15
	Void.
	-
	-
	-
	-

	16
	The UE transmits a PDU SESSION ESTABLISHMENT REQUEST message and the S-NSSAI and DNN in UL NAS TRANSPORT message are the same values as released (Note 2).
	-->
	5GMM: UL NAS TRANSPORT 5GSM: PDU SESSION ESTABLISHMENT REQUEST
	-
	-

	17
	The SS waits 16 seconds (T3580). 
	-
	-
	-
	-

	18
	Check: Does the UE re-transmit the PDU SESSION ESTABLISHMENT REQUEST message and the S-NSSAI and DNN in UL NAS TRANSPORT message are the same values as sent in step 16? 
	-->
	5GMM: UL NAS TRANSPORT 5GSM: PDU SESSION ESTABLISHMENT REQUEST
	1
	P

	19
	The SS waits 16 seconds (2nd expiry of T3580).
	-
	-
	-
	-

	20
	Check: Does the UE re-transmit the PDU SESSION ESTABLISHMENT REQUEST message and the S-NSSAI and DNN in UL NAS TRANSPORT message are the same values as sent in step 16?
	-->
	5GMM: UL NAS TRANSPORT 5GSM: PDU SESSION ESTABLISHMENT REQUEST
	1
	P

	21
	The SS waits 16 seconds (3rd expiry of T3580).
	-
	-
	-
	-

	22
	Check: Does the UE re-transmit the PDU SESSION ESTABLISHMENT REQUEST message and the S-NSSAI and DNN in UL NAS TRANSPORT message are the same values as sent in step 16?
	-->
	5GMM: UL NAS TRANSPORT 5GSM: PDU SESSION ESTABLISHMENT REQUEST
	1
	P

	23
	The SS waits 16 seconds (4th expiry of T3580).
	-
	-
	-
	-

	24
	Check: Does the UE re-transmit the PDU SESSION ESTABLISHMENT REQUEST message and the S-NSSAI and DNN in UL NAS TRANSPORT message are the same values as sent in step 16?
	-->
	5GMM: UL NAS TRANSPORT 5GSM: PDU SESSION ESTABLISHMENT REQUEST
	1
	P

	25
	The SS waits 16 seconds (5th expiry of T3580).
	-
	-
	-
	-

	26
	Check: Does the UE re-transmit the PDU SESSION ESTABLISHMENT REQUEST message and the S-NSSAI and DNN in UL NAS TRANSPORT message are the same values as sent in step 16 in the next 20 seconds? (Note 1)
	-->
	5GMM: UL NAS TRANSPORT 5GSM: PDU SESSION ESTABLISHMENT REQUEST
	2
	F

	Note 1: The 20 seconds is chosen randomly as long as it is greater than T3580 = 16 seconds.
Note 2 : At step 16 the SS waits for 1s for the UE to transmit the PDU Session Establishment REQ. Upon expiry of 1s, the PDU Session Establishment may be performed by MMI or AT command.
Note 3: The request of connectivity to an additional PDU session may be performed by MMI or AT command.
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