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<Start of first modified section>

[bookmark: _Toc21353744][bookmark: _Toc27749362]–	RRCReconfigurationComplete
Table 4.6.1-14: RRCReconfigurationComplete
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationComplete ::= SEQUENCE {
	
	
	

	rrc-TransactionIdentifier
	Not checked
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfigurationComplete SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	NR-DC, NE-DC

	        uplinkTxDirectCurrentList
	Not checked
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          scg-Response CHOICE {
	
	
	

	            nr-SCG-Response
	RRCReconfigurationComplete
	OCTET STRING (CONTAINING RRCReconfigurationComplete)
	NR-DC

	            eutra-SCG-Response
	RRCConnectionReconfigurationComplete
	OCTET STRING
	NE-DC

	          }
	
	
	

	          nonCriticalExtension
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	NR-DC
	Used in NR-DC configuration

	NE-DC
	NR E-UTRA Dual Connectivity is configured



<End of modified section>

