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…

5.5.7.3	MCDATA Group Configuration
The structure of a group configuration document is specified in TS 24.481 [11] clause 7.
Single MCDATA group configuration parameters are defined in TS 24.483 [13] clause 6.3.
Table 5.5.7.3-1: MCDATA Group Configuration Defaults
	Derivation Path: TS 24.481 [11] clause 7.2.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	list-service[1]
	
	Group 1
	
	

	  uri attribute
	px_MCDATA_Group_A_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCData _Group_A_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCData_ID_User_A
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_A_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_A
	
	
	

	    entry[2]
	
	Group member 2
	
	

	      uri attribute
	px_MCData_ID_User_B
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_B_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_B
	
	TS 24.483 [13] clause 6.2.11
	

	    entry[3]
	
	Group member 3
	
	

	      uri attribute
	px_MCData_ID_User_C
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"1"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_C_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_C
	
	TS 24.483 [13] clause 6.2.11
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule1"
	
	
	

	      cp:actions
	
	
	
	

	        mcpttgi:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures.
	
	

	        mcpttgi:mcdata-on-network-allow-getting-affiliation-list
	"true"
	Indicates that the identity is allowed to get the list of MCData users affiliated to the MCData group in on-network MCData procedures
	
	

	        mcpttgi:mcdata-allow-transmit-data-in-this-group
	"true"
	Indicates that the identity is allowed to transmit data in this group
	
	

	  oxe:supported-services
	
	
	
	

	    oxe:service
	
	
	
	

	      oxe:enabler
	"urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	String defining an enabler
	
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	tsc_MCPTT_Group_A_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]
TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]
TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]
TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:owner
	px_MCData_Group_A_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:mcdata-enhanced-status-operational-values
	
	A list of operational values used for the enhanced status service and two text strings used to display a meaningful message to the user.
	
	

	    mcpttgi:status
	
	
	
	

	      id
	"0"
	
	
	

	      mcpttgi:shortText
	
	
	
	

	        langType
	"English"
	
	
	

	        langText
	"going"
	
	
	

	      mcpttgi:description
	
	
	
	

	        langType
	"English"
	
	
	

	        langText
	"going to the operation site"
	
	
	

	    mcpttgi:status
	
	
	
	

	      id
	"1"
	
	
	

	      mcpttgi:shortText
	
	
	
	

	        langType
	"English"
	
	
	

	        langText
	"arrived"
	
	
	

	      mcpttgi:description
	
	
	
	

	        langType
	"English"
	
	
	

	        langText
	"just arrived at the operation site"
	
	
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:mcpttgi:mcdata-on-network-group-priority
	"1"
	Indicates the priority level of the group in on-network MCData procedures. Higher value indicates higher priority
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-SDS
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network SDS communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-FD
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network FD communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-auto-recv
	"2000"
	Indicates the maximum size of data (in bytes) which the MCData server always requests the terminating MCData client to automatically download for on-network FD communications using HTTP
	
	

	  mcpttgi:mcdata-off-network-ProSe-signalling-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying signalling for a call on the MCData group in off-network MCData procedures
	
	

	  mcpttgi:mcdata-off-network-ProSe-media-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying media for a call on the MCData group in off-network MCData procedures
	
	

	list-service[2]
	
	Group 2
	
	

	  uri attribute
	px_MCDATA_Group_D_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCData _Group_D_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCData_ID_User_A
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_A_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_A
	
	
	

	    entry[2]
	
	Group member 2
	
	

	      uri attribute
	px_MCData_ID_User_B
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_B_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_B
	
	TS 24.483 [13] clause 6.2.11
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule2"
	
	
	

	      cp:actions
	
	
	
	

	        mcpttgi:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures.
	
	

	        mcpttgi:mcdata-on-network-allow-getting-affiliation-list
	"false"
	Indicates that the identity is allowed to get the list of MCData users affiliated to the MCData group in on-network MCData procedures
	
	

	        mcpttgi:mcdata-allow-transmit-data-in-this-group
	"true"
	Indicates that the identity is allowed to transmit data in this group
	
	

	  oxe:supported-services
	
	
	
	

	    oxe:service
	
	
	
	

	      oxe:enabler
	"urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	String defining an enabler
	
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	tsc_MCPTT_Group_D_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]
TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]
TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]
TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:owner
	px_MCVideo_Group_D_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:mcdata-on-network-group-priority
	"1"
	Indicates the priority level of the group in on-network MCData procedures. Higher value indicates higher priority
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-SDS
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network SDS communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-FD
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network FD communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-auto-recv
	"2000"
	Indicates the maximum size of data (in bytes) which the MCData server always requests the terminating MCData client to automatically download for on-network FD communications using HTTP
	
	

	  mcpttgi:mcdata-off-network-ProSe-signalling-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying signalling for a call on the MCData group in off-network MCData procedures
	
	

	  mcpttgi:mcdata-off-network-ProSe-media-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying media for a call on the MCData group in off-network MCData procedures
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