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<Start of modified section>
12.1.3.3	PC5-only operation / Measurement configuration and reporting via PC5 RRC / PSBCH-RSRP measurement reporting / Periodical reporting
12.1.3.3.1	Test Purpose (TP)
(1)
with { UE being configured to perform periodical PSBCH-RSRP measurement reporting on SL SSB via PC5 RRC }
ensure that {
[bookmark: OLE_LINK233]  when { The first measurement result is avaible and thereafter every time periodical timer expires until sl-NumberOfReportsSent is equal to sl-ReportAmount }
    then { UE triggers PSBCH-RSRP measurement reporting }
            }

12.1.3.3.2	Conformance requirements
[bookmark: OLE_LINK230][bookmark: OLE_LINK264][bookmark: OLE_LINK231][bookmark: OLE_LINK265]References: The conformance requirements covered in the present TC are specified in: TS 38.331 [22], subclause 5.8.10.2.1, 5.8.10.2.3, 5.8.10.2.5, 5.8.10.2.7, 5.8.10.3.1, 5.8.10.3.2, 5.8.10.4.1 and 5.8.10.5.1. Unless otherwise stated these are Rel-16 requirements.
[bookmark: _Hlk72341429][TS 38.331, subclause 5.8.10.2.1]
The UE shall:
….
1>	if the received sl-MeasConfig includes the sl-MeasObjectToAddModList in the RRCReconfigurationSidelink:
2>	perform the sidelink measurement object addition/modification procedure as specified in 5.8.10.2.5;
…
1>	if the received sl-MeasConfig includes the sl-ReportConfigToAddModList in the RRCReconfigurationSidelink:
2>	perform the sidelink reporting configuration addition/modification procedure as specified in 5.8.10.2.7;
1>	if the received sl-MeasConfig includes the sl-QuantityConfig in the RRCReconfigurationSidelink:
2>	perform the sidelink quantity configuration procedure as specified in 5.8.10.2.8;
…
1>	if the received sl-MeasConfig includes the sl-MeasIdToAddModList in the RRCReconfigurationSidelink:
2>	perform the sidelink measurement identity addition/modification procedure as specified in 5.8.10.2.3;
[bookmark: OLE_LINK250][TS 38.331, subclause 5.8.10.2.3]
The UE shall:
1>	for each sl-MeasId included in the received sl-MeasIdToAddModList:
2>	if an entry with the matching sl-MeasId exists in the sl-MeasIdList within the VarMeasConfigSL:
3>	replace the entry with the value received for this sl-MeasId;
2>	else:
3>	add a new entry for this sl-MeasId within the VarMeasConfigSL;
2>	remove the measurement reporting entry for this sl-MeasId from the VarMeasReportListSL, if included;
2>	stop the periodical reporting timer and reset the associated information (e.g. sl-TimeToTrigger) for this sl-MeasId;
[bookmark: OLE_LINK251][TS 38.331, subclause 5.8.10.2.5]
The UE shall:
1>	for each sl-MeasObjectId included in the received sl-MeasObjectToAddModList:
2>	if an entry with the matching sl-MeasObjectId exists in the sl-MeasObjectList within the VarMeasConfigSL, for this entry:
3>	for each sl-MeasId associated with this sl-MeasObjectId included in the sl-MeasIdList within the VarMeasConfigSL, if any:
4>	remove the measurement reporting entry for this sl-MeasId from the VarMeasReportListSL, if included;
4>	stop the periodical reporting timer and reset the associated information (e.g. sl-TimeToTrigger) for this sl-MeasId;
3>	reconfigure the entry with the value received for this sl-MeasObject;
2>	else:
3>	add a new entry for the received sl-MeasObject to the sl-MeasObjectList within VarMeasConfigSL.
[TS 38.331, subclause 5.8.10.2.7]
The UE shall:
1>	for each sl-ReportConfigId included in the received sl-ReportConfigToAddModList:
2>	if an entry with the matching sl-ReportConfigId exists in the sl-ReportConfigList within the VarMeasConfigSL, for this entry:
3>	reconfigure the entry with the value received for this sl-ReportConfig;
3>	for each sl-MeasId associated with this sl-ReportConfigId included in the sl-MeasIdList within the VarMeasConfigSL, if any:
4>	remove the measurement reporting entry for this sl-MeasId from the VarMeasReportListSL, if included;
4>	stop the periodical reporting timer and reset the associated information (e.g. sl-TimeToTrigger) for this sl-MeasId;
2>	else:
3>	add a new entry for the received sl-ReportConfig to the sl-ReportConfigList within the VarMeasConfigSL.
[bookmark: OLE_LINK232][TS 38.331, subclause 5.8.10.3.1]
A UE shall derive NR sidelink measurement results by measuring one or multiple DMRS associated per PC5-RRC connection as configured by the peer UE associated, as described in 5.8.10.3.2. For all NR sidelink measurement results the UE applies the layer 3 filtering as specified in sub-clause 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. In this release, only NR sidelink RSRP can be configured as trigger quantity and reporting quantity.
The UE shall:
1>	for each sl-MeasId included in the sl-MeasIdList within VarMeasConfigSL:
2>	if the sl-MeasObject is associated to NR sidelink and the sl-RS-Type is set to dmrs:
3>	derive the layer 3 filtered NR sidelink measurement result based on DMRS for the trigger quantity and each measurement quantity indicated in sl-ReportQuantity using parameters from the associated sl-MeasObject, as described in 5.8.10.3.2.
2>	perform the evaluation of reporting criteria as specified in 5.8.10.4.
[TS 38.331, subclause 5.8.10.3.2]
The UE may be configured by the peer UE associated to derive NR sidelink RSRP measurement results per PC5-RRC connection associated to the NR sidelink measurement objects based on parameters configured in the sl-MeasObject and in the sl-ReportConfig.
The UE shall:
1>	for each NR sidelink measurement quantity to be derived based on NR sidelink DMRS:
2>	derive the corresponding measurement of NR sidelink frequency indicated quantity based on DMRS as described in TS 38.215 [9] in the concerned sl-MeasObject;
2>	apply layer 3 filtering as described in 5.5.3.2;
[TS 38.331, subclause 5.8.10.4.1]
The UE shall:
1>	for each sl-MeasId included in the sl-MeasIdList within VarMeasConfigSL:
…
2>	if sl-ReportType is set to sl-Periodical and if a (first) NR sidelink measurement result is available:
3>	include a NR sidelink measurement reporting entry within the VarMeasReportListSL for this sl-MeasId;
3>	set the sl-NumberOfReportsSent defined within the VarMeasReportListSL for this sl-MeasId to 0;
3>	initiate the NR sidelink measurement reporting procedure, as specified in 5.8.10.5, immediately after the quantity to be reported becomes available for the NR sidelink frequency:
2>	upon expiry of the periodical reporting timer for this sl-MeasId:
3>	initiate the NR sidelink measurement reporting procedure, as specified in 5.8.10.5.
[TS 38.331, subclause 5.8.10.5.1]


Figure 5.8.10.5.1-1: NR sidelink measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to the peer UE associated.
For the sl-MeasId for which the NR sidelink measurement reporting procedure was triggered, the UE shall set the sl-MeasResults within the MeasurementReportSidelink message as follows:
1>	set the sl-MeasId to the measurement identity that triggered the NR sidelink measurement reporting;
1>	if the sl-ReportConfig associated with the sl-MeasId that triggered the NR sidelink measurement reporting is set to sl-EventTriggered or sl-Periodical:
2>	set sl-ResultDMRS within sl-MeasResult to include the NR sidelink DMRS based quantity indicated in the sl-ReportQuantity within the concerned sl-ReportConfig;
1>	increment the sl-NumberOfReportsSent as defined within the VarMeasReportListSSL for this sl-MeasId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the sl-NumberOfReportsSent as defined within the VarMeasReportListSL for this sl-MeasId is less than the sl-ReportAmount as defined within the corresponding sl-ReportConfig for this sl-MeasId:
2>	start the periodical reporting timer with the value of sl-ReportInterval as defined within the corresponding sl-ReportConfig for this sl-MeasId;
1>	else:
2>	if the sl-ReportType is set to sl-Periodical:
3>	remove the entry within the VarMeasReportListSL for this sl-MeasId;
3>	remove this sl-MeasId from the sl-MeasIdList within VarMeasConfigSL;
1>	submit the MeasurementReportSidelink message to lower layers for transmission, upon which the procedure ends.
12.1.3.3.3	Test description
12.1.3.3.3.1	Pre-test conditions
System Simulator:
-	NR-SS-UE
-	NR-SS-UE1: operating as NR sidelink communication device on the resources (i.e. the frequency included in pre-configuration) that UE is expected to use for transmission and reception via PC5 interface. NR-SS-UE1 uses GNSS as the synchronization reference source.
-	GNSS simulator
-	The GNSS simulator is started and configured for Scenario #1.
UE:
· UE is authorised to perform NR sidelink communication.
· [bookmark: OLE_LINK188]The UE is equipped with a USIM Configuration FFS as defined in TS 38.508 [4] Table FFS.
· The UE uses GNSS as the synchronization reference source.
Preamble:
-	The UE is in state 4-A as defined in TS 38.508-1 [4] subclause 4.4A using generic procedure defined in TS 38.508-1[4] clause 4.5.7 with parameters Sidelink (On), Cast Type (Unicast), GNSS Sync (On).
12.1.3.3.3.2	Test procedure sequence
[Editor’s Note: For the below test procedure sequence it is assumed that the initiating UE side (= UE under test) as well as the peer UE (= SS-UE) are both out-of-coverage.]
Table 12.1.3.3.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	[bookmark: OLE_LINK128]Verdict

	
	
	U - S
	Message
	
	

	[bookmark: _Hlk85792413]1
	[bookmark: OLE_LINK132]The NR-SS-UE1 transmits a RRCReconfigurationSidelink message on SL-SRB3.
Editor’s Note: How to transmit dmrs by NR-SS-UE is FFS.
	[bookmark: OLE_LINK133]<--
	[bookmark: OLE_LINK134][bookmark: OLE_LINK1]PC5 RRC: RRCReconfigurationSidelink
	-
	-

	2
	[bookmark: OLE_LINK136]The UE transmits a RRCReconfigurationCompleteSidelink message on SL-SRB3.
	-->
	[bookmark: OLE_LINK278][bookmark: OLE_LINK273][bookmark: OLE_LINK86][bookmark: OLE_LINK99]PC5 RRC: RRCReconfigurationCompleteSidelink
	-
	-

	[bookmark: _Hlk85792524]3
	[bookmark: OLE_LINK135][bookmark: OLE_LINK280]Check: Does the UE transmit a MeasurementReportSidelink message to perform periodical reporting?
	-->
	[bookmark: OLE_LINK138]PC5 RRC: MeasurementReportSidelink
	1
	P

	-
	EXCEPTION: After the 1st MeasurementReportSidelink message at step 3 is received, step 4 below is repeated until 15 MeasurementReport messages are received from the UE and Interval between two MeasurementReportSidelink is same as the IE sl-ReportInterval
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReportSidelink message to perform periodical reporting?
	-->
	PC5 RRC: MeasurementReportSidelink
	1
	P



12.1.3.3.3.3	Specific message contents
[bookmark: OLE_LINK2]Table 12.1.3.3.3.3-1: RRCReconfigurationSidelink (step 1, Table 12.1.3.3.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1A-3 with condition SL_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationSidelink ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfigurationSidelink-r16 SEQUENCE {
	
	
	

	      sl-MeasConfig-r16 CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          sl-ReportConfigToAddModList-r16
	[bookmark: OLE_LINK69]SL-ReportConfigList-r16
	Table 12.1.3.3.3.3-2
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: OLE_LINK3][bookmark: OLE_LINK94]Table 12.1.3.3.3.3-2: SL-ReportConfigList-r16 (Table 12.1.3.3.3.3-1)
	[bookmark: OLE_LINK5]Derivation Path: TS 38.508-1 [4], Table 4.6.6-24 with condition PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	SL-ReportConfigList-r16 ::= SEQUENCE (SIZE (1..maxNrofSL-ReportConfigId-r16)) OF SL-ReportConfigInfo-r16 {
	1 entry
	
	

	  SL-ReportConfigInfo-r16[1] SEQUENCE {
	
	
	

	[bookmark: OLE_LINK4]    sl-ReportConfig-r16 SEQUENCE {
	
	
	

	      sl-ReportType-r16 CHOICE {
	
	
	

	        sl-Periodical-r16 SEQUENCE {
	
	
	

	          sl-ReportAmount-r16
	r16
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	




Table 12.1.3.3.3.3-3: RRCReconfigurationCompleteSidelink (step 2, Table 12.1.3.3.3.2-1)
	Derivation path: TS 38.508-1 [4], Table 4.6.1A-4 



Table 12.1.3.3.3.3-4: MeasurementReportSidelink (step 3, step 4, Table 12.2.5.3.3.2-1)
	Derivation path: TS 38.508-1 [4], Table 4.6.1A-2

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReportSidelink ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReportSidelink-r16 SEQUENCE {
	
	
	

	      sl-measResults-r16 SEQUENCE {
	
	
	

	        sl-MeasId-r16
	1
	
	

	        sl-MeasResult-r16 SEQUENCE {
	
	
	

	          sl-ResultDMRS-r16 SEQUENCE {
	
	
	

	            sl-RSRP-r16
	(0..127)
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _GoBack]<End of modified section>
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