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<Unchanged Text Skipped>
5.4.2.4	Message contents for CQI reporting requirements
<Unchanged Text Skipped>
NZP CSI-RS for CSI Acquisition
CSI-RS-ResourceMapping
Table 5.4.2.4-2: CSI-RS-ResourceMapping
	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    other
	001000
	K0 = 6, row3,
	

	
	0001
	K0 = 0, row1
	1Tx test cases

	  }
	
	
	

	  nrofPorts 
	P2
	
	

	
	P1
	
	1Tx test cases

	  firstOFDMSymbolInTimeDomain
	13
	I0 = 13
	

	  cdm-Type 
	fd-CDM2
	
	

	
	noCDM
	
	1Tx test cases

	  density CHOICE {
	
	
	

	    one
	NULL
	
	

	    three
	NULL
	
	1Tx test cases

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	}
	
	
	



CSI-ResourcePeriodicityAndOffset
Table 5.4.2.4-2a: NZP CSI-ResourcePeriodicityAndOffset
	Derivation Path: Table 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots5
	1
	
	FR1_FDD

	  slot10
	1
	
	FR1_TDD

	  slot8
	1
	
	FR2

	}
	
	
	



ZP CSI-RS for CSI Acquisition
CSI-RS-ResourceMapping
Table 5.4.2.4-3: ZP CSI-RS-ResourceMapping
	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    other
	000100
	K0 = 4
	FR1

	    row4
	100
	K0=8
	FR2

	  }
	
	
	

	  nrofPorts
	P4
	
	

	  firstOFDMSymbolInTimeDomain
	9
	I0 = 9
	FR1

	
	13
	l0 = 13
	FR2

	  cdm-Type 
	fd-CDM2
	
	

	  density CHOICE {
	
	
	

	    one
	NULL
	
	

	  }
	
	
	

	  freqBand
	ZP CSI-FrequencyOccupation
	
	

	}
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