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	The superscripts for PC1.5 n41 MOP need to be added.
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	The superscripts for PC1.5 n41 MOP have been added.
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	PC1.5 n41 UE MOP conformance test can not be implemented well.
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The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-1 for Power Class 3, Table 6.2.1.5-2 for Power Class 2, Table 6.2.1.5-2a for Power Class 1 and Table 6.2.1.5-2b for Power Class 1.5.
The maximum output power, derived in step 4 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-1.
The maximum output power, derived in step 5 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-2.
<< UNCHANGED PARTS SKIPPED >>

Table 6.2.1.5-2b: Maximum Output Power test requirement for Power Class 1.5
	NR
band
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n41
	295
	+2+TT/-33-TT
	
	
	
	

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 4:	TT for each frequency and channel bandwidth is specified in Table 6.2.1.5-3
NOTE 5:   Achieved via dual Tx
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