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<< Start of changes >>
[bookmark: _Toc21026645][bookmark: _Toc27743928][bookmark: _Toc36197101][bookmark: _Toc36197793]6.5A.3.1	General spurious emissions for CA

<< Unchanged sections skipped >>

6.5A.3.1.1	General spurious emissions for CA (2UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.

<< Unchanged sections skipped >>

[bookmark: _Toc21026648][bookmark: _Toc27743931][bookmark: _Toc36197104][bookmark: _Toc36197796]6.5A.3.1.2	General spurious emissions for CA (3UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.

<< Unchanged sections skipped >>

[bookmark: _Toc21026649][bookmark: _Toc27743932][bookmark: _Toc36197105][bookmark: _Toc36197797]6.5A.3.1.3	General spurious emissions for CA (4UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.

<< Unchanged sections skipped >>

[bookmark: _Toc21026650][bookmark: _Toc27743933][bookmark: _Toc36197106][bookmark: _Toc36197798]6.5A.3.1.4	General spurious emissions for CA (5UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.

<< Unchanged sections skipped >>

[bookmark: _Toc21026651][bookmark: _Toc27743934][bookmark: _Toc36197107][bookmark: _Toc36197799]6.5A.3.1.5	General spurious emissions for CA (6UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
[bookmark: _Toc21026652][bookmark: _Toc27743935][bookmark: _Toc36197108][bookmark: _Toc36197800]
<< Unchanged sections skipped >>

6.5A.3.1.6	General spurious emissions for CA (7UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.

<< Unchanged sections skipped >>

[bookmark: _Toc21026653][bookmark: _Toc27743936][bookmark: _Toc36197109][bookmark: _Toc36197801]6.5A.3.1.7	General spurious emissions for CA (8UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.

<< Unchanged sections skipped >>

[bookmark: _Toc21026654][bookmark: _Toc27743937][bookmark: _Toc36197110][bookmark: _Toc36197802]6.5A.3.2	Spurious emission band UE co-existence for UL CA

<< Unchanged sections skipped >>
[bookmark: _Toc21026656][bookmark: _Toc27743939][bookmark: _Toc36197112][bookmark: _Toc36197804]
6.5A.3.2.1	Spurious emission band UE co-existence for CA (2UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
6.5A.3.2.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference when in co-existence with protected bands in terms of transmitter spurious emissions.
6.5A.3.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports FR2 2UL CA.
6.5A.3.2.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5A.3.2.0.
6.5A.3.2.1.4	Test description
6.5A.3.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the Subscriber Station (SS) to take with the UE to reach the correct measurement state.
Table 6.5A.3.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Maximum aggregated BW (contiguous CA) 

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	CC
	Downlink Configuration
	UL Modulation
	UL RB allocation (NOTE 1)

	1
	PCC
	N/A for Spurious Emissions testing
	DFT-s-OFDM QPSK
	Outer_Full

	
	SCCs
	
	DFT-s-OFDM QPSK
	Outer_Full

	2
	PCC
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)


	
	SCCs
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1


	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1. 
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:   When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:   For a FR2 band under test, if the protected band frequency range in Table 6.5A.3.2.0-1 is only on lower or only higher frequency region with respect to the FR2 band under test then it is sufficient to test only Low range or High range frequencies, otherwise test at both Low range and High range.

	Test ID
	Downlink Configuration
	Uplink Configuration [per component carrier]

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation 
(NOTE 1)

	1
	
	FFS
	FFS

	2
	
	FFS
	FFS

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).



<< Unchanged sections skipped >>

[bookmark: _Toc21026657][bookmark: _Toc27743940][bookmark: _Toc36197113][bookmark: _Toc36197805]6.5A.3.2.2	Spurious emission band UE co-existence for CA (3UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
[bookmark: _Toc21026658][bookmark: _Toc27743941][bookmark: _Toc36197114][bookmark: _Toc36197806]<< Unchanged sections skipped >>

6.5A.3.2.3	Spurious emission band UE co-existence for CA (4UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
[bookmark: _Toc21026659][bookmark: _Toc27743942][bookmark: _Toc36197115][bookmark: _Toc36197807]
<< Unchanged sections skipped >>

6.5A.3.2.4	Spurious emission band UE co-existence for CA (5UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).

<< Unchanged sections skipped >>

[bookmark: _Toc21026660][bookmark: _Toc27743943][bookmark: _Toc36197116][bookmark: _Toc36197808]6.5A.3.2.5	Spurious emission band UE co-existence for CA (6UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
- 	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
[bookmark: _Toc21026661][bookmark: _Toc27743944][bookmark: _Toc36197117][bookmark: _Toc36197809]<< Unchanged sections skipped >>

6.5A.3.2.6	Spurious emission band UE co-existence for CA (7UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
- 	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
[bookmark: _Toc21026662][bookmark: _Toc27743945][bookmark: _Toc36197118][bookmark: _Toc36197810]<< Unchanged sections skipped >>

6.5A.3.2.7	Spurious emission band UE co-existence for CA (8UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
- 	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
<< End of changes >>
