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--------------Start of change-------------
[bookmark: _Toc27479411][bookmark: _Toc36058598][bookmark: _Toc44067521][bookmark: _Toc52716445][bookmark: _Toc58239083][bookmark: _Toc68246664][bookmark: _Toc75789924][bookmark: _Toc84264553]5.1.1.1	General
The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1 [2].
The minimum performance requirements in Clause 5 are mandatory for UE supporting NR operation, except test cases listed in Clauses 5.1.1.3, 5.1.1.4.
[bookmark: _Toc27479412][bookmark: _Toc36058599][bookmark: _Toc44067522][bookmark: _Toc52716446][bookmark: _Toc58239084][bookmark: _Toc68246665][bookmark: _Toc75789925][bookmark: _Toc84264554]5.1.1.2	Applicability of requirements for different number of RX antenna ports
The number of RX antenna ports for different RF operating bands is up to UE declaration.
The UE shall support 2 or 4 RX antenna ports for different RF operating bands. The operating bands, where 4 RX antenna ports shall be the baseline, are defined in Clause 7.2 of TS 38.101-1 [3]. The UE requirements applicability for UEs with different number of RX antenna ports is defined in Table 5.1.1.2-1.
Table 5.1.1.2-1: Requirements applicability
	Supported RX antenna ports
	Test type
	Test list

	UE supports only 2RX 
	PDSCH
	All tests in Clause 5.2.2

	
	PDCCH
	All tests in Clause 5.3.2

	
	PBCH
	All tests in Clause 5.4.2

	UE supports only 4RX or both 2RX and 4RX
	PDSCH
	All tests in Clause 5.2.3

	
	PDCCH
	All tests in Clause 5.3.3

	
	PBCH
	All tests in Clause 5.4.2 or 5.4.3 Note 1

	Note 1:	: Requirements for PBCH with 4Rx is up to UE declaration



[bookmark: _Toc27479413][bookmark: _Toc36058600][bookmark: _Toc44067523][bookmark: _Toc52716447][bookmark: _Toc58239085][bookmark: _Toc68246666][bookmark: _Toc75789926][bookmark: _Toc84264555]5.1.1.3	Applicability of requirements for optional UE features
The performance requirements in Table 5.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 5.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 3-1)

Clause 5.2.3.1.1 (Test 5-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 3-1)

Clause 5.2.3.2.1 (Test 5-1)
	

	Alternative additional DMRS position for co-existence with LTE CRS (additionalDMRS-DL-Alt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Test 1-2)
Clause 5.2.3.1.4 (Test 1-2)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR CA
	SDR
	Clause 5.5A.1
	1) Up to 16 DL carriers
2) Same numerology across carrier for data/control channel at a given time

	Enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.9 (Test 1-1)

Clause 5.2.3.1.9 (Test 1-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.9 (Test 1-1)

Clause 5.2.3.2.9 (Test 1-1)
	

	Single DCI based SDM transmission for multi-TRxP (singleDCI-SDM-scheme-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.11_1
Clause 5.2.3.1.11_1
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.11_1
Clause 5.2.3.2.11_1
	

	Multi DCI based multi-TRxP support (multiDCI-MultiTRP-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.12_1
Clause 5.2.3.1.12_1
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.12_1
Clause 5.2.3.2.12_1
	

	Single DCI based FDM Scheme-A for multi-TRxP(supportFDM-SchemeA-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.13_1
Clause 5.2.3.1.13_1
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.13_1
Clause 5.2.3.2.13_1
	

	Single DCI based inter-slot TDM for multi-TRxP (supportInter-slotTDM-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.14_1
Clause 5.2.3.1.14_1
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.14
Clause 5.2.3.2.14
	

	Maximum number of TCI states in Single-DCI based inter-slot TDM (maxNumberTCI-states-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.14
Clause 5.2.3.1.14
	The requirements apply only when maxNumberTCI-states-r16 = 2.



[bookmark: _Toc27479414][bookmark: _Toc36058601][bookmark: _Toc44067524][bookmark: _Toc52716448][bookmark: _Toc58239086][bookmark: _Toc68246667][bookmark: _Toc75789927][bookmark: _Toc84264556]5.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
The performance requirements in Table 5.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
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