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[bookmark: _Toc27475696][bookmark: _Toc29495248][bookmark: _Toc36116293][bookmark: _Toc36118342][bookmark: _Toc36560457][bookmark: _Toc43976958][bookmark: _Toc52213530][bookmark: _Toc60742991][bookmark: _Toc68206174][bookmark: _Toc75971969]6.3B.3	Tx ON/OFF time mask/PUCCH time mask for EN-DC
[bookmark: _Toc27475697][bookmark: _Toc29495249][bookmark: _Toc36116294][bookmark: _Toc36118343][bookmark: _Toc36560458][bookmark: _Toc43976959][bookmark: _Toc52213531][bookmark: _Toc60742992][bookmark: _Toc68206175][bookmark: _Toc75971970]6.3B.3.1	Tx ON/OFF time mask for intra-band contiguous EN-DC
[bookmark: _Toc27475698]6.3B.3.1.1	Test purpose
Same test purpose as in clause 6.3.3.2.1 in TS 38.521-1 [8] for the NR carrier.
[bookmark: _Toc27475699]6.3B.3.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC.
[bookmark: _Toc27475700]6.3B.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.2.3 in TS 38.521-1 [8] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
[bookmark: _Toc27475701]6.3B.3.1.4	Test description
Same test descriptions as in clause 6.3.3.2.4 in TS 38.521-1 [8] for the NR carrier with the following exceptions:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.6-1.
For Initial conditions as in clause 6.3.3.2.4.1 in TS 38.521-1 [8], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA Downlink signal level, uplink signal level are set according to Table 4.6-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3.3.2.4.1 in TS 38.521-1 [8] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3.3.2.4.2 in TS 38.521-1 [8] with the following steps added for E-UTRA component:
1.1.	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.6-1 under clause 4.6.
6.3B.3.1.5	Test requirements
Same test requirement as in clause 6.3.3.2.5 in TS 38.521-1 [8] for the NR carrier.
<Start of change>
6.3B.3_1 	E-UTRA and NR switching time mask for switching between two uplink carriers
6.3B.3_1.1 	E-UTRA and NR switching time mask for switching between two uplink carriers for inter-band EN-DC
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.3A.3.1_1 in TS 38.521-1 [8] is incomplete
6.3B.3_1.1.1	Test purpose
To verify that the E-UTRA and NR switching time mask for switching between two uplink carriers for inter-band EN-DC meets the requirements given in 6.3B.4.1 in TS 38.101-3 [4].
The E-UTRA and NR switching time mask for switching between two uplink carriers for inter-band EN-DC defines the transient period(s) and the switching period allowed between two uplink carriers for an uplink band pair of an inter-band EN-DC configuration when the capability uplinkTxSwitchingPeriod is present.
6.3B.3_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 16 and forward, supporting 2UL inter-band EN-DC and dynamic UL Tx switching.
6.3B.3_1.1.3	Minimum conformance requirements
The minimum conformance requirements are TS 38.101-3 [4] clause 6.3B.4.1 for the NR and the E-UTRA carrier.
Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied.
6.3B.3_1.1.4	Test description
6.3B.3_1.1.4.1	Initial condition
Same initial condition as in clause 6.3A.3.1_1.4.1 in TS 38.521-1 [8] for the NR carrier with the following exceptions:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.6-1.
For Initial conditions as in clause 6.3A.3.1_1.4.1 in TS 38.521-1 [8], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for the E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA Downlink signal level, uplink signal level are set according to Table 4.6-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3.3.2.4.1 in TS 38.521-1 [8] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
6.3B.3_1.1.4.2	Test procedure
Same test procedure as in Sub test 2 in clause 6.3A.3.1_1.4.2 in TS 38.521-1 [8], where Carrier 1 and Carrier 2 in clause 6.3A.3.1_1.4.2 in TS 38.521-1 [8] refers to the E-UTRA component and the NR carrier respectively, with the following exceptions:
Step 2.4 of test procedure as in clause 6.3A.3.1_1.4.2 in TS 38.521-1 [8] is replaced by:
2.4 	For E-UTRA component, SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to table 6.3B.1.1.4-1 on E-UTRA subframe n-1, where E-UTRA subframe n is an uplink slot for the NR carrier and n-1 ≥ 20 when SCS=15 kHz (n-1 ≥ 40 when SCS=30 kHz, n-1 ≥ 80 when SCS=60 kHz). Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
Step 2.6 of test procedure as in clause6.3A.3.1_1.4.2 in TS 38.521-1 [8] is replaced by:
2.6 	Measure the output power of UE PUSCH transmission for the E-UTRA component during the E-UTRA subframe n-1, for carrier 1 excluding a transient period of 20 µs in the end of the E-UTRA subframe n-1.
Step 2.8 of test procedure as in clause6.3A.3.1_1.4.2 in TS 38.521-1 [8] is replaced by:
2.8 	For E-UTRA component, SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to table 6.3B.1.1.4-1 on E-UTRA subframe m+1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
Step 2.9 of test procedure as in clause6.3A.3.1_1.4.2 in TS 38.521-1 [8] is replaced by:
2.9 	Measure the output power of UE PUSCH transmission for E-UTRA component during slot m+1 excluding a transient period of 20 µs in the beginning of slot m+1.
6.3B.3_1.1.5	Test requirements
Same test requirement as in clause 6.3A.3.1_1.5 in TS 38.521-1 [8] for the NR carrier.
<End of change>


3GPP TSG


-


RAN5


 


Meeting #9


3


-


e


 


R5


-


217326


 


Electronic Meeting


, 


8


th


 


Nov


–


 


19


th 


Nov


 


20


21


 


CR


-


Form


-


v


12.


1


 


CHANGE REQUEST


 


 


 


38.5


21


-


3


 


CR


 


1208


 


rev


 


-


 


Current version:


 


1


7


.


2


.


0


 


 


 


For 


HELP


 


on using this form


: c


omprehensive instructions can be found at 


 


http://www.3gpp.org/Change


-


Requests


.


 


 


 


Proposed change


 


affects:


 


UICC apps


 


 


ME


 


 


Radio Access Network


 


 


Core Network


 


 


 


 


Title:


 


 


Adding UL swithcing time mask test for inter


-


band EN


-


DC


 


 


 


Source to WG:


 


China Telecom


, Huawei, HiSilicon


 


Source to TSG:


 


R5


 


 


 


Work item code


:


 


NR_RF_FR1


-


UEConTest


 


 


Date:


 


2


020


-


10


-


29


 


 


 


 


 


 


Category:


 


F


 


 


Release:


 


Rel


-


1


7


 


 


Use 


one


 


of the following categories:


 


F


  


(correction)


 


A


  


(


mirror 


correspond


ing 


to a 


change 


in an earlier 


 


 


 


 


 


 


 


 


 


 


 


 


 


release)


 


B


  


(addition of feature), 


 


C


  


(functional modification of feature)


 


D


  


(editorial modification)


 


Detailed explanations of the above categories can


 


be found in 3GPP 


TR 21.900


.


 


Use 


one


 


of the following releases:


 


Rel


-


8


 


(Release 8)


 


Rel


-


9


 


(Release 9)


 


Rel


-


10


 


(Release 10)


 


Rel


-


11


 


(Release 11)


 


…


 


Rel


-


15


 


(Release 15)


 


Rel


-


16


 


(Release 16)


 


Rel


-


17


 


(Release 17)


 


Rel


-


18


 


(Release 18)


 


 


 


Reason for change:


 


As per the work plan, test case for 


E


-


UTRA and NR switching time mask for 


switching between two uplink carriers for inter


-


band EN


-


DC


 


needs to be 


added in TS 38.521


-


3


.


 


 


 


Summary of change


:


 


Adding test case 


6.3B.3_1.1


 


E


-


UTRA and NR switching time mask 


for 


switching between two uplink carriers for inter


-


band EN


-


DC


.


 


 


 


Consequences if not 


approved:


 


Time mask for switching between two uplink carriers 


for inter


-


band EN


-


DC 


can’t be tested


 


 


 


Clauses affected:


 


6


.3


B


.3


_


1 (New)


 


 


 


 


Y


 


N


 


 


 


Other specs


 


 


X


 


 


Other core specifications


 


 


TS/TR ... CR ... 


 


affected:


 


X


 


 


 


Test specifications


 


TR 38.905 CR


 


xxxx


 


TS 38.52


2


 


CR 


xxxx


 


(show 


related 


CR


s


)


 


 


X


 


 


O&M Specifications


 


TS


/TR ... CR ... 


 


 


 


Other comments:


 


 


 


 


This CR's revision history:


 


 




3GPP TSG - RAN5   Meeting #9 3 - e   R5 - 217326   Electronic Meeting ,  8 th   Nov –   19 th  Nov   20 21  

CR - Form - v 12. 1  

CHANGE REQUEST  

 

 38.5 21 - 3  CR  1208  rev  -  Current version:  1 7 . 2 . 0   

 

For  HELP   on using this form : c omprehensive instructions can be found at    http://www.3gpp.org/Change - Requests .  

 

 

Proposed change   affects:  UICC apps   ME   Radio Access Network   Core Network   

 

 

Title:    Adding UL swithcing time mask test for inter - band EN - DC  

  

Source to WG:  China Telecom , Huawei, HiSilicon  

Source to TSG:  R5  

  

Work item code :  NR_RF_FR1 - UEConTest   Date:  2 020 - 10 - 29  

     

Category:  F   Release:  Rel - 1 7  

 Use  one   of the following categories:   F    (correction)   A    ( mirror  correspond ing  to a  change  in an earlier                            release)   B    (addition of feature),    C    (functional modification of feature)   D    (editorial modification)   Detailed explanations of the above categories can   be found in 3GPP  TR 21.900 .  Use  one   of the following releases:   Rel - 8   (Release 8)   Rel - 9   (Release 9)   Rel - 10   (Release 10)   Rel - 11   (Release 11)   …   Rel - 15   (Release 15)   Rel - 16   (Release 16)   Rel - 17   (Release 17)   Rel - 18   (Release 18)  

  

Reason for change:  As per the work plan, test case for  E - UTRA and NR switching time mask for  switching between two uplink carriers for inter - band EN - DC   needs to be  added in TS 38.521 - 3 .  

  

Summary of change :  Adding test case  6.3B.3_1.1   E - UTRA and NR switching time mask  for  switching between two uplink carriers for inter - band EN - DC .  

  

Consequences if not  approved:  Time mask for switching between two uplink carriers  for inter - band EN - DC  can’t be tested  

  

Clauses affected:  6 .3 B .3 _ 1 (New)  

  

 Y  N    

Other specs   X    Other core specifications    TS/TR ... CR ...   

affected:  X     Test specifications  TR 38.905 CR   xxxx   TS 38.52 2   CR  xxxx  

(show  related  CR s )   X    O&M Specifications  TS /TR ... CR ...   

  

Other comments:   

  

This CR's revision history:   

