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[bookmark: _Toc52989928][bookmark: _Toc60823124][bookmark: _Toc60825046][bookmark: _Toc69305943][bookmark: _Toc69309777][bookmark: _Toc76020089][bookmark: _Toc83720561]6.2.3.3.27	A-MPR for NS_49
Table 6.2.3.3.27-1: A-MPR regions for NS_49
	Channel Bandwidth, (MHz)
	Carrier Center Frequency, Fc, 
(MHz)
	Regions
	A-MPR

	
	
	RBend*12*SCS
(MHz)
	LCRB*12*SCS
(MHz)
	

	25 MHz
	1932.5≤ FC ≤ 1967.5
	≥0
	≥9.72
	A3

	
	
	≥18.72
	<1.08
	A3

	
	
	≤3.96
	<1.08
	A3

	30 MHz
	1935 ≤ FC ≤ 1965
	≥0, <3.6
	≥0
	A1

	
	
	≥3.6, <6.48
	≥0
	A5

	
	
	≥6.48, <14.4
	≥max (0,12*SCS* RBend - 3.6)
	A3

	
	
	≥14.4, <21.6
	≥10.8
	A4

	
	
	≥21.6
	≥10.8
	A2

	
	
	≥21.6
	<1.08
	A5

	40 MHz
	1940 ≤ FC ≤ 1960
	≥0, <7.2
	≥0
	A1

	
	
	≥7.2, <10.44
	<1.08
	A5

	
	
	≥7.2, <18
	≥max (0, 12*SCS*RBend - 3.6)
	A4

	
	
	≥18, <34.56
	≥14.4, <28.8
	A2

	
	
	≥27.36, <34.56
	<1.08
	A5

	
	
	<34.56
	≥28.8
	A1

	
	
	≥34.56
	≥0
	A1

	50 MHz
	1945 ≤ FC ≤ 1955
	≥7.74, <14.4
	< min [(1.08, max(0,12*SCS* RBend-7.74)]))
	A5

	
	
	≥36, <39.6
	<1.08
	A5

	
	
	<39.6
	≥18, <max (0, 12*SCS*RBend – 7.74)
	A2

	
	
	<39.6
	≥max (0, 12*SCS*RBend – 7.74)
	A1

	
	
	≥39.6
	>0
	A1



Table 6.2.3.3.27-2: A-MPR for NS_49
	Modulation/Waveform
	A1
	A2
	A3
	A4
	A5

	
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner

	DFT-s-OFDM 
	PIPi/2 BPSK
	≤10
	≤6
	≤3
	≤4
	≤5

	
	QPSK
	≤10
	≤6
	≤3
	≤4
	≤5

	
	16 QAM
	≤10
	≤6
	≤3
	≤4
	≤5

	
	64 QAM
	≤10
	≤6
	≤3
	≤4
	≤5

	
	256 QAM
	≤10
	≤6
	≤3
	≤4
	≤5

	CP-OFDM 
	QPSK
	≤11
	≤7
	≤4.5
	≤5.5
	≤5

	
	16 QAM
	≤11
	≤7
	≤4.5
	≤5.5
	≤5

	
	64 QAM
	≤11
	≤7
	≤4.5
	≤5.5
	≤5

	
	256 QAM
	≤11
	≤7
	≤4.5
	≤5.5
	≤5



[bookmark: _Toc83720562]6.2.3.3.28	A-MPR for NS_56NS_51
Table 6.2.3.3.28: A-MPR for NS_56void
For 5 MHz channel centred on frequencies (FC) = 1630.0, 1630.3 MHz, A-MPR is defined as
if RBstart <= ceil{3/SCS/15 kHz)}and LCRB <= ceil{17/SCS/15 kHz)},
then 
the A-MPR = 14 dB for SCS = 15 kHz and AMPR = 8 dB for SCS >= 30 kHz,
else,
if RBstart <= ceil{3/(SCS/15 kHz)} and LCRB > ceil{17/(SCS/15 kHz)},
then
the A-MPR = 6 dB,
else,
if RBstart <= ceil{8/(SCS/15 kHz)},
then
the A-MPR = 4 dB.
For 5 MHz channel centred on frequencies (Fc) = 1635.0, 1649.0, 1654.0 MHz, no A-MPR is needed.
For Channel 10 MHz with centre frequency of 1632.5 MHz, A-MPR is defined as
if RBstart < ceil{3/(SCS/15 kHz)} and LCRB <= ceil{8/(SCS/15 kHz)},
then
the A-MPR = 12 dB for SCS = 15 kHz and AMPR = 8 dB for SCS >= 30 kHz,
else, 
if RBstart < ceil{9/(SCS/15 kHz)}, and LCRB > ceil{8/(SCS/15 kHz)},
then
the A-MPR = 8 dB,
else,
if RBstart <= ceil{18/(SCS/15 kHz)},
then 
the A-MPR = 6 dB,
else,
if RBstart >= floor{40/(SCS/15 kHz)}], and LCRB <= ceil{7/(SCS/15 kHz)},
then
the A-MPR = 5 dB,
else, 
if RBstart >= floor{40/(SCS/15 kHz)} and LCRB > ceil{7/(SCS/15 kHz)},
then
the A-MPR = 3 dB,
else,
if RBstart >= floor{35/(SCS/15 kHz)} and LCRB <= ceil{7/(SCS/15 kHz)},
then
the A-MPR = 4 dB,
else, 
if RBstart >= floor{35/(SCS/15 kHz)} and LCRB > ceil{7/(SCS/15 kHz)},
then
the A-MPR = 2 dB.
6.2.3.3.29	A-MPR for NS_07
FFS
6.2.3.3.30	A-MPR for NS_56
For 5 MHz channel centred on frequencies (FC) = 1630.0, 1630.3 MHz, A-MPR is defined as
if RBstart <= ceil{3/SCS/15 kHz)}and LCRB <= ceil{17/SCS/15 kHz)},
then 
the A-MPR = 14 dB for SCS = 15 kHz and AMPR = 8 dB for SCS >= 30 kHz,
else,
if RBstart <= ceil{3/(SCS/15 kHz)} and LCRB > ceil{17/(SCS/15 kHz)},
then
the A-MPR = 6 dB,
else,
if RBstart <= ceil{8/(SCS/15 kHz)},
then
the A-MPR = 4 dB.
For 5 MHz channel centred on frequencies (Fc) = 1635.0, 1649.0, 1654.0 MHz, no A-MPR is needed.
For Channel 10 MHz with centre frequency of 1632.5 MHz, A-MPR is defined as
if RBstart < ceil{3/(SCS/15 kHz)} and LCRB <= ceil{8/(SCS/15 kHz)},
then
the A-MPR = 12 dB for SCS = 15 kHz and AMPR = 8 dB for SCS >= 30 kHz,
else, 
if RBstart < ceil{9/(SCS/15 kHz)}, and LCRB > ceil{8/(SCS/15 kHz)},
then
the A-MPR = 8 dB,
else,
if RBstart <= ceil{18/(SCS/15 kHz)},
then 
the A-MPR = 6 dB,
else,
if RBstart >= floor{40/(SCS/15 kHz)}], and LCRB <= ceil{7/(SCS/15 kHz)},
then
the A-MPR = 5 dB,
else, 
if RBstart >= floor{40/(SCS/15 kHz)} and LCRB > ceil{7/(SCS/15 kHz)},
then
the A-MPR = 3 dB,
else,
if RBstart >= floor{35/(SCS/15 kHz)} and LCRB <= ceil{7/(SCS/15 kHz)},
then
the A-MPR = 4 dB,
else, 
if RBstart >= floor{35/(SCS/15 kHz)} and LCRB > ceil{7/(SCS/15 kHz)},
then
the A-MPR = 2 dB.

==============================================================
<< End of changes >>


