

[bookmark: _Toc27749168][bookmark: _Toc36227972][bookmark: _Toc36228268][bookmark: _Toc36228723][bookmark: _Toc36228940][bookmark: _Toc44454525][bookmark: _Toc44454977][bookmark: _Toc52447013][bookmark: _Toc52447134][bookmark: _Toc52455787][bookmark: _Toc52456417][bookmark: _Toc52456578][bookmark: _Toc52457021][bookmark: _Toc52457899][bookmark: _Toc58228828][bookmark: _Toc58235312]3GPP TSG-RAN5 Meeting #93-e	R5-217954
Online, , 8th Nov 2021 - 19th Nov 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	36.523-1
	CR
	5058
	rev
	1
	Current version:
	16.10.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Updates to protocol test configurations to reflect the Band 24 condition

	
	

	Source to WG:
	Ligado Networks 

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_B24_mod-UEConTest
	
	Date:
	2021-10-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	A new condition for Band 24 was specified for inclusion of ul-carrierfreq IE for certain test cases due to the high frequency range having a Tx-Rx spacing that is different from default

	
	

	Summary of change:
	Update message contents to include ul-carrierfreq IE for various test cases involving handover to Cell 3, Cell 12 and Cell 23, Cell 28, Cell 29 and Cell 36 associated with signaling test frequency f2, f6 specified with a different Tx-Rx spacing than the default for Band 24 (36.508 – Tables 4.3.1.1.24-1, 6.2.3.1-1)

	
	

	Consequences if not approved:
	Test cases cannot be executed successfully for Band 24

	
	

	Clauses affected:
	8.2.4.6, 8.2.4.28, 8.2.4.30.4, 8.2.4.30.5, 8.2.4.30.6, 8.3.1.10, 8.3.1.12a, 8.6.4.4, 8.6.4.9, 8.6.5.1a, 8.6.6.2, 8.6.6.6, 8.6.6.7, 8.6.7.4, 8.6.8.2, 13.4.1.2, 17.4.3, 21.3.3, 21.3.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	Rel-17 to trigger a spec. upgrade
Band 24 is unique in that after regulatory update, only 10 MHz of DL is usable while 20 MHz (2 10 MHz non-contiguous blocks) of UL is usable.  Two Tx-Rx spacing have been specified so that 10 MHz of DL can be paired with either of the 2 10 MHz UL blocks.  To ensure that both the 10 MHz UL blocks are fully tested, the test frequencies have specified such that the Low and Mid test frequencies are based on Tx-Rx spacing of -101.5 MHz while High test frequency is based on Tx-Rx spacing of -120.5 MHz.  Cells associated with high test frequency will require inclusion of the UL EARFCN in several test cases that involve Band 24 high frequency range.

	
	

	This CR's revision history:
	 Rev1: i) Removed changes to Table  8.6.4.4.3.3-11 in Clause 8.6.4.4, Table 8.6.6.6.3.3-6 in Clause 8.6.6.6 as changes are not necessary since the carrierFreq IE is not present; ii) corrected Table # 8.6.4.9.3.3-4a and its reference in Clause 8.6.4.9.3.3


Page 1


[bookmark: _Toc225185381]8.2.4.6	RRC connection reconfiguration / Handover / Success / Inter-frequency
<<Unchanged Text Skipped>>
8.2.4.6.3.3	Specific message contents
Table 8.2.4.6.3.3-0: Conditions for specific message contents
in Tables 8.2.4.6.3.3-2 and 8.2.4.6.3.3-5
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>

Table 8.2.4.6.3.3-5: MobilityControlInfo (Table 8.2.4.6.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq SEQUENCE {}
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq-v9e0
	Not present
	
	

	  }
	
	
	

	}
	
	
	



------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.2.4.28	eCall Only mode / RRC connection reconfiguration / Inter-frequency Handover / Success
<<Unchanged Text Skipped>>
8.2.4.28.3.3	Specific message contents
Table 8.2.4.28.3.3-0: Conditions for specific message contents
in Tables 8.2.4.28.3.3-2 and 8.2.4.28.3.3-5
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell




<<Unchanged Text Skipped>>
Table 8.2.4.28.3.3-5: MobilityControlInfo (Table 8.2.4.28.3.3-4)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq SEQUENCE {}
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	



------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
[bookmark: _Hlk83646062]8.2.4.30.4	RRC connection reconfiguration / Handover / DAPS Handover / Success / Inter-Frequency
<<Unchanged Text Skipped>>
8.2.4.30.4.3.3	Specific message contents
Same as 8.2.4.30.1.3.3.
Table 8.2.4.30.4.3.3-0: Conditions for specific message contents
in Table 8.2.4.30.4.3.3-2
	Condition
	Explanation

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



Table 8.2.4.30.4.3.3-1: RRCConnectionReconfiguration (step 3, Table 8.2.4.30.1.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	        mobilityControlInfo
	MobilityControlInfo
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated
	
	

	     }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	




Table 8.2.4.30.4.3.3-2: MobilityControlInfo (Table 8.2.4.30.4.3.3-1)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	radioResourceConfigCommon
	RadioResourceConfigCommon-DEFAULT
	
	

	rach-ConfigDedicated
	Rach-ConfigDedicated-DEFAULT
	
	

	}
	
	
	



Table 8.2.4.30.4.3.3-3: RadioResourceConfigCommon-DEFAULT (Table 8.2.4.30.4.3.3-2)
	Derivation Path: 36.508, Table 4.6.3-13

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	}
	
	
	



Table 8.2.4.30.4.3.3-4: RACH-ConfigCommon-DEFAULT (Table 8.2.4.30.4.3.3-3)
	Derivation Path: 36.508, Table 4.6.3-12

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n200
	
	

	}
	
	
	

	}
	
	
	




Table 8.2.4.30.4.3.3-5: RadioResourceConfigDedicated (Table 8.2.4.30.4.3.3-1)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  srb-ToAddModList 
	Not present
	
	

	  drb-ToAddModList SEQUENCE {
	1 entries
	
	

	    drb-ToAddMod
	DRB-ToAddMod-DEFAULT 
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present 
	
	

	  mac-MainConfig
	Not Present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.4.30.4.3.3-6: DRB-ToAddMod-DEFAULT (Table 8.2.4.30.4.3.3-5)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddMod-DEFAULT(bid) ::= SEQUENCE {
	
	bid is the bearer identity (1..8)
	

	  eps-BearerIdentity
	Not Present
	
	

	  drb-Identity
	1
	
	

	  pdcp-Config
	Not Present
	
	

	  rlc-Config
	Not Present
	
	

	  logicalChannelIdentity
	Not Present
	
	

	  logicalChannelConfig
	Not Present
	
	

	  daps-HO-r16
	TRUE
	
	

	}
	
	
	



Table 8.2.4.30.4.3.3-7: RRCConnectionReconfiguration (step 11, Table 8.2.4.30.1.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	        mobilityControlInfo
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	         nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        daps-SourceRelease-r16
	TRUE
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
[bookmark: _Hlk83646075]8.2.4.30.5	DAPS handover / Failure / source link available / Radio Link Failure in source / Inter-Frequency
<<Unchanged Text Skipped>>
8.2.4.30.5.3.3	Specific message contents
Table 8.2.4.30.5.3.3-0: Conditions for specific message contents
in Table 8.2.4.30.5.3.3-3
	Condition
	Explanation

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.2.4.30.5.3.3-3: MobilityControlInfo (Table 8.2.4.30.5.3.3-2)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 32
	
	Step 2 and 18

	
	PhysicalCellIdentity of Cell 1
	
	Step 11

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 32
	
	Step 2 and 18

	
	Same downlink EARFCN as used for Cell 1
	
	Step 11

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range, Step 2 and 18

	
	Same uplink EARFCN as used for Cell 1
	
	Band 24 High range, Step 11

	  }
	
	
	

	t304
	ms2000
	
	

	radioResourceConfigCommon
	RadioResourceConfigCommon-DEFAULT
	
	

	rach-ConfigDedicated
	Rach-ConfigDedicated-DEFAULT
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
[bookmark: _Hlk83646168]8.2.4.30.6	DAPS handover / Failure / source link available / Radio Link Failure in source / Inter-Frequency
<<Unchanged Text Skipped>>



8.2.4.30.6.3.3	Specific message contents
Table 8.2.4.30.6.3.3-0: Conditions for specific message contents
in Table 8.2.4.30.6.3.3-2
	Condition
	Explanation

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.2.4.30.6.3.3-2: MobilityControlInfo (Table 8.2.4.30.6.3.3-1)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	Step 2 and step 6

	
	PhysicalCellIdentity of Cell 1
	
	Step 14

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	Step 2 and step 6

	
	Same downlink EARFCN as used for Cell 1
	
	Step 14

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range, Step 2 and 6

	
	Same uplink EARFCN as used for Cell 1
	
	Band 24 High range, Step 14

	  }
	
	
	

	  carrierFreq SEQUENCE {}
	Not present
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3
	
	Step 2 and step 6

	
	Same downlink EARFCN as used for Cell 1
	
	Step 14

	    ul-CarrierFreq-v9e0
	Not present
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.3.1.10	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-frequency handover / IE measurement configuration not present
<<Unchanged Text Skipped>>
8.3.1.10.3.3	Specific message contents
Table 8.3.1.10.3.3-0: Conditions for specific message contents
in Tables 8.3.1.10.3.3-2 and 8.3.1.10.3.3-7
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.3.1.10.3.3-7: MobilityControlInfo (Table 8.3.1.10.3.3-6)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3.
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3.
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3.
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.3.1.12a	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (inter-band measurements) / Between FDD and TDD
<<Unchanged Text Skipped>>
8.3.1.12a.3.3	Specific message contents
Table 8.3.1.12a.3.3-0: Conditions for specific message contents
in Tables 8.3.1.12a.3.3-2, 8.3.1.12a.3.3-8, 8.3.1.12a.3.3-13 and 8.3.1.12a.3.3-14
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.3.1.12a.3.3-8: MobilityControlInfo (Table 8.3.1.12a.3.3-7)
	Derivation Path: 36.508 Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 28
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 28
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 28
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 28.
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.4.4	Radio Link Failure logging / Reporting at E-UTRA handover
<<Unchanged Text Skipped>>
8.6.4.4.3.3	Specific message contents
Table 8.6.4.4.3.3-0: SystemInformationBlockType2 for Cell 1, Cell 4 and Cell 12 (preamble and all the steps in Table 8.6.4.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.3-12

	Information Element
	Value/remark
	Comment
	Condition

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n50
	
	

	  }
	
	
	



Table 8.6.4.4.3.3-0: Conditions for specific message contents
in Tables 8.6.4.4.3.3-2, 8.6.4.4.3.3-5, 8.6.4.4.3.3-14 and 8.6.4.4.3.3-18
	Condition
	Explanation

	Band > 64
	This condition applies if the band number is bigger than 64.

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.6.4.4.3.3-5: MobilityControlInfo (step 5, Table 8.6.4.4.3.3-4)
	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12
	
	Band 24 High range

	  }
	
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 12
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
Table 8.6.4.4.3.3-18: MobilityControlInfo (step 22, Table 8.6.4.4.3.3-4)
	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12
	
	Band 24 High range

	  }
	
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 12
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.4.9	Radio Link Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list

<<Unchanged Text Skipped>>
8.6.4.9.3.3	Specific message contents
Table 8.6.4.9.3.3-0: Conditions for specific message contents
in Tables 8.6.4.9.3.3-3, 8.6.4.9.3.3-4b and 8.6.4.9.3.3-7
	Condition
	Explanation

	Band > 64
	This condition applies if the band number is bigger than 64.

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>

Table 8.6.4.9.3.3-4: MeasurementReport (step 10, Table 8.6.4.9.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 12
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.6.4.9.3.3-4a: RRCConnectionReconfiguration (step 11, Table 8.6.4.9.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO



Table 8.6.4.9.3.3-4b: MobilityControlInfo (Table 8.6.4.9.3.3-4a)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq SEQUENCE {}
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 12
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>

------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.5.1a	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
<<Unchanged Text Skipped>>
8.6.5.1a.3.3	Specific message contents
Table 8.6.5.1a.3.3-0: Conditions for specific message contents
in Tables 8.6.5.1a.3.3-3, 8.6.5.1a.3.3-10 and 8.6.5.1a.3.3-14
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.6.5.1a.3.3-10: MobilityControlInfo (Table 8.6.5.1a.3.3-9)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12.
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12.
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 12
	
	

	    ul-Bandwidth
	Same uplink system bandwidth as used for Cell 12
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 12
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.6.2	Handover Failure logging / Reporting of Inter-frequency measurements
<<Unchanged Text Skipped>>
8.6.6.2.3.3	Specific message contents
Table 8.6.6.2.3.3-0: Condition for specific message contents in Table 8.6.6.2.3.3-2, Table 8.6.6.2.3.3-5 and Table 8.6.6.2.3.3-10
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.6.6.2.3.3-5: MobilityControlInfo (Table 8.6.6.2.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.6.6	Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
<<Unchanged Text Skipped>>
8.6.6.6.3.3	Specific message contents
Table 8.6.6.6.3.3-0: Condition for specific message contents in Table 8.6.6.6.3.3-3, Table 8.6.6.6.3.3-10b and Table 8.6.6.6.3.3-13
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>

Table 8.6.6.6.3.3-10: MeasurementReport (step 12, Table 8.6.6.6.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultPCell SEQUENCE {
	
	Cell 2
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId
	PhysicalCellIdentity of Cell 12
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



 Table 8.6.6.6.3.3-10a: RRCConnectionReconfiguration (step 13, Table 8.6.6.6.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO



Table 8.6.6.6.3.3-10b: MobilityControlInfo (Table 8.6.6.6.3.3-10a)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12.
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12
	
	Band 24 High range

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.6.7	Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
<<Unchanged Text Skipped>>
8.6.6.7.3.3	Specific message contents
Table 8.6.6.7.3.3-0: Condition for specific message contents in Table 8.6.6.7.3.3-3, Table 8.6.6.7.3.3-6 and Table 8.6.6.7.3.3-11
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.6.6.7.3.3-6: MobilityControlInfo (Table 8.6.6.7.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 12.
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.7.4	Handover Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
<<Unchanged Text Skipped>>
8.6.7.4.3.3	Specific message contents
Table 8.6.7.4.3.3-0: Conditions for specific message contents
in Tables 8.6.7.4.3.3-4, 8.6.7.4.3.3-7, 8.6.7.4.3.3-14 and Table 8.6.7.4.3.3-18
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.6.7.4.3.3-7: MobilityControlInfo (Table 8.6.7.4.3.3-6)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12.
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12.
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  …
	
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 12
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>

Table 8.6.7.4.3.3-14: MobilityControlInfo (Table 8.6.7.4.3.3-13)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12.
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 12.
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 12.
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 12
	
	

	    ul-Bandwidth
	Same uplink system bandwidth as used for Cell 12
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 1
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
8.6.8.2	Connection Establishment Failure logging / Logging and reporting / Reporting at intra-LTE handover
<<Unchanged Text Skipped>>

8.6.8.2.3.3	Specific message contents
Table 8.6.8.2.3.3-0: Condition for specific message contents in Table 8.6.8.2.3.3-3 and Table 8.6.6.1.3.3-6
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 8.6.8.2.3.3-6: MobilityControlInfo (Table 8.6.8.2.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ----------------------------------------------------------
13.4.1.2	Inter-frequency mobility / E-UTRA to E-UTRA packet
<<Unchanged Text Skipped>>
13.4.1.2.3.3	Specific message contents
Table 13.4.1.2.3.3-0: Conditions for specific message contents
in Tables 13.4.1.2.3.3-3 and 13.4.1.2.3.3-6
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 13.4.1.2.3.3-6: MobilityControlInfo (step 7, Table 13.4.1.2.3.2-2)
	Derivation Path: 36.508 clause 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ----------------------------------------------------------
17.4.3	Handover to inter-frequency cell to start MBMS service reception
<<Unchanged Text Skipped>>
17.4.3.3.3	Specific message contents
Table 17.4.3.3.3-0: Conditions for specific message contents
in Tables 17.4.3.3.3-1B, 17.4.3.3.3-6 and 17.4.3.3.3-9
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 17.4.3.3.3-9: MobilityControlInfo (Table 17.4.3.3.3-6)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3.
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ----------------------------------------------------------
21.3.3	Handover to inter-frequency cell to start SC-PTM service reception
<<Unchanged Text Skipped>>
21.3.3.3.3	Specific message contents
Table 21.3.3.3.3-0: Conditions for specific message contents
in Tables 21.3.3.3.3-7 and 21.3.3.3.3-10
	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 21.3.3.3.3-10: MobilityControlInfo-HO (Table 21.3.3.3.3-9)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3.
	
	

	  }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
21.3.7	MBMS Interest Indication retransmission after returning from cell not broadcasting SIB20
<<Unchanged Text Skipped>>
21.3.7.3.3	Specific message contents
Table 21.3.7.3.3-0: Conditions for specific message contents
in Tables 21.3.7.3.3-4, 21.3.7.3.3-8 and 21.3.7.3.3-9
	Condition
	Explanation

	Band > 64
	This condition applies if the band number is bigger than 64.

	Band 24 High range
	If Band 24 high frequency range is selected for the target cell



<<Unchanged Text Skipped>>
Table 21.3.7.3.3-8: MobilityControlInfo-HO (Table 21.3.7.3.3-7 for step 8)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 3
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	[bookmark: OLE_LINK31]Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 3
	
	

	 }
	
	
	

	}
	
	
	



Table 21.3.7.3.3-9: MobilityControlInfo-HO (Table 21.3.7.3.3-7 for step 15)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1
	
	

	    ul-CarrierFreq
	Not present
	
	

	
	Same uplink EARFCN as used for Cell 1
	
	Band 24 High range

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for Cell 1
	
	

	 }
	
	
	

	}
	
	
	



<<Unchanged Text Skipped>>
------------------------------------------------------------- END OF CHANGES ------------------------------------------------------
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