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<Start of Changes>
[bookmark: _Toc21026355][bookmark: _Toc27743608][bookmark: _Toc36196752][bookmark: _Toc36197444][bookmark: _Toc43898109][bookmark: _Toc52550600][bookmark: _Toc58952305][bookmark: _Toc68098060][bookmark: _Toc68098333][bookmark: _Toc68360463][bookmark: _Toc76557528][bookmark: _Toc84435420]5.2A.2	Void
5.2A.3		Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR2. 
Beam management type is according to UE capability declaration IE beamManagementType-r16. The requirements in the following clauses are only applicable to inter-band CA with IBM type.
Table 5.2A.3-1: Inter-band CA operating bands in FR2
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n260-n261
	n260, n261



[bookmark: _Toc52196357][bookmark: _Toc52197337][bookmark: _Toc53173060][bookmark: _Toc53173429][bookmark: _Toc61118684][bookmark: _Toc61119066][bookmark: _Toc61119447][bookmark: _Toc67923638][bookmark: _Toc75294450][bookmark: _Toc76510213][bookmark: _Toc83130176][bookmark: _Toc21026386][bookmark: _Toc27743639][bookmark: _Toc36196783][bookmark: _Toc36197475][bookmark: _Toc43898140][bookmark: _Toc52550631][bookmark: _Toc58952336][bookmark: _Toc68098091][bookmark: _Toc68098364][bookmark: _Toc68360494][bookmark: _Toc76557559][bookmark: _Toc84435451]<Unchanged sections skipped>
5.5A.3	Configurations for inter-band CA
Table 5.5A.3-1: NR CA configurations for inter-band CA
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	
	50
	100
	200
	400
	

	CA_n260A-n261A
	-
	n260
	50
	100
	200
	400
	0

	
	
	n261
	50
	100
	200
	400
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



5.5D	Configurations for UL MIMO
The requirements specified in subclause 5.5 are applicable to UE supporting UL MIMO.
<End of Changes>

