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<< Unchanged sections omitted >>
[bookmark: _Toc85051731][bookmark: _Toc90493753][bookmark: _Toc90494393][bookmark: _Toc27476050][bookmark: _Toc29495503][bookmark: _Toc36116554][bookmark: _Toc36118603][bookmark: _Toc36560718][bookmark: _Toc43977253][bookmark: _Toc52213841][bookmark: _Toc60743311][bookmark: _Toc68206486][bookmark: _Toc75972289]7.6B.4.3A	Narrow band blocking for inter-band NE-DC within FR1 (2 CCs)
No exception requirements applicable to NR or LTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.6.4 and 7.6A.4 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.6.3 and 7.6.3A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
[bookmark: _Toc45890835][bookmark: _Toc45892059][bookmark: _Toc45892469][bookmark: _Toc45892879][bookmark: _Toc52353294][bookmark: _Toc53175117][bookmark: _Toc61376266][bookmark: _Toc61376678][bookmark: _Toc67938958][bookmark: _Toc76454564][bookmark: _Toc76719984][bookmark: _Toc76720504][bookmark: _Toc83743201][bookmark: _Toc83887576][bookmark: _Toc83888378][bookmark: _Toc90589032]7.6E	Blocking characteristics for V2X in FR1
[bookmark: _Toc45888471][bookmark: _Toc45889070][bookmark: _Toc59650429][bookmark: _Toc61357701][bookmark: _Toc61359475][bookmark: _Toc67916415][bookmark: _Toc75533961][bookmark: _Toc75819847][bookmark: _Toc76508691][bookmark: _Toc76717641][bookmark: _Toc83294282][bookmark: _Toc84335321]7.6E.0	Minimum conformance requirements
For intra-band V2X operation, the blocking charateristics specified in clause 7.6.1.1G in TS 36.101 [5] and specified in clause 7.6E in TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
[bookmark: _Toc21344470][bookmark: _Toc29801958][bookmark: _Toc29802382][bookmark: _Toc29803007]For inter-band con-current NR V2X operation, the blocking characteristics requirements shall be applied per each component carrier. The in-band blocking and out of band blocking requirement specified in clause 7.6E in TS 38.101-1 [2] shall apply on NR V2X carrier and the requirement specified in clause 7.6 in TS 36.101 [5] shall apply for the E-UTRA downlink reception in licensed band while all downlink carriers are active. The requirements specified in subclause 7.6.1.1G and 7.6.2.1G of TS 36.1 01 [5] shall apply for the E-UTRA sidelink reception and the requirements specified in subclause 7.6 of TS 38.101-1 [2] shall apply for the NR downlink reception while all downlink carriers are active. PInterferer power is increased by ΔRIB,c in the requirement.
No narrow band blocking requirement applied for NR V2X carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 7.6E.
7.6E.1	In-band blocking for V2X operation
7.6E.1.1	Test purpose
In-band blocking is defined for an unwanted interfering signal falling into the frequency range (see clause 7.6.1 and 7.6.1G of TS 36.521-1 [10] and clause 7.6.2 and 7.6E.2 of TS 38.521-1 [8]), at which the relative throughput shall meet or exceed the requirement for the specified measurement channels.
The lack of in-band blocking ability will decrease the coverage area when other transmitters exist (except in the adjacent channels and spurious response).
7.6E.1.2	Test applicability
No exception requirements applicable to NR V2X operation or E-UTRA V2X operation. The requirements in this test case can be well covered in clause 7.6.1 and 7.6.1G of TS 36.521-1 [10] and clause 7.6.2 and 7.6E.2 of TS 38.521-1 [8] and don’t need to be tested again.

7.6E.2	Out-of-band blocking for V2X operation
7.6E.2.1	Test purpose
Out-of-band blocking for V2X is defined for an unwanted CW interfering signal falling into the frequency range ( see clause 7.6.2 and 7.6.2G of TS 36.521-1 [10] and clause 7.6.3 and 7.6E.3 of TS 38.521-1 [8] ), at which a given average throughput shall meet or exceed the requirement for the specified measurement channels in aggregated signals.
The lack of out-of-band blocking ability will decrease the coverage area when other transmitters exist (except in the adjacent channels and spurious response).
7.6E.2.2	Test applicability
No exception requirements applicable to NR V2X operation or E-UTRA V2X operation. The requirements in this test case can be well covered in clause 7.6.2 and 7.6.2G of TS 36.521-1 [10] and clause 7.6.3 and 7.6E.3 of TS 38.521-1 [8] and don’t need to be tested again.

[bookmark: _Toc85051732][bookmark: _Toc90493754][bookmark: _Toc90494394]7.7	Void
[bookmark: _Toc27476051][bookmark: _Toc29495504][bookmark: _Toc36116555][bookmark: _Toc36118604][bookmark: _Toc36560719][bookmark: _Toc43977254][bookmark: _Toc52213842][bookmark: _Toc60743312][bookmark: _Toc68206487][bookmark: _Toc75972290][bookmark: _Toc85051733][bookmark: _Toc90493755][bookmark: _Toc90494395]7.7A	Spurious response for CA
[bookmark: _Toc27476052]7.7A.1	Test purpose
Same test purpose as in clause 7.7 in TS 38.521-1 [8] for NR FR1 carrier(s).
<< End of changes >>
