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<< Unchanged sections omitted >>
[bookmark: _Toc68206520][bookmark: _Toc75972323][bookmark: _Toc85051766][bookmark: _Toc90493788][bookmark: _Toc90494428]7.8B.2.3A	Wideband Intermodulation for inter-band NE-DC within FR1 (2 CCs)
[bookmark: _Toc68206521][bookmark: _Toc75972324]No exception requirements applicable to NR or LTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.8.2 and 7.8A.2 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.8.1 and 7.8.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
[bookmark: _Toc85051767][bookmark: _Toc90493789][bookmark: _Toc90494429]7.8B.2.4 to 7.8B.2.9	Void
[bookmark: _Toc45890851][bookmark: _Toc45892075][bookmark: _Toc45892485][bookmark: _Toc45892895][bookmark: _Toc52353310][bookmark: _Toc53175133][bookmark: _Toc61376282][bookmark: _Toc61376694][bookmark: _Toc67938974][bookmark: _Toc76454580][bookmark: _Toc76720000][bookmark: _Toc76720520][bookmark: _Toc83743217][bookmark: _Toc83887592][bookmark: _Toc83888394][bookmark: _Toc90589048][bookmark: _Toc27476091][bookmark: _Toc29495535][bookmark: _Toc36116586][bookmark: _Toc36118635][bookmark: _Toc36560750][bookmark: _Toc43977285][bookmark: _Toc52213873][bookmark: _Toc60743346][bookmark: _Toc68206527][bookmark: _Toc75972325][bookmark: _Toc85051768][bookmark: _Toc90493790][bookmark: _Toc90494430]7.8E	Intermodulation characteristics for V2X operation in FR1
7.8E.1	Wide band Intermodulation for V2X
7.8E.1.0	Minimum conformance requirements
For intra-band V2X operation, the intermodulation characteristics specified in clause 7.8.1G in TS 36.101 [5] and specified in clause 7.8E in TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
For inter-band NR V2X con-current operation, the intermodulation characteristics requirements shall be applied per each component carrier. The wideband inter-modulation requirement specified in clause 7.8E in TS 38.101-1 [2] shall apply on NR V2X carrier and the requirement specified in clause 7.8.1 in TS 36.101 [5] shall apply on E-UTRA downlink reception in licensed band while all downlink carriers are active. The requirements specified in subclause 7.8.1G of TS 36.101 [5] shall apply for the E-UTRA sidelink reception and the requirements specified in subclause 7.8 of TS 38.101-1 [2] shall apply for the NR downlink reception while all downlink carriers are active. PInterferer power is increased by ΔRIB,c in the requirement.
7.8E.1.1	Wide band Intermodulation for V2X operation
7.8E.1.1.1	Test purpose
Intermodulation response tests the UE's ability to receive data with a given average throughput for a specified reference measurement channel, in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal, under conditions of ideal propagation and no added noise.
A UE unable to meet the throughput requirement under these conditions will decrease the coverage area when two or more interfering signals exist which have a specific frequency relationship to the wanted signal.
7.8E.1.1.2	Test applicability
No exception requirements applicable to NR V2X operation or E-UTRA V2X operation. The requirements in this test case can be well covered in clause 7.8.1 and 7.8.1G of TS 36.521-1 [10] and clause 7.8.2 and 7.8E.2 of TS 38.521-1 [8] and don’t need to be tested again.
7.9	Void
[bookmark: _Toc27476092][bookmark: _Toc29495536][bookmark: _Toc36116587][bookmark: _Toc36118636][bookmark: _Toc36560751][bookmark: _Toc43977286][bookmark: _Toc52213874][bookmark: _Toc60743347][bookmark: _Toc68206528][bookmark: _Toc75972326][bookmark: _Toc85051769][bookmark: _Toc90493791][bookmark: _Toc90494431]7.9B	Spurious emissions for DC
<< End of changes >>
