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<Start of modified section 1>
–	V2X service identifier to PC5 RAT and Tx profiles mapping rule
Table 4.7.5.5-13: V2X service identifier to PC5 RAT and Tx profiles mapping rule
	Derivation Path: TS 24.588 Figure 5.3.1.13

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X service identifier to PC5 RAT and Tx profiles mapping rule contents
	Set to the actual length of 'V2X service identifier to PC5 RAT and Tx profiles mapping rule contents' in bytes
	
	

	V2X service identifiers
	See Table 4.7.5.5-14
	
	

	PC5 RAT
	‘00’B 

	
	E-UTRA-PC5

	
	‘01’B 
	
	NR-PC5

	Length of E-UTRA-PC5 Tx profiles
	Set to the actual length of 'E-UTRA-PC5 Tx profiles' in bytes
	
	E-UTRA-PC5

	E-UTRA-PC5 Tx profiles
	rel14
	UE shall use Release 14 compatible format (i.e. using MCS table in Table 8.6.1-1 with 64 QAM indices overridden by 16QAM in TS 36.213 [23] and not Rel-15 feature) to transmit the corresponding V2X packet, Refer to IE v2x-TxProfileList in TS 36.331
	E-UTRA-PC5



<End of modified section 1>
