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Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC1
PC1.5
PC2
PC3
	

	6.2.2
	UE maximum output power reduction
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC1
PC1.5
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5.2.4.1 is executed.
Skip TC 6.2.2 if UE supports NSA and TS 38.521-3 TC 6.2B.2.3 has been executed.

	< Unchanged lines skipped >

	6.2D.4
	Configured transmitted power for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL MIMO
	D001
	
	

	6.2E.2.1
	UE maximum output power for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	NOTE 1

	6.2E.2.2
	UE maximum output power reduction for V2X / concurrent operation
	FFS
	FFS
	FFS
	FFS
	
	

	6.2F.1
	UE maximum output power for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	6.2F.3
	UE additional maximum output power reduction for shared spectrum access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	< Unchanged lines skipped >

	6.3D.4.3
	Aggregate power tolerance for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL MIMO
	D001
	
	

	6.3E.1.1
	Minimum output power for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	NOTE 1

	6.3E.1.1D
	Minimum output power for V2X / non-concurrent operation / SL-MIMO
	Rel-16
	C100
	UEs supporting 5GS FR1 and NR sidelink and SL-MIMO
	D016
	
	NOTE 1

	< Unchanged lines skipped >

	6.4D.3
	Time alignment error for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL MIMO
	D001
	
	

	6.4D.4
	Requirements for coherent UL MIMO
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	6.4E.2.2.1
	Error Vector Magnitude for V2X / non-concurrent operation
	Rel-16FFS
	C079FFS
	UEs supporting 5GS FR1 and NR sidelinkFFS
	D016FFS
	
	NOTE 1

	6.4E.2.2.1D
	Error Vector Magnitude for V2X / non-concurrent operation / SL-MIMO
	Rel-16FFS
	C100FFS
	UEs supporting 5GS FR1 and NR sidelink and SL-MIMOFFS
	D016FFS
	
	NOTE 1

	6.4E.2.4.1
	In-band emissions for V2X / non-concurrent operation
	Rel-16FFS
	C079FFS
	UEs supporting 5GS FR1 and NR sidelinkFFS
	D016FFS
	
	NOTE 1

	6.4E.2.4.1D
	In-band emissions for V2X / non-concurrent operation / SL-MIMO
	Rel-16FFS
	C100FFS
	UEs supporting 5GS FR1 and NR sidelink and SL-MIMOFFS
	D016FFS
	
	NOTE 1

	6.5.1
	Occupied bandwidth
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.5.1 if UE supports NSA and TS 38.521-3 TC 6.5B.1.2 or 6.5B.1.3 has been executed.

	6.5.2.2
	Spectrum emission mask
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC1
PC1.5
PC2
PC3
	Skip TC 6.5.2.2 if UE supports NSA and TS 38.521-3 TC 6.5B.2.2.1 or 6.5B.2.3.1 has been executed.

	< Unchanged lines skipped >

	6.5D.3_1.3
	Additional spurious emissions for UL MIMO(Rel-16 onward)
	Rel-16
	C003
	UEs supporting 5GS FR1 and UL MIMO
	D001
	
	

	6.5D.4
	Transmit intermodulation for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL MIMO
	D001
	
	

	6.5E.2.2.1
	Spectrum emission mask for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	

	6.5E.2.3.1
	Additional Spectrum emission mask for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	NOTE 1

	6.5E.2.4.1
	Adjacent channel leakage ratio for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	

	6.5E.3.2.1
	Spurious emissions for UE co-existence for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	NOTE 1

	6.5E.3.3.1
	Additional spurious emissions requirements for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	NOTE 1

	6.5F.2.2
	Spectrum emission mask for operation with shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	6.5F.2.4
	Adjacent channel leakage ratio for operation with shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	< Unchanged lines skipped >

	7.3D.2
	Reference sensitivity power level for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.3E.2
	Reference sensitivity for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	NOTE 1

	7.3F.2
	Reference sensitivity for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	< Unchanged lines skipped >
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