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	Reason for change:
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< Unchanged sections omitted >
ReportConfigInterRAT-DEFAULT
InterRAT NR Report Configuration for NR FR1 to E-UTRAN handover.
Table H.3.1-4A: ReportConfigInterRAT- DEFAULT (b2-Thres1, b2-Thres2): InterRAT NR report configuration for FR1 to E-UTRAN handover with b2-Threshold1 = b2-Thres1 and b2-Threshold2EUTRA  = b2-Thres2 dBm
	Derivation Path: 38.508-1 [4] Table 4.6.3-141

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            rsrp
	b2-Thres1
	b2-Thres1 – 156 dBm
	

	          }
	
	
	

	          b2-Threshold2EUTRA CHOICE {
	
	
	

	            rsrp
	b2-Thres2
	b2-Thres2 – 140 dBm
	

	          }
	
	
	

	          hysteresis
	0 
	0 dB
	

	          timeToTrigger
	ms0
	
	

	        }
	
	
	

	      }
	
	
	

	      reportAmount 
	infinity
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	false
	
	

	        sinr
	false
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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