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<Start of Changes>
[bookmark: _Toc27477814][bookmark: _Toc36226493][bookmark: _Toc44323748][bookmark: _Toc52989913][bookmark: _Toc60823104][bookmark: _Toc60825026][bookmark: _Toc69305923][bookmark: _Toc69309757][bookmark: _Toc76020069][bookmark: _Toc83720541][bookmark: _Toc90916395][bookmark: _Toc90916592][bookmark: _Toc90917348]6.2.3.3.7	A-MPR for NS_03 and NS_03U
Table 6.2.3.3.7-1: A-MPR for NS_03
	Modulation/Waveform
	Outer (dB)
	Inner (dB)

	DFT-s-OFDM
	PI/2 BPSK
	≤ 1.5
	N/A

	
	QPSK
	≤ 2
	

	
	16 QAM
	≤ 3
	

	
	64 QAM
	≤ 3.5
	

	
	256 QAM
	≤ 5.5
	

	CP-OFDM
	QPSK
	≤ 4
	

	
	16 QAM
	≤ 4
	

	
	64 QAM
	≤ 4.5
	

	
	256 QAM
	≤ 7.5
	

	NOTE 1:	Void
NOTE 2:	Void



In case UE operates in a band where NS_03U applies and it receives additionalSpectrumEmission value of 3 then A-MPR values specified in Table 6.2.3.3.7-1 apply with an exception that DFT-s-OFDM Pi/2 BPSK A-MPR is 2 dB.
<Unchanged Text Skipped>
Table 6.2.3.4.1-3: Test Configuration table for NS_03, NS_03U and NS_100
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	A-MPR test parameters for NS_03, NS_03U and NS_100

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	
	
	
	Modulation
(Note 2)
	RB allocation (Note 1)

	
	
	
	
	N/A for A-MPR test cases
	DFT-s OFDM
	
	

	1
	Low
	Default
	Default
	
	
	PI/2 BPSK
	Edge_1RB_Left

	2
	High
	Default
	Default
	
	
	PI/2 BPSK
	Edge_1RB_Right

	3
	Default
	Default
	Default
	
	
	PI/2 BPSK
	Outer_Full

	4
	Low
	Default
	Default
	
	
	QPSK
	Edge_1RB_Left

	5
	High
	Default
	Default
	
	
	QPSK
	Edge_1RB_Right

	6
	Default
	Default
	Default
	
	
	QPSK
	Outer_Full

	7
	Low
	Default
	Default
	
	
	16 QAM
	Edge_1RB_Left

	8
	High
	Default
	Default
	
	
	16 QAM
	Edge_1RB_Right

	9
	Default
	Default
	Default
	
	
	16 QAM
	Outer_Full

	10
	Low
	Default
	Default
	
	
	64 QAM
	Edge_1RB_Left

	11
	High
	Default
	Default
	
	
	64 QAM
	Edge_1RB_Right

	12
	Default
	Default
	Default
	
	
	64 QAM
	Outer_Full

	13
	Low
	Default
	Default
	
	
	256 QAM
	Edge_1RB_Left

	14
	High
	Default
	Default
	
	
	256 QAM
	Edge_1RB_Right

	15
	Default
	Default
	Default
	
	
	256 QAM
	Outer_Full

	16
	Low
	Default
	Default
	
	CP-s OFDM
	QPSK
	Edge_1RB_Left

	17
	High
	Default
	Default
	
	
	QPSK
	Edge_1RB_Right

	18
	Default
	Default
	Default
	
	
	QPSK
	Outer_Full

	19
	Low
	Default
	Default
	
	
	16 QAM
	Edge_1RB_Left

	20
	High
	Default
	Default
	
	
	16 QAM
	Edge_1RB_Right

	21
	Default
	Default
	Default
	
	
	16 QAM
	Outer_Full

	22
	Low
	Default
	Default
	
	
	64 QAM
	Edge_1RB_Left

	23
	High
	Default
	Default
	
	
	64 QAM
	Edge_1RB_Right

	24
	Default
	Default
	Default
	
	
	64 QAM
	Outer_Full

	25
	Low
	Default
	Default
	
	
	256 QAM
	Edge_1RB_Left

	26
	High
	Default
	Default
	
	
	256 QAM
	Edge_1RB_Right

	27
	Default
	Default
	Default
	
	
	256 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 3:	Void.
NOTE 4:	Void



<Unchanged Text Skipped>
6.2.3.4.3.1	Message contents exceptions for network signalling value “NS_03”
1.	Information element additionalSpectrumEmission is set to NS_03. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.1-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR band n2, n25 and n66
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_03)
	
	



Table 6.2.3.4.3.1-2: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR band n70
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_03)
	
	



[bookmark: _Hlk521412123]6.2.3.4.3.2	Message contents exceptions for network signalling value "NS_35"
[bookmark: _Hlk502668149]1.	Information element additionalSpectrumEmission is set to NS_35. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.2-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_35" and NR band n71
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_35)
	
	



6.2.3.4.3.3	Message contents exceptions for network signalling value "NS_03U"
1.	Information element additionalSpectrumEmission is set to NS_03U. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.3-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03U"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	3 (NS_03U)
	
	



<Unchanged Text Skipped>
Table 6.2.3.5-4: UE Power Class 3 test requirements (NS_03 and NS_03U) for band n25, n66, n70
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	3
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	NS_03, NS_03U
	23
	1
	12
	0
	21
	2
	2
	25+TT
	19-TT

	6
	NS_03, NS_03U
	23
	1
	12
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	NS_03, NS_03U
	23
	2
	2.53
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	9
	NS_03, NS_03U
	23
	2
	2.53
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	10, 11
	NS_03, NS_03U
	23
	2.5
	33.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	12
	NS_03, NS_03U
	23
	2.5
	33.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	13, 14
	NS_03, NS_03U
	23
	4.5
	4.55.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	15
	NS_03, NS_03U
	23
	4.5
	4.55.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	16, 17
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	18
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	21
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	NS_03, NS_03U
	23
	3.5
	44.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	24
	NS_03, NS_03U
	23
	3.5
	44.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	25, 26
	NS_03, NS_03U
	23
	6.5
	6.57.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	27
	NS_03, NS_03U
	23
	6.5
	6.57.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-5: UE Power Class 3 test requirements (NS_03 and NS_03U) for band n2, n25
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	NS_03
	23
	0.5
	1.5
	1.5
	20
	2.5
	2
	25+TT
	17.5-TT

	
	NS_03U
	23
	0.5
	2
	1.5
	19.5
	3.5
	2
	25+TT
	16-TT

	3
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	NS_03; NS_03U
	23
	1
	2
	1.5
	19.5
	3.5
	2
	25+TT
	16-TT

	6
	NS_03; NS_03U
	23
	1
	2
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	NS_03; NS_03U
	23
	2
	3
	1.5
	18.5
	4
	2
	25+TT
	14.5-TT

	9
	NS_03; NS_03U
	23
	2
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	10, 11
	NS_03; NS_03U
	23
	2.5
	3.5
	1.5
	18
	4
	2
	25+TT
	14-TT

	12
	NS_03; NS_03U
	23
	2.5
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	13, 14
	NS_03; NS_03U
	23
	4.5
	5.5
	1.5
	16
	5
	2
	25+TT
	11-TT

	15
	NS_03; NS_03U
	23
	4.5
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	16, 17
	NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	2
	25+TT
	12.5-TT

	18
	NS_03; NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	2
	25+TT
	12.5-TT

	21
	NS_03; NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	NS_03; NS_03U
	23
	3.5
	4.5
	1.5
	17
	5
	2
	25+TT
	12-TT

	24
	NS_03; NS_03U
	23
	3.5
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	25, 26
	NS_03; NS_03U
	23
	6.5
	7.5
	1.5
	14
	5
	2
	25+TT
	9-TT

	27
	NS_03; NS_03U
	23
	6.5
	7.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.




[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

