

	
3GPP TSG-RAN WG5 Meeting #94-e	R5-221697
Electronic Meeting, Feb 21 – Mar 4, 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-3
	CR
	1287
	rev
	1
	Current version:
	17.3.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	[bookmark: OLE_LINK2]Clarification on clause number of NE-DC for Tx test cases

	
	

	Source to WG:
	CMCC

	Source to TSG:
	R5

	
	

	Work item code:
	[bookmark: OLE_LINK3]5GS_NR_LTE-UEConTest
	
	Date:
	2021-12-21

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The clause numbers of NE-DC for Tx test cases in TS 38.521-3 have been numbered in two different ways. For example: ”6.5B.5.3A”, “7.3B.2.0.3a”. Since the definition of suffix ”A” means “CA” in the Specs, the clause numbers of NE-DC which use “A” need to be changed into “a” to avoid confusion.  

	
	

	Summary of change:
	The clause numbers of NE-DC for Tx test cases which use “A” have been changed to “a”.

	
	

	Consequences if not approved:
	There will be confusion between clauses of CA and NE-DC.

	
	

	Clauses affected:
	6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	[bookmark: _GoBack]This is an update of R5-220656 and the outcome of 1 revision to this document

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc524968914][bookmark: _Toc524968908]<<< START OF CHANGES >>>
[bookmark: _Toc90493971][bookmark: _Toc90493331][bookmark: _Toc85051333]6.2B.1.3Aa	UE Maximum Output Power for Inter-Band NE-DC within FR1
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6.4B.2.3Aa.1	Error Vector Magnitude for inter-band NE-DC within FR1
[bookmark: _Toc90493480][bookmark: _Toc90494120][bookmark: _Toc85051461]<<< UNCHANGED TEXT SKIPPED >>>
6.4B.2.3Aa.2	Carrier Leakage for inter-band NE-DC within FR1
[bookmark: _Toc90494121][bookmark: _Toc85051462][bookmark: _Toc90493481]<<< UNCHANGED TEXT SKIPPED >>>
6.4B.2.3Aa.3	In-band Emissions for inter-band NE-DC within FR1
[bookmark: _Toc85051514][bookmark: _Toc90494173][bookmark: _Toc90493533]<<< UNCHANGED TEXT SKIPPED >>>
6.5B.2.3Aa.1	Spectrum emissions mask for Inter-band NE-DC within FR1
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6.5B.3.3Aa.1	General Spurious Emissions for Inter-band NE-DC within FR1
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