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4.0	Test case conditions and selection criteria
[bookmark: OLE_LINK1]<<< UNCHANED TEXT SKIPPED >>>
Table 4.0-2: Tested Bands Selection Criteria
	Code
	Tested Bands Selection Criteria
	Comment

	D001
	(A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands without SUL/SDL bands

	D002
	A.4.3.1-4
	All supported FR1 PC2 Bands

	D003
	A.4.3.1-5
	All supported FR1 SUL Bands

	D004
	{1,2,3,5,7,8,12,14,20,25,28,30,34,38,39,40,41,50,51,65,66,70,71,74,75,76}
	UE supported bands among n1,n2,n3,n5,n7,n8,n12,n14,n20,n25,n28,n30,n34,n38,n39,n40,n41,n50,n51,n65,n66,n70,n71,n74,n75,n76

	D005
	A.4.3.1-3
	All supported FR2 Bands

	D006
	A.4.3.1-1 OR A.4.3.1-2
	All supported FR1 Bands

	D007
	A.4.3.1-1 OR A.4.3.1-2 OR A.4.3.1-3
	All supported NR Bands

	D008
	ANY((A.4.3.1-1) AND 10MHz)
	Any FDD FR1 band within the set supporting 10 MHz UE Channel BW

	D009
	ANY((A.4.3.1-2) AND 20MHz)
	Any TDD FR1 band within the set supporting 20 MHz UE Channel BW

	D010
	ANY((A.4.3.1-2) AND 40MHz)
	Any TDD FR1 band within the set supporting 40 MHz UE Channel BW

	D011
	A.4.3.9-4a OR A.4.3.9-4b
	All supported 4 Rx antenna ports Bands

	D012
	A.4.3.1-1 AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FDD bands without SUL/SDL bands

	D013
	ANY((A.4.3.1-3) AND 50MHz)
	Any TDD FR2 band within the set supporting 50 MHz UE Channel BW

	D014
	ANY((A.4.3.1-3) AND 100MHz)
	Any TDD FR2 band within the set supporting 100 MHz UE Channel BW

	D015
	ANY((A.4.3.1-3) AND 200MHz)
	Any TDD FR2 band within the set supporting 200 MHz UE Channel BW

	D016
	A.4.3.1-9
	All supported FR1 sidelink bands

	D017
	{40, 41, 77, 78, 79}
	UE supported TDD bands among n40, n41, n77, n78, n79

	D018
	A.4.3.1-2/2e OR A.4.3.1-2/12
	All supported FR1 Bands for operation with shared spectrum channel access

	D0XX
	{34,38,39,48,90} AND 10MHz
	TDD FR1 bands among  n34, n38, n39, n48, n90 supporting 10MHz UE Channel BW

	NOTE 1:	Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:
		AND:	Set intersection ( [image: \cap \!\,] ). {1,2} AND {2,3} = {2}
		OR:	Set union ( [image: \cup \!\,] ). {1,2} OR {2,3} = {1,2,3}
		NOT:	Set complement (\), full set being all bands. NOT{1} = {2 ...256}
		Also note that this is set without repetitions so {1} AND {1} = {1}
	The following basic sets are used:
		{1,2}:				Explicitly given band set
		10MHz:			All bands supporting 10 MHz


<< END OF CHANGES >>

image2.png




image1.png





3GPP

TSG-

RAN5

Meeting

#9

4

-

e

R5-2

2

0041

Electronic

Meeting

,

Feb

21

-

Mar

4,

2022

CR-Form-v12.

2

CHANGE

REQUEST

38.522

CR

0131

rev

-

Current

version:

17.

3

.0

For

HELP

on

using

this

form:

comprehensive

instructions

can

be

found

at

http://www.3gpp.org/Change-Requests

.

Proposed

change

affects:

UICC

apps

ME

Radio

Access

Network

Core

Network

Title:

Addition

of

the

TDD

DSS

NR

bands

n34,

n39

Source

to

WG:

CMCC

Source

to

TSG:

R5

Work

item

code:

DSS_LTE_B34_NR_Bn34_LTE_B39_

NR_Bn39-UEConTest

Date:

2022-01-13

Category:

F

Release:

Rel-17

Use

one

of

the

following

categories:

F

(correction)

A

(mirror

corresponding

to

a

change

in

an

earlier

release)

B

(addition

of

feature),

C

(functional

modification

of

feature)

D

(editorial

modification)

Detailed

explanations

of

the

above

categories

can

be

found

in

3GPP

TR

21.900

.

Use

one

of

the

following

releases:

Rel-8

(Release

8)

Rel-9

(Release

9)

Rel-10

(Release

10)

Rel-11

(Release

11)

…

Rel-1

6

(Release

1

6

)

Rel-1

7

(Release

1

7

)

Rel-1

8

(Release

1

8

)

Rel-1

9

(Release

1

9

)

Reason

for

change:

The

TDD

DSS

NR

bands

n34/n39

need

to

be

added

into

the

Tested

Bands

Selection

Criteria.

Summary

of

change:

The

TDD

DSS

NR

bands

n34/n39

have

been

added

into

the

Tested

Bands

Selection

Criteria.

Consequences

if

not

approved:

The

Tested

Bands

Selection

Criteria

for

demod

TC

“

5.2.2.2.4_1

”

can

not

be

completed.

Clauses

affected:

4.0

Y

N

Other

specs

X

Other

core

specifications

TS/TR

...

CR

...

affected:

X

Test

specifications

TS/TR

…

CR

...

(show

related

CRs)

X

O&M

Specifications

TS/TR

...

CR

...

Other

comments:

The

related

CR

is

R5-22

0040

.

This

CR's

revision

history:

