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<< Unchanged sections omitted >>
6.2.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.2.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.1.1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH 

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid Range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, 100 MHz, Highest

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	Test ID
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	-N/A
	Modulation
	RB allocation (NOTE 1)

	1
	50
	
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3

	2
	100
	
	
	
	and PC4

	3
	200
	
	
	
	Inner_Full_Region1 for

	4
	400
	
	
	
	PC1

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Void



<< Unchanged sections omitted >>
6.2.1.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.2.1.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.1.2.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid Range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	Test ID
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	-N/A
	Modulation
	RB allocation (NOTE 1)

	1
	50
	
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3

	2
	100
	
	
	
	and PC4

	3
	200
	
	
	
	Inner_Full_Region1 for

	4
	400
	
	
	
	PC1

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.2.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.2.2.4.1-1 to Table 6.2.2.4.1-9. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table (Power Class 1, MPRnarrow)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Left

	2
	High
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Right

	3
	Low
	
	
	
	CP-OFDM 64 QAM
	2@0

	4
	High
	
	
	
	CP-OFDM 64 QAM
	2@NRB-2

	5
	Low
	
	
	
	CP-OFDM 64 QAM
	7@0

	6
	High
	
	
	
	CP-OFDM 64 QAM
	7@NRB-7

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-2.



Table 6.2.2.4.1-2: Test Configuration Table (Power Class 1, MPRWT, BWchannel ≤ 200 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range,High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highest supported channel bandwidth that ≤ 200 MHz

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	8@0

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	8@NRB-8

	3
	Mid
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Inner_Full_Region2

	5
	Low
	
	
	
	DFT-s-OFDM QPSK
	8@0

	6
	High
	
	
	
	DFT-s-OFDM QPSK
	8@NRB-8

	7
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	8
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Inner_Full_Region2

	9
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	8@0

	10
	High
	
	
	
	DFT-s-OFDM 16 QAM
	8@NRB-8

	11
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	12
	Low
	
	
	
	DFT-s-OFDM 64 QAM
	8@0

	13
	High
	
	
	
	DFT-s-OFDM 64 QAM
	8@NRB-8

	14
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	15
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Inner_Full_Region2

	16
	Mid
	
	
	
	CP-OFDM QPSK
	Inner_Full_Region2

	17
	Low
	
	
	
	CP-OFDM QPSK
	8@0

	18
	High
	
	
	
	CP-OFDM QPSK
	8@NRB-8

	19
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	20
	Low
	
	
	
	CP-OFDM 16 QAM
	8@0

	21
	High
	
	
	
	CP-OFDM 16 QAM
	8@NRB-8

	22
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	23
	Mid
	
	
	
	CP-OFDM 16 QAM
	Inner_Full_Region2

	24
	Low
	
	
	
	CP-OFDM 64 QAM
	8@0

	25
	High
	
	
	
	CP-OFDM 64 QAM
	8@NRB-8

	26
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in clause 6.1-2.



Table 6.2.2.4.1-3: Test Configuration Table (Power Class 1, MPRWT, BWchannel = 400 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	400 MHz

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	8@0

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	8@NRB-8

	3
	Mid
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Mid
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Inner_Full_Region2

	5
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Inner_Full_Region2

	6
	Low
	
	
	
	DFT-s-OFDM QPSK
	8@0

	7
	High
	
	
	
	DFT-s-OFDM QPSK
	8@NRB-8

	8
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	9
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Inner_Full_Region2

	10
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	8@0

	11
	High
	
	
	
	DFT-s-OFDM 16 QAM
	8@NRB-8

	12
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	13
	Low
	
	
	
	DFT-s-OFDM 64 QAM
	8@0

	14
	High
	
	
	
	DFT-s-OFDM 64 QAM
	8@NRB-8

	15
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	16
	Mid
	
	
	
	CP-OFDM QPSK
	Inner_Full_Region2

	17
	Low
	
	
	
	CP-OFDM QPSK
	8@0

	18
	High
	
	
	
	CP-OFDM QPSK
	8@NRB-8

	19
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	20
	Low
	
	
	
	CP-OFDM 16 QAM
	8@0

	21
	High
	
	
	
	CP-OFDM 16 QAM
	8@NRB-8

	22
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	23
	Mid
	
	
	
	CP-OFDM 16 QAM
	Inner_Full_Region2

	24
	Low
	
	
	
	CP-OFDM 64 QAM
	8@0

	25
	High
	
	
	
	CP-OFDM 64 QAM
	8@NRB-8

	26
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in clause 6.1-2.



Table 6.2.2.4.1-4: Void
Table 6.2.2.4.1-5: Void
Table 6.2.2.4.1-6: Void

Table 6.2.2.4.1-7: Test Configuration Table (Power Class 2, 3 and 4, MPRnarrow, BWchannel ≤ 200 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highes supported channel bandwidth that ≤ 200 MHz t

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	Low
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	4
	High
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



Table 6.2.2.4.1-8: Test Configuration Table (Power Class 2, 3 and 4, MPRWT, BWchannel ≤ 200 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highest supported channel bandwidth that ≤ 200 MHz

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Mid
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	2
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	3
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Inner_Full

	4
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Left

	5
	High
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Right

	6
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	7
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Inner_Full

	8
	Low
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Left

	9
	High
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Right

	10
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	11
	Mid
	
	
	
	CP-OFDM QPSK
	Inner_Full

	12
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	13
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	14
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	15
	Low
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Left

	16
	High
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Right

	17
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	18
	Low
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Left

	19
	High
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Right

	20
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



Table 6.2.2.4.1-9: Test Configuration Table (Power Class 2, 3 and 4, MPRWT, BWchannel = 400 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	400 MHz

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	Mid
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Low
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
	High
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Left

	8
	High
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Right

	9
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	10
	Low
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Left

	11
	High
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Right

	12
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	13
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	14
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	15
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	16
	Low
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Left

	17
	High
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Right

	18
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	19
	Low
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Left

	20
	High
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Right

	21
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



<< Unchanged sections omitted >>
6.2.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.2.3.4.1-2 to Table 6.2.3.4.1-3. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.3.4.1-1: Void

Table 6.2.3.4.1-2: Test configuration table for NS_202
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A
	Modulation
	RB allocation
(NOTE 1)

	1 (NOTE 4)
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial for PC1 (NOTE 2)

	3 (NOTE 3)
	
	DFT-s-OFDM 64QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 3:	Test ID only applicable to PC1
NOTE 4:	Test ID only applicable to PC1



Table 6.2.3.4.1-3: Test configuration table for NS_203
	[bookmark: _Hlk86239378]Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Frequency
	Channel Bandwidth
	Downlink Configuration
	Uplink Configuration

	
	
	
	-N/A
	Modulation
	RB allocation
(NOTE 1)

	1
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial for PC1 (NOTE 2)

	3 (NOTE 2)
	Low range + Channel Bandwidth
	Default
	
	DFT-s-OFDM QPSK
	Inner_Partial

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test ID only applicable to PC1




<< Unchanged sections omitted >>
[bookmark: _Toc84435531]6.2D.2.4.1	Initial condition
Same initial condition in clause 6.2.2.4.1, with following exceptions:
-	Instead of Table 6.2.2.4.1-1 use Table 6.2D.2.4.1-1.
-	Instead of Table 6.2.2.4.1-2 use Table 6.2D.2.4.1-2.
-	Instead of Table 6.2.2.4.1-3 use Table 6.2D.2.4.1-3.
-	Instead of Table 6.2.2.4.1-7 use Table 6.2D.2.4.1-4.
-	Instead of Table 6.2.2.4.1-8 use Table 6.2D.2.4.1-5.
-	Instead of Table 6.2.2.4.1-9 use Table 6.2D.2.4.1-6.
Table 6.2D.2.4.1-1: Test Configuration Table (Power Class 1, MPRnarrow)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Left

	2
	High
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Right

	3
	Low
	
	
	
	CP-OFDM 64 QAM
	2@0

	4
	High
	
	
	
	CP-OFDM 64 QAM
	2@NRB-2

	5
	Low
	
	
	
	CP-OFDM 64 QAM
	7@0

	6
	High
	
	
	
	CP-OFDM 64 QAM
	7@NRB-7

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-2.



Table 6.2D.2.4.1-2: Test Configuration Table (Power Class 1, MPRWT, BWchannel ≤ 200 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highest supported channel bandwidth that ≤ 200 MHz

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Mid
	
	
	
	CP-OFDM QPSK
	Inner_Full_Region2

	2
	Low
	
	
	
	CP-OFDM QPSK
	8@0

	3
	High
	
	
	
	CP-OFDM QPSK
	8@NRB-8

	4
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	5
	Low
	
	
	
	CP-OFDM 16 QAM
	8@0

	6
	High
	
	
	
	CP-OFDM 16 QAM
	8@NRB-8

	7
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	8
	Mid
	
	
	
	CP-OFDM 16 QAM
	Inner_Full_Region2

	9
	Low
	
	
	
	CP-OFDM 64 QAM
	8@0

	10
	High
	
	
	
	CP-OFDM 64 QAM
	8@NRB-8

	11
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	12
	Mid
	
	
	
	CP-OFDM 64 QAM
	Inner_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in clause 6.1-2.



Table 6.2D.2.4.1-3: Test Configuration Table (Power Class 1, MPRWT, BWchannel = 400 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	400 MHz

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Mid
	
	
	
	CP-OFDM QPSK
	Inner_Full_Region2

	2
	Low
	
	
	
	CP-OFDM QPSK
	8@0

	3
	High
	
	
	
	CP-OFDM QPSK
	8@NRB-8

	4
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	5
	Low
	
	
	
	CP-OFDM 16 QAM
	8@0

	6
	High
	
	
	
	CP-OFDM 16 QAM
	8@NRB-8

	7
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	8
	Mid
	
	
	
	CP-OFDM 16 QAM
	Inner_Full_Region2

	9
	Low
	
	
	
	CP-OFDM 64 QAM
	8@0

	10
	High
	
	
	
	CP-OFDM 64 QAM
	8@NRB-8

	11
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in clause 6.1-2.



Table 6.2D.2.4.1-4: Test Configuration Table (Power Class 2, 3 and 4, MPRnarrow, BWchannel ≤ 200 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highest supported channel bandwidth that ≤ 200 MHz t

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	2
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



Table 6.2D.2.4.1-5: Test Configuration Table (Power Class 2, 3 and 4, MPRWT, BWchannel ≤ 200 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest and Highest supported channel bandwidth that ≤ 200 MHz

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1

	Mid
	
	
	
	CP-OFDM QPSK
	Inner_Full

	2
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	3
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	4
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	5
	Mid
	
	
	
	CP-OFDM 16 QAM
	Inner_Full

	6
	Low
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Left

	7
	High
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Right

	8
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	9
	Mid
	
	
	
	CP-OFDM 64 QAM
	Inner_Full

	10
	Low
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Left

	11
	High
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Right

	12
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



Table 6.2D.2.4.1-6: Test Configuration Table (Power Class 2, 3 and 4, MPRWT, BWchannel = 400 MHz)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	400 MHz

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Maximum Power Reduction (MPR) test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	2
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	3
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	4
	Low
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Left

	5
	High
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Right

	6
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	7
	Low
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Left

	8
	High
	
	
	
	CP-OFDM 64 QAM
	Outer_1RB_Right

	9
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



<< Unchanged sections omitted >>
6.3.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	-N/A for minimum output power test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.3.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	-N/A
	-0
	-N/A
	-0



<< Unchanged sections omitted >>
6.3.3.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.2-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	-N/A for maximum output power test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.3.4.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3.4.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.4.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	50 MHz, 100 MHz, 200 MHz, 400 MHz (NOTE 2)

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	-N/A for absolute power tolerance test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Inner_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test is required only for CBWs supported by the UE.



<< Unchanged sections omitted >>
6.3.4.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.3.4.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.4.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low Range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	100MHz

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters

	Ch BW
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB Allocation
	Modulation
	RB allocation (NOTE 1)

	100MHz
	-N/A for Relative power tolerance test case
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-1
See Table 6.3.4.3.5-2
See Table 6.3.4.3.5-3

	Note 1:	The starting resource block shall be RB# 44.



<< Unchanged sections omitted >>
6.3.4.4.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3.4.4.4.1-1 and Table 6.3.4.4.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.4.4.4.1-1: Test Configuration Table: PUCCH subtest
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid and Highest

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	PUCCH format = Format 1
Length in OFDM symbols = 14

	1
	CP-OFDM QPSK
	Full RB (NOTE 1)
	

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.



Table 6.3.4.4.4.1-2: Test Configuration Table: PUSCH subtest
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid and Highest

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for aggregate power tolerance testcase 
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Inner_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.3D.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.2-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3D.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3D.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	-N/A for minimum output power test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.3D.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3D.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3D.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	-N/A
	-0
	-N/A
	-0



<< Unchanged sections omitted >>
6.3D.3.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.3D.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3D.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	-N/A for maximum output power test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.4.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 6.4.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4.2.1.4.1-1: Test Configuration Table for PUSCH
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM PI/2 BPSK
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	2
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	3
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	4
	
	DFT-s-OFDM QPSK
	Outer_Full

	5
	
	DFT-s-OFDM 16 QAM
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	6
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	7
	
	DFT-s-OFDM 64 QAM
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	8
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	9
	
	CP-OFDM QPSK
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	10
	
	CP-OFDM QPSK
	Outer_Full

	11
	
	CP-OFDM 16 QAM
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	12
	
	CP-OFDM 16 QAM
	Outer_Full

	13
	
	CP-OFDM 64 QAM
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	14
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.



<< Unchanged sections omitted >>
6.4.2.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 6.4.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4.2.2.4.1-1: Test Configuration
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A
	Modulation
	RB allocation (NOTE 1, 3)

	1
	
	DFT-s-OFDM QPSK
	 Inner_Partial_Left for PC2, PC3, PC4
Inner_Partial_Left_Region2 for PC1

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.
NOTE 3:	When the signalled DC carrier position is at  Inner_Partial_Left for PC2, PC3, PC4, use Inner_Partial_Right for UL RB allocation. When the signalled DC carrier position is in Inner_Partial_Left_Region2 for PC1, use Inner_Partial_Right_Region2 for UL RB allocation.



<< Unchanged sections omitted >>
6.4.2.3.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 6.4.2.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4.2.3.4.1-1: Test Configuration Table for PUSCH
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM PI/2 BPSK
	 Inner_ Partial_Left for PC2, PC3, PC4
Inner_ Partial_Left_Region2 for PC1

	2
	
	DFT-s-OFDM PI/2 BPSK
	 Inner_ Partial_Right for PC2, PC3, PC4
Inner_ Partial_Right_Region2 for PC1

	3
	
	CP-OFDM QPSK
	 Inner_ Partial_Left for PC2, PC3, PC4
Inner_ Partial_Left_Region2 for PC1

	4
	
	CP-OFDM QPSK
	 Inner_ Partial_Right for PC2, PC3, PC4
Inner_ Partial_Right_Region2 for PC1

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.



<< Unchanged sections omitted >>
6.4.2.4.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 6.4.2.4.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4.2.4.4.1-1: Test Configuration
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Outer_Full

	2
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.



<< Unchanged sections omitted >>
6.4.2.5.4.1	Initial condition
Same initial conditions as in clause 6.4.2.4.4.1 with following exceptions:
-	Instead of Table 6.4.2.4.4.1-1   use Table 6.4.2.5.4.1-1
Table 6.4.2.5.4.1-1: Test Configuration
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in TS 38.508-1 [10] subclause 5.3.5-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM pi/2-BPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.



<< Unchanged sections omitted >>
6.4D.3.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, are shown in Table 6.4D.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4D.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1.
	Lowest, Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	-N/A 
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.5.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] clause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] clause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] clause 4.3.1
	All

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for occupied bandwidth test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Outer_full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.5.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for Spectrum Emission Mask test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	2
	
	DFT-s-OFDM QPSK
	Outer_Full

	3
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	4
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	5
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	All test points in this table must also exist in Table 6.2.2.4.1-1, Table 6.2.2.4.1-2, Table 6.2.2.4.1-3 (MPR) for PC1 or Table 6.2.2.4.1-7, Table 6.2.2.4.1-8, Table 6.2.2.4.1-9 (MPR) for PC2, PC3 and PC4.



<< Unchanged sections omitted >>
6.5.2.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.2.3.4.1-1 and Table 6.5.2.3.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.2.3.4.1-1: Test Configuration Table (Power Class 1)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Adjacent Channel Leakage Ratio test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	8@0

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	8@NRB-8

	3
	Mid
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Low
	
	
	
	DFT-s-OFDM QPSK
	8@0

	5
	High
	
	
	
	DFT-s-OFDM QPSK
	8@NRB-8

	6
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	8@0

	8
	High
	
	
	
	DFT-s-OFDM 16 QAM
	8@NRB-8

	9
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	10
	Low
	
	
	
	DFT-s-OFDM 64 QAM
	8@0

	11
	High
	
	
	
	DFT-s-OFDM 64 QAM
	8@NRB-8

	12
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	13
	Low
	
	
	
	CP-OFDM QPSK
	8@0

	14
	High
	
	
	
	CP-OFDM QPSK
	8@NRB-8

	15
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-2 for PC1.
NOTE 2:	Following Test IDs shall be skipped for FR2b
-	FFS
NOTE 3:	All test points in this table must also exist in Table 6.2.2.4.1-1, Table 6.2.2.4.1-2, Table 6.2.2.4.1-3 (MPR).



Table 6.5.2.3.4.1-2: Test Configuration Table (Power Class 2, 3 and 4)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	[bookmark: _Hlk507169878]Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Adjacent Channel Leakage Ratio test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	Mid
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Low
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
	High
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	Mid
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Left

	8
	High
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Right

	9
	Mid
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	10
	Low
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Left

	11
	High
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Right

	12
	Mid
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	13
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	14
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	15
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4.
NOTE 2:	Following Test IDs shall be skipped for FR2b and PC3
-	All Test IDs for FR2b 400MHz Channel Bandwidth
-	Test ID 10-15 for FR2b 200MHz Channel Bandwidth
-	Test ID 10-12 for FR2b 100MHz Channel Bandwidth
NOTE 3:	All test points in this table must also exist in Table 6.2.2.4.1-7, Table 6.2.2.4.1-8, Table 6.2.2.4.1-9 (MPR).



<< Unchanged sections omitted >>
6.5.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for Spurious Emissions testing
	Modulation
	RB allocation 
(NOTE 1)

	1
	
	DFT-s -OFDM QPSK 
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	2
	
	DFT-s -OFDM QPSK 
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1. 
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.



<< Unchanged sections omitted >>
6.5.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for Spurious Emissions testing
	Modulation
	RB allocation
(NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	2
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.



<< Unchanged sections omitted >>
6.5.3.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.3.4.1-1: Test Configuration Table for NS_202
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for Spurious Emissions testing
	Modulation
	RB allocation
(NOTE 1)

	1 (NOTE 5)
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial for PC1 (NOTE 3)

	3 (NOTE 4)
	
	DFT-s-OFDM 64QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	Test ID only applicable to PC1
NOTE 5:	Test ID not applicable to PC1.



Table 6.5.3.3.4.1-2: Test Configuration Table for NS_203
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Frequency
	Channel Bandwidth
	Downlink Configuration
	Uplink Configuration

	
	
	
	-N/A
	Modulation
	RB allocation
(NOTE 1)

	1
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial for PC1 (NOTE 2)

	3 (NOTE 2)
	Low range + Channel Bandwidth
	Default
	
	DFT-s-OFDM QPSK
	Inner_Partial

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test ID only applicable to PC1.



<< Unchanged sections omitted >>
6.5D.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and subcarrier spacing, are shown in Table 6.5D.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5D.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] clause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] clause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] clause 4.3.1
	All

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for occupied bandwidth test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.



<< Unchanged sections omitted >>
6.5D.2.1.4.1	Initial condition
Same initial condition in clause 6.5.2.1.4.1 with following exceptions:
-	Instead of Table 6.5.2.1.4.1-1 use Table 6.5D.2.1.4.1-1.
-	Instead of Table 6.5.2.1.4.1-2  use Table 6.5D.2.1.4.1-2
Table 6.5D.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-N/A for Spectrum Emission Mask test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_Full

	2
	
	CP-OFDM 16 QAM
	Outer_Full

	3
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	All test points in this table must also exist in Table 6.2D.2.4.1-1, Table 6.2D.2.4.1-2, Table 6.2D.2.4.1-3 (MPR) for PC1 or Table 6.2D.2.4.1-4, Table 6.2D.2.4.1-5, Table 6.2D.2.4.1-6 (MPR) for PC2, PC3 and PC4.



Table 6.5D.2.1.4.1-2: Void

<< Unchanged sections omitted >>
6.5D.2.2.4.1	Initial condition
Same initial condition in clause 6.5.2.3.4.1 with following exceptions:
-	Instead of Table 6.5.2.3.4.1-1 use Table 6.5D.2.2.4.1-1.
-	Instead of Table 6.5.2.3.4.1-2  use Table 6.5D.2.2.4.1-2.
Table 6.5D.2.2.4.1-1: Test Configuration Table (Power Class 1)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Adjacent Channel Leakage Ratio test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	CP-OFDM QPSK
	8@0

	2
	High
	
	
	
	CP-OFDM QPSK
	8@NRB-8

	3
	Mid
	
	
	
	CP-OFDM QPSK
	Outer_Full

	4
	Low
	
	
	
	CP-OFDM 16 QAM
	8@0

	5
	High
	
	
	
	CP-OFDM 16 QAM
	8@NRB-8

	6
	Mid
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	7
	Low
	
	
	
	CP-OFDM 64 QAM
	8@0

	8
	High
	
	
	
	CP-OFDM 64 QAM
	8@NRB-8

	9
	Mid
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Applicability of test IDs for for CHBWs and frequency ranges is FFS.NOTE 3:	All test points in this table must also exist in Table 6.2.2.4.1-1, Table 6.2.2.4.1-2, Table 6.2.2.4.1-3 (MPR).



Table 6.5D.2.2.4.1-2: Test Configuration Table (Power Class 2, 3 and 4)
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	-N/A for Adjacent Channel Leakage Ratio test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	CP-OFDM QPSK
	Edge_1RB_Left

	2
	High
	
	
	
	CP-OFDM QPSK
	Edge_1RB_Right

	3
	Default
	
	
	
	CP-OFDM QPSK
	Outer Full

	4
	Low
	
	
	
	CP-OFDM 16 QAM
	Edge_1RB_Left

	5
	High
	
	
	
	CP-OFDM 16 QAM
	Edge_1RB_Right

	6
	Default
	
	
	
	CP-OFDM 16 QAM
	Outer Full

	7
	Low
	
	
	
	CP-OFDM 64 QAM
	Edge_1RB_Left

	8
	High
	
	
	
	CP-OFDM 64 QAM
	Edge_1RB_Right

	9
	Default
	
	
	
	CP-OFDM 64 QAM
	Outer Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Following Test IDs shall be skipped for FR2b
-	All Test IDs for 400MHz Channel Bandwidth
-	All Test IDs for 200MHz Channel Bandwidth
-	Test ID 7-9 for 100MHz Channel Bandwidth
NOTE 3:	All test points in this table must also exist in Table 6.2D.2.4.1-4, Table 6.2D.2.4.1-5, Table 6.2D.2.4.1-6 (MPR).



<< Unchanged sections omitted >>
6.6.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.6.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. The downlink reference measurement channels (RMCs) are specified in Annex A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.6.1.4.1-1: Test Configuration Table for PC3
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	Test ID
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	-N/A
	Modulation
	RB allocation (NOTE 1)

	1
	50
	
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	100
	
	
	
	

	3
	200
	
	
	
	

	4
	400
	
	
	
	

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.



<< Unchanged sections omitted >>
7.9.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 7.9.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.9.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1 
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Mod'n
	RB allocation 
	Mod'n
	RB allocation

	1
	-N/A
	-0
	-N/A
	-0

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3.2.4.1-1.



<< End of changes >>
