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[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Toc36713654][bookmark: _Toc36713251][bookmark: _Toc75510019][bookmark: _Toc52217967][bookmark: _Toc68538436][bookmark: _Toc58499579][bookmark: _Toc90971497]<<< START OF CHANGES >>>
[bookmark: _Toc36226583][bookmark: _Toc52990023][bookmark: _Toc69306038][bookmark: _Toc60823219][bookmark: _Toc27477890][bookmark: _Toc44323840][bookmark: _Toc60825141]6.2D.1.5	Test requirement
The maximum output power, derived in step 3 or step 4 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2D.1.5-1.
Table 6.2D.1.5-1: UE Power Class
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n2
	
	
	
	
	
	
	23
	+2+TT/-31-TT
	
	

	n3
	
	
	
	
	
	
	23
	+2+TT/-31-TT
	
	

	n7
	
	
	
	
	
	
	23
	+2+TT/-31-TT
	
	

	n25
	
	
	
	
	
	
	23
	+2+TT/-31-TT
	
	

	n30
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n34
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n38
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n39
	
	
	
	
	26
	+2+TT/-3-TT
	23
	+2+TT/-3-TT
	
	

	n40
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n41
	
	
	29
	_+2+TT/-31-TT
	26
	+2+TT/-31-TT 
	23
	+2+TT/-31-TT
	
	

	n48
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n66
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n70
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n71
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	n77
	
	
	
	
	26
	+2+TT/-3-TT
	23
	+2+TT/-3-TT
	
	

	n78
	
	
	
	
	26
	+2+TT/-3-TT
	23
	+2+TT/-3-TT
	
	

	n79
	
	
	29
	+2+TT/-3-TT
	26
	+2+TT/-3-TT
	23
	+2+TT/-3-TT
	
	

	n97
	
	
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	NOTE 1:	1 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2D.1.5-2
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