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[bookmark: _Toc524968914][bookmark: _Toc524968908]<<< START OF CHANGES >>>
Table A.2.2.1.4.2-1: MANAGE UE POLICY COMMAND (step 1)
	Derivation Path: Table 5.2.4-1

	Information Element
	Value/remark
	Comment
	Condition

	UE policy part
	
	
	

	   URSP rule 1
	
	
	

	      Precedence value of URSP rule
	0
	
	

	      Traffic descriptor
	
	
	

	         Traffic descriptor component type identifier
	‘10001000’B
	
	DNN Type

	         Traffic descriptor component
	
	
	

	            DNN length
	Set to the actual length of 'DNN value' in bytes
	
	

	            DNN value
	pc_APN_ID_Specific
	
	

	      Route selection descriptor list
	
	
	

	         Route selection descriptor 1
	
	
	

	            Precedence value of route selection descriptor
	0
	
	

	            Route selection descriptor contents
	
	
	

	               Route selection descriptor component type
	‘00000010’B
	
	S-NSSAI type

	               Route selection descriptor component
	
	
	

	                  Length of S-NSSAI contents
	‘00000100’B
	SST and SD
	

	                  SST
	‘00000010’B
	
	

	                  SD
	0x000001
	
	

	         Route selection descriptor 2
	
	
	

	            Precedence value of route selection descriptor
	1
	
	

	            Route selection descriptor contents
	
	
	

	               Route selection descriptor component type
	‘00000100’B
	
	DNN type

	               Route selection descriptor component
	
	
	

	                  DNN length
	Set to the actual length of 'DNN value' in bytes
	
	

	                  DNN value
	pc_APN_ID_Specific
	
	

	   URSP rule 2
	
	
	

	      Precedence value of URSP rule
	1
	
	

	      Traffic descriptor
	
	
	

	         Traffic descriptor component type identifier
	‘00000001’B
	
	Match-all type

	      Route selection descriptor list
	
	
	

	         Route selection descriptor 1
	
	
	

	            Precedence value of route selection descriptor
	0
	
	

	            Route selection descriptor contents
	
	
	

	               Route selection descriptor component type
	‘00000010’B
	
	S-NSSAI type

	               Route selection descriptor component
	
	
	

	                  Length of S-NSSAI contents
	‘00000100’B
	SST and SD
	

	                  SST
	‘00000010’B
	
	

	                  SD
	0x000002
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