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<Start of modified section 1>
–	SIB12
Table 4.6.2-14: SIB12
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB12-r16 ::= SEQUENCE {
	
	
	

	  segmentNumber-r16
	index of the segment contained in segmentContainer-r16
	
	

	  segmentType-r16
	notLastSegment
	
	NOT_LAST_SEG

	
	lastSegment
	
	LAST_SEG

	  segmentContainer-r16
	OCTET STRING (CONTAINING SIB12-IEs-r16 or segment of SIB12-IEs-r16)
	Note 1
	

	}
	
	
	

	Note 1: Size of the SIB12-IEs-r16 or segment of SIB12-IEs-r16 contained in segmentContainer-r16 shall not exceed the maximum TBS size of the SI. For signalling test cases, the size is defined in TS 38.523-3[23] clause 7.3.3.2.



	Condition
	Explanation

	NOT_LAST_SEG
	Used when SIB12-IEs-r16 is segmented and the segment contained in segmentContainer-r16 is not the last segment

	LAST_SEG
	Used when SIB12-IEs-r16 is not segmented, or SIB12-IEs-r16 is segmented and the segment contained in segmentContainer-r16 is the last segment



Table 4.6.2-14A: SIB12-IEs-r16
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB12-IEs-r16 ::= SEQUENCE {
	
	
	

	  sl-ConfigCommonNR-r16 SEQUENCE {
	
	
	

	    sl-FreqInfoList-r16 SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-FreqConfigCommon-r16 {
	1 entry
	
	

	      SL-FreqConfigCommon-r16[1]
	SL-FreqConfigCommon-r16
	entry 1
	

	    }
	
	
	

	    sl-UE-SelectedConfig-r16
	SL-UE-SelectedConfig-r16
	
	

	    sl-NR-AnchorCarrierFreqList-r16
	Not present
	
	

	    sl-EUTRA-AnchorCarrierFreqList-r16
	Not present
	
	

	    sl-RadioBearerConfigList-r16 SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SL-RadioBearerConfig-r16 {
	[bookmark: _GoBack]1 entry
	
	

	      SL-RadioBearerConfig-r16[1]
	SL-RadioBearerConfig-r16
	entry 1
	

	    }
	
	
	

	    sl-RLC-BearerConfigList-r16 SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-BearerConfig-r16 {
	1 entry
	
	

	      SL-RLC-BearerConfig-r16[1]
	SL-RLC-BearerConfig-r16
	entry 1
	

	    }
	
	
	

	    sl-MeasConfigCommon-r16
	SL-MeasConfigCommon-r16
	
	

	    sl-CSI-Acquisition-r16
	Not present
	
	

	    sl-OffsetDFN-r16
	Not present
	
	

	    t400-r16
	ms1000
	
	

	    sl-MaxNumConsecutiveDTX-r16
	Not present
	
	

	    sl-SSB-PriorityNR-r16
	1
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	



<End of modified section 1>
