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[bookmark: _Toc52990200][bookmark: _Toc76020206][bookmark: _Toc69309887][bookmark: _Toc44324007][bookmark: _Toc83720689][bookmark: _Toc69306222][bookmark: _Toc60823399][bookmark: _Toc27478029][bookmark: _Toc36226722][bookmark: _Toc60825321]Table A.4.3.2B.2.3.1-3a: Inter-band EN-DC within FR1 (two bands) NR part power class UE RF Baseline Implementation Capabilities
	Item
	EN-DC configuration
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Supported NR part power class

	1
	DC_39A_n41A
	DC_39A_n41A NR part power class
	38.306, 4.2.7.1
	Rel-16
	pc_Band39_nrBand41_powerClassNRPart_r16
	

	2
	DC_39A_n79A
	DC_39A_n79A NR part power class
	38.306, 4.2.7.1
	Rel-16
	pc_Band39_nrBand79_powerClassNRPart_r16
	

	3
	DC_41A_n79A
	DC_41A_n79A NR part power class
	38.306, 4.2.7.1
	Rel-16
	pc_Band41_nrBand79_powerClassNRPart_r16
	

	4
	DC_3A_n78A
DC_3C_n78A
	DC_3A_n78A NR part power class
DC_3AC_n78A NR part power class
	38.306, 4.2.7.1
	Rel-16
	pc_Band3_nrBand78_powerClassNRPart_r16
	

	5
	DC_3A_n41A
DC_3A_n41C
DC_3C_n41A
	DC_3A_n41A NR part power class
DC_3A_n41C NR part power class
DC_3C_n41A NR part power class
	38.306, 4.2.7.1
	Rel-16
	pc_Band3_nrBand41_powerClassNRPart_r16
	

	6
	DC_1A_n78A
DC_1A_n78C
	DC_1A_n78A NR part power class
DC_1A_n78AC NR part power class
	38.306, 4.2.7.1
	Rel-17
	pc_Band1_nrBand78_powerClassNRPart_r17
	



	

<< Unchanged section skipped >>
Table A.4.3.8-1: UE Mobility Capabilities
	Item
	UE Mobility Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support inter-RAT Handover to EUTRA connected to EPC
	38.306, 4.2.9
	Rel-15
	pc_interRAT_EUTRA_Handover
	Yes
	
	

	2
	Support inter-frequency Handover from the corresponding duplex mode or from the corresponding frequency range.
	38.306, 4.2.9
	Rel-15
	pc_handoverInterF
	Yes
	
	

	3
	Support Handover between FR1 and FR2
	38.306, 4.2.9
	Rel-15
	pc_FR1toFR2_Handover
	Yes
	
	

	4
	Support Handover between FDD and TDD
	38.306, 4.2.9
	Rel-15
	pc_FDDtoTDD_Handover
	Yes
	
	

	5
	Support inter-RAT Handover to E-UTRA connected to 5GC
	38.306, 4.2.9
	Rel-15
	pc_interRAT_eLTE_Handover
	Yes
	
	

	6
	Support inter-RAT Handover to NR FR1 TDD from EUTRA connected to EPC
	36.306, 4.3.34.9
	Rel-15
	pc_eutra_EPC_HO_ToNR_TDD_FR1_r15
	Yes
	
	

	7
	Support inter-RAT Handover to NR FR1 FDD from EUTRA connected to EPC
	36.306, 4.3.34.8
	Rel-15
	pc_eutra_EPC_HO_ToNR_FDD_FR1_r15
	Yes
	
	

	8
	Support inter-RAT Handover to NR FR2 TDD from EUTRA connected to EPC
	36.306, 4.3.34.11
	Rel-15
	pc_eutra_EPC_HO_ToNR_TDD_FR2_r15
	Yes
	
	

	9
	Support intra-frequency DAPS handover
	38.306, 4.2.7.5
	Rel-16
	pc_intraFreqDAPS_r16
	No
	
	It is mandated if the UE supports asynchronous intra-frequency DAPS handover

	10
	Support inter-RAT Handover from NR to EN-DC
	38.306, 4.2.10
	Rel-16
	pc_interRAT_NR_ToENDC
	CY
	
	It is mandated if the UE supports EN-DC.

	11
	Support conditional handover
	38.306, 4.2.7.2
	Rel-16
	pc_condHandover_r16
	No
	
	

	12
	Support conditional handover during re-establishment procedure when the selected cell is configured as candidate cell for condition handover
	38.306, 4.2.7.2
	Rel-16
	pc_condHandoverFailure_r16
	No
	
	

	13
	Support 2 trigger events for same execution condition of conditional handover
	38.306, 4.2.7.2
	Rel-16
	pc_condHandoverTwoTriggerEvents_r16
	CY
	
	It is mandated if the UE supports condHandover-r16.

	14
	Support inter-RAT Handover from NR to UTRA-FDD CELL_DCH CS
	38.306, 4.2.9
	Rel-16
	pc_handoverUTRA_FDD_r16
	No
	
	

	15
	Support inter-frequency DAPS handover
	38.306, 4.2.7.4
	Rel-16
	pc_interFreqDAPS_r16
	No
	
	It is mandated if the UE supports asynchronous inter-frequency DAPS handover or supports different SCSs in source PCell and inter-frequency target PCell in DAPS handover

	16
	UE supports asynchronous intra-frequency DAPS handover
	38.306, 4.2.7.5
	Rel-16
	pc_ intraFreqAsyncDAPS_r16
	No
	
	

	17
	UE supports asynchronous inter-frequency DAPS handover
	38.306, 4.2.7.5
	Rel-16
	pc_ intrainterFreqAsyncDAPS_r16
	No
	
	

	18
	UE supports different SCSs in source PCell and inter-frequency target PCell in DAPS handover
	38.306, 4.2.7.5
	Rel-16
	pc_ interFreqDiffSCS-DAPS_r16
	No
	
	

	19
	Support conditional PSCell change
	38.306, 4.2.7.2
	Rel-16
	pc_condPSCellChange_r16
	No
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