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	TP analysis for V2X 6.2E.2 is updated to add analysis for con-current operation.
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	Updating the TP analysis file.
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[bookmark: _Toc60823249][bookmark: _Toc60825171][bookmark: _Toc69306068][bookmark: _Toc69309830][bookmark: _Toc76020142][bookmark: _Toc20936806]<Unchanged Text Skipped>

[bookmark: _Toc75371779][bookmark: _Toc83727847]4.1.1.3	FR1 V2X test cases
This section contains information on test point selection for V2X test cases 6.2E, 6.3E, 6.4E, 6.5E, 7.3E, 7.4E, 7.5E, 7.6E, 7.7E and 7.8E in [2].
Number of test points for V2X test cases in FR1 are listed in table 4.1.1.3-1 and table 4.1.1.3-2.
Table 4.1.1.3-1: Number of test points for V2X test cases in FR1 (NR UE Transmitter test)
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.2E.2	UE maximum output power reduction for V2X
	440
	‘38.521-1_TP analysis_V2X_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_v238.521-1_TP analysis_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_V2X_v1.zip’
	RAN5#942-e

	6.3E.1	Minimum output power for V2X
	360
	‘38.521-1_TP analysis_V2X_6.3E.1_MinOP_v1.zip’
	RAN5#92-e

	6.5E.2.2	Spectrum emission mask for V2X
	440
	‘38.521-1_TP analysis_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_V2X.zip’
	RAN5#91-e

	6.5E.2.4	Adjacent channel leakage ratio for V2X
	88
	‘38.521-1_TP analysis_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_V2X.zip’
	RAN5#91-e



Table 4.1.1.3-2: Number of test points for V2X test cases in FR1 (NR UE Receiver test)
	Subclause
	Number of test points
	Justification in attachment
	Comments

	FFS
	
	
	




<End of Changes >
The following zipfile is added to TR 38.905:
“38.521-1_TP analysis_V2X_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_v2”

The following zipfile is removed from TR 38.905:
“38.521-1_TPanalysis_V2X_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_v1.zip”


