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<Unchanged Text Skipped>
[bookmark: _Toc20840016][bookmark: _Toc29486713][bookmark: _Toc44053560][bookmark: _Toc52300539][bookmark: _Toc58525799][bookmark: _Toc75430301]4.2	RRM conformance test cases
[bookmark: OLE_LINK4][bookmark: OLE_LINK5]Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:	To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	<Unchanged lines skipped>

	5.1.18
	E-UTRAN TDD Intra frequency handover for CE UEs in CEModeB
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	5.1.19
	E-UTRAN FDD – FDD Intra frequency handover for UE Category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	5.1.20
	E-UTRAN TDD – TDD Intra frequency handover for UE Category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	5.1.28
	E-UTRAN HD-FDD inter frequency handover for CE UEs in CEModeA
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	5.1.34
	E-UTRAN HD-FDD intra frequency handover for CE UEs in CEModeA without SFN acquisition
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	5.1.41
	E-UTRAN FDD – FDD Intra-band Inter-frequency sync DAPS handover
	Rel-16
	Cyyy
	UE supporting E-UTRA FDD and Feature Group Indicators 5, 13 and 25 and inter-frequency sync DAPS handover
	
	
	

	5.2.1
	E-UTRAN FDD - UTRAN FDD handover
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	
	2Rx, 4Rx

	5.2.2
	E-UTRAN TDD - UTRAN FDD handover
	Rel-8
	C07a
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	
	2Rx, 4Rx

	5.2.3
	E-UTRAN FDD - GSM handover
	Rel-8
	C08e
	UE supporting E-UTRA FDD and GSM and inter-RAT PS handover to GERAN and Feature Group Indicators 9, 15 and 23
	
	
	2Rx, 4Rx
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Table 4.2-1a: Applicability of RRM conformance test cases Conditions
	C01	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND A.4.1-1/1 THEN R ELSE N/A

	C01a	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01ah	IF A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25 AND A.4.3-4a/1a) THEN R ELSE N/A

	C01b	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/25) THEN R ELSE N/A

	C01c	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND A.4.1-1/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C01ch	IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5) THEN R ELSE N/A

	C01d	IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01dh	IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25 AND A.4.3-4a/1a) THEN R ELSE N/A

	C01e	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01eh	IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01f	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/16) THEN R ELSE N/A

	<Unchanged lines skipped>

	C237	IF (A.4.1-1/8a AND (A.4.3-4c/1 or A.4.3-4c/2)) AND A.4.4-1a/5 THEN R ELSE N/A

	C238	IF (A.4.1-1/1 AND A.4.5-1/86) THEN R ELSE N/A

	C239	IF (A.4.1-1/1 AND A.4.5-1/87) THEN R ELSE N/A

	C240	IF (A.4.1-1/2 AND A.4.5-1/87) THEN R ELSE N/A

	C241	IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/5) THEN R ELSE N/A

	Cyyy	IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25 AND A.4.5-1/xxx) THEN R ELSE N/A





<Unchanged Text Skipped>

[bookmark: _Toc20840034][bookmark: _Toc29486731][bookmark: _Toc44053578][bookmark: _Toc52300557][bookmark: _Toc58525817][bookmark: _Toc75430319]A.4.5	Additional information
Table A.4.5-1: Additional UE radio access capabilities
	Item
	Additional capabilities
	Ref.
	Release
	Comments

	1
	Support of CSG
	36.331, Annex B.2
	Rel-8
	

	2
	Support of intra-frequency SI acquisition for HO in FDD
	36.306, 4.3.11.1
	Rel-9
	

	3
	Support of inter-frequency SI acquisition for HO in FDD
	36.306, 4.3.11.2
	Rel-9
	

	4
	Need for inter-frequency gaps (Note 1)
	36.306, 4.3.6.1
	Rel-8
	

	5
	Need for inter-RAT gaps (Note 1)
	36.306, 4.3.6.1
	Rel-8
	

	6
	Support of E-UTRA bands within band group FDD_Nonly
	36.133, Annex A.3.7.2
	Rel-12
	

	7
	Support of rsrqMeasWideband
	36.306, 4.3.6.2
	Rel-11
	

	<Unchanged lines skipped>

	85
	Support of alternative CQI table in RRC_CONNECTED when operating in coverage enhancement mode A
	36.306 4.3.4.127
	Rel-15
	

	86
	Support of eNB-configured CRS-based RRM measurements for configured carrier(s) in RRC_IDLE mode.
	36.306, 4.3.6.31
	Rel-15
	

	87
	Support of having SCell configured in dormant SCell state.
	36.306, 4.3.19.18
	Rel-15
	

	xxx
	Support of DAPS handover in source PCell and inter-frequency target PCell
	36.306, 4.3.5.43
	Rel-16
	

	Note 1:	Need for inter-frequency gaps or inter-RAT gaps indicates that the UE does not support corresponding measurement without gaps.



<End of Changes >

