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<<Unchanged sections skipped>>
[bookmark: _Toc27478265][bookmark: _Toc36226980][bookmark: _Toc44324265][bookmark: _Toc52990459][bookmark: _Toc60823662][bookmark: _Toc60825583][bookmark: _Toc69306323][bookmark: _Toc69309988][bookmark: _Toc76020313][bookmark: _Toc83720801]6.5C.3.2	Spurious emissions for UE co-existence for SUL
[bookmark: _Toc27478266][bookmark: _Toc36226981][bookmark: _Toc44324266][bookmark: _Toc52990460][bookmark: _Toc60823663][bookmark: _Toc60825584]6.5C.3.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions.
[bookmark: _Toc27478267][bookmark: _Toc36226982][bookmark: _Toc44324267][bookmark: _Toc52990461][bookmark: _Toc60823664][bookmark: _Toc60825585]6.5C.3.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27478268][bookmark: _Toc36226983][bookmark: _Toc44324268][bookmark: _Toc52990462][bookmark: _Toc60823665][bookmark: _Toc60825586]6.5C.3.2.3	Minimum conformance requirements
The requirements for NR bands for coexistence with protected bands specified in subclause 6.5.3.2.3 apply to the UE that support SUL operating on the SUL bands
The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.2.
[bookmark: _Toc27478269][bookmark: _Toc36226984][bookmark: _Toc44324269][bookmark: _Toc52990463][bookmark: _Toc60823666][bookmark: _Toc60825587]6.5C.3.2.4	Test description
Same test description as specified in clause 6.5.3.2.4 with following exceptions:
-	Instead of table 5.3.5-1  use Table 5.5C-1
-	Instead of table 6.5.3.2.4.1-1 use Table 6.5C.3.2.4-1
Table 6.5C.3.2.4-1: Test Configuration Table 
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1.
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1.
	Low range, Mid range, High range for SUL carrier 
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1.
	Lowest, Mid, Highest for SUL carrier 
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for both SUL carrier and Non-SUL carrier

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK 
	Outer_Full

	2
	
	CP-OFDM QPSK
	Edge_1RB_Left

	3
	
	CP-OFDM QPSK
	Edge_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.



-	The parameter setting for the cell are set up according to the TS 38.508-1 [5] subclause 4.4.3
-	Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.
[bookmark: _Toc27478270][bookmark: _Toc36226985][bookmark: _Toc44324270]-	Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.3.6.1.1.2 ensuring UL/SUL indicator in Table 4.3.6.1.1.2-1 with condition SUL, subclause 4.6 ensuring Tables 4.6.1-28 with condition SUL AND (RF OR RRM), 4.6.3-14 with condition SUL_SUL for SUL carrier, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL.
[bookmark: _Toc52990464][bookmark: _Toc60823667][bookmark: _Toc60825588]6.5C.3.2.5	Test requirement
Test requirements for Spurious Emissions UE Co-existence are the same as specified in clause 6.5.3.2.3. 
The measured average power of spurious emission, derived in step 3, shall not exceed the described value in Table 6.5.3.2.3-1 to Table 6.5.3.2.3-3. If the UE support a band, which is not defined in the table corresponding UE’s release, the requirements for this band are taken from the table of earliest release where requirements for this band are defined. This has been described in following Table 6.5C.3.2.5-1.
Table 6.5C.3.2.5-1: UE Requirements according to UE NR release and supported NR band
	UE Requirements per release

	NR Band
	Rel-15
	Rel-16
	R17

	n80
	Table 6.5.3.2.3-1
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n81
	Table 6.5.3.2.3-1
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n82
	Table 6.5.3.2.3-1
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n83
	Table 6.5.3.2.3-1
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n84
	Table 6.5.3.2.3-1
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n86
	Table 6.5.3.2.3-1
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n89
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n95
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-2
	Table 6.5.3.2.3-3

	n97
	Table 6.5.3.2.3-3
	Table 6.5.3.2.3-3
	Table 6.5.3.2.3-3

	n98
	Table 6.5.3.2.3-3
	Table 6.5.3.2.3-3
	Table 6.5.3.2.3-3

	n99
	Table 6.5.3.2.3-3
	Table 6.5.3.2.3-3
	Table 6.5.3.2.3-3


<<End of change>>

