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[bookmark: _Toc27478308][bookmark: _Toc36227022][bookmark: _Toc44324307][bookmark: _Toc52990501][bookmark: _Toc60823713][bookmark: _Toc60825634][bookmark: _Toc69306334][bookmark: _Toc69309999][bookmark: _Toc76020324][bookmark: _Toc83720812]6.5D.2.4.1	NR ACLR for UL MIMO
6.5D.2.4.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5D.2.4.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports UL MIMO.

<Unchanged Text Skipped>
[bookmark: _Toc27478309][bookmark: _Toc36227023][bookmark: _Toc44324308][bookmark: _Toc52990502][bookmark: _Toc60823714][bookmark: _Toc60825635][bookmark: _Toc69306335][bookmark: _Toc69310000][bookmark: _Toc76020325][bookmark: _Toc83720813]6.5D.2.4.2	UTRA ACLR for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Test point analysis for NS_05Uand NS_100 is FFS
6.5D.2.4.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5D.2.4.2.2	Test applicability
This test case applies for NS_03U, NS_05U, and NS_100 to all types of NR UE release 15 and forward that supports UL MIMO.
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