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[bookmark: _Toc75469715][bookmark: _Toc76508205][bookmark: _Toc83193106]< Unchanged sections omitted >
[bookmark: _Toc27478674][bookmark: _Toc36227388]A.2.2	Reference measurement channels for FDD
A.2.2.1	DFT-s-OFDM Pi/2-BPSK
Table A.2.2.1-1: Reference Channels for DFT-s-OFDM Pi/2-BPSK
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	pi/2 BPSK
	0
	3224
	16
	2
	1
	132
	132

	 
	5
	11
	pi/2 BPSK
	0
	160
	16
	2
	1
	660
	660

	 
	9
	11
	pi/2 BPSK
	0
	288
	16
	2
	1
	1188
	1188

	 
	10
	11
	pi/2 BPSK
	0
	320
	16
	2
	1
	1320
	1320

	 
	12
	11
	pi/2 BPSK
	0
	384
	16
	2
	1
	1584
	1584

	 
	15
	11
	pi/2 BPSK
	0
	480
	16
	2
	1
	1980
	1980

	 
	18
	11
	pi/2 BPSK
	0
	576
	16
	2
	1
	2376
	2376

	 
	24
	11
	pi/2 BPSK
	0
	768
	16
	2
	1
	3168
	3168

	 
	25
	11
	pi/2 BPSK
	0
	808
	16
	2
	1
	3300
	3300

	 
	30
	11
	pi/2 BPSK
	0
	984
	16
	2
	1
	3960
	3960

	 
	32
	11
	pi/2 BPSK
	0
	1032
	16
	2
	1
	4224
	4224

	 
	36
	11
	pi/2 BPSK
	0
	1128
	16
	2
	1
	4752
	4752

	
	45
	11
	pi/2 BPSK
	0
	1416
	16
	2
	1
	5940
	5940

	 
	50
	11
	pi/2 BPSK
	0
	1544
	16
	2
	1
	6600
	6600

	 
	60
	11
	pi/2 BPSK
	0
	1864
	16
	2
	1
	7920
	7920

	 
	64
	11
	pi/2 BPSK
	0
	2024
	16
	2
	1
	8448
	8448

	 
	75
	11
	pi/2 BPSK
	0
	2408
	16
	2
	1
	9900
	9900

	 
	80
	11
	pi/2 BPSK
	0
	2472
	16
	2
	1
	10560
	10560

	 
	81
	11
	pi/2 BPSK
	0
	2536
	16
	2
	1
	10692
	10692

	
	90
	11
	pi/2 BPSK
	0
	2792
	16
	2
	1
	11880
	11880

	 
	100
	11
	pi/2 BPSK
	0
	3104
	16
	2
	1
	13200
	13200

	 
	108
	11
	pi/2 BPSK
	0
	3368
	16
	2
	1
	14256
	14256

	 
	120
	11
	pi/2 BPSK
	0
	3752
	16
	2
	1
	15840
	15840

	 
	128
	11
	pi/2 BPSK
	0
	3976
	24
	2
	2
	16896
	16896

	 
	135
	11
	pi/2 BPSK
	0
	4104
	24
	2
	2
	17820
	17820

	 
	160
	11
	pi/2 BPSK
	0
	4872
	24
	2
	2
	21120
	21120

	 
	162
	11
	pi/2 BPSK
	0
	5000
	24
	2
	2
	21384
	21384

	
	180
	11
	pi/2 BPSK
	0
	5512
	24
	2
	2
	23760
	23760

	 
	216
	11
	pi/2 BPSK
	0
	6664
	24
	2
	2
	28512
	28512

	
	243
	11
	pi/2 BPSK
	0
	7560
	24
	2
	2
	32076
	32076

	
	270
	11
	pi/2 BPSK
	0
	8448
	24
	2
	3
	35640
	35640

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.2.1-2: Void
Table A.2.2.1-3: Void
[bookmark: _Toc21343171][bookmark: _Toc29770137][bookmark: _Toc29799636][bookmark: _Toc37254860][bookmark: _Toc37255503][bookmark: _Toc45887528][bookmark: _Toc53172265][bookmark: _Toc61357030][bookmark: _Toc67913899][bookmark: _Toc75469716][bookmark: _Toc76508206][bookmark: _Toc83193107][bookmark: _Toc21343173][bookmark: _Toc29770139][bookmark: _Toc29799638][bookmark: _Toc37254862][bookmark: _Toc37255505][bookmark: _Toc45887530][bookmark: _Toc53172267][bookmark: _Toc61357032][bookmark: _Toc67913901][bookmark: _Toc75469718][bookmark: _Toc76508208][bookmark: _Toc83193109]A.2.2.2	DFT-s-OFDM QPSK
Table A.2.2.2-1: Reference Channels for DFT-s-OFDM QPSK
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	QPSK
	2
	48
	16
	2
	1
	264
	132

	 
	5
	11
	QPSK
	2
	256
	16
	2
	1
	1320
	660

	 
	9
	11
	QPSK
	2
	456
	16
	2
	1
	2376
	1188

	 
	10
	11
	QPSK
	2
	504
	16
	2
	1
	2640
	1320

	 
	12
	11
	QPSK
	2
	608
	16
	2
	1
	3168
	1584

	 
	15
	11
	QPSK
	2
	768
	16
	2
	1
	3960
	1980

	 
	18
	11
	QPSK
	2
	928
	16
	2
	1
	4752
	2376

	 
	20
	11
	QPSK
	2
	1032
	16
	2
	1
	5280
	2640

	 
	24
	11
	QPSK
	2
	1192
	16
	2
	1
	6336
	3168

	 
	25
	11
	QPSK
	2
	1256
	16
	2
	1
	6600
	3300

	 
	30
	11
	QPSK
	2
	1544
	16
	2
	1
	7920
	3960

	 
	32
	11
	QPSK
	2
	1608
	16
	2
	1
	8448
	4224

	 
	36
	11
	QPSK
	2
	1800
	16
	2
	1
	9504
	4752

	
	45
	11
	QPSK
	2
	2208
	16
	2
	1
	11880
	5940

	 
	50
	11
	QPSK
	2
	2472
	16
	2
	1
	13200
	6600

	 
	60
	11
	QPSK
	2
	3104
	16
	2
	1
	15840
	7920

	 
	64
	11
	QPSK
	2
	3240
	16
	2
	1
	16896
	8448

	 
	75
	11
	QPSK
	2
	3752
	16
	2
	1
	19800
	9900

	 
	80
	11
	QPSK
	2
	3976
	24
	2
	2
	21120
	10560

	 
	81
	11
	QPSK
	2
	4040
	24
	2
	2
	21384
	10692

	
	90
	11
	QPSK
	2
	4488
	24
	2
	2
	23760
	11880

	 
	100
	11
	QPSK
	2
	5000
	24
	2
	2
	26400
	13200

	 
	108
	11
	QPSK
	2
	5384
	24
	2
	2
	28512
	14256

	 
	120
	11
	QPSK
	2
	5896
	24
	2
	2
	31680
	15840

	 
	128
	11
	QPSK
	2
	6408
	24
	2
	2
	33792
	16896

	 
	135
	11
	QPSK
	2
	6664
	24
	2
	2
	35640
	17820

	 
	160
	11
	QPSK
	2
	7944
	24
	2
	3
	42240
	21120

	
	162
	11
	QPSK
	2
	8064
	24
	2
	3
	42768
	21384

	
	180
	11
	QPSK
	2
	8976
	24
	2
	3
	47520
	23760

	
	216
	11
	QPSK
	2
	10752
	24
	2
	3
	57024
	28512

	
	243
	11
	QPSK
	2
	12040
	24
	2
	4
	64152
	32076

	
	270
	11
	QPSK
	2
	13320
	24
	2
	4
	71280
	35640

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.2.2-2: Void
Table A.2.2.2-3: Void

[bookmark: _Toc21343172][bookmark: _Toc29770138][bookmark: _Toc29799637][bookmark: _Toc37254861][bookmark: _Toc37255504][bookmark: _Toc45887529][bookmark: _Toc53172266][bookmark: _Toc61357031][bookmark: _Toc67913900][bookmark: _Toc75469717][bookmark: _Toc76508207][bookmark: _Toc83193108]A.2.2.3	DFT-s-OFDM 16QAM
Table A.2.2.3-1: Reference Channels for DFT-s-OFDM 16QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	16QAM
	10
	176
	16
	2
	1
	528
	132

	 
	5
	11
	16QAM
	10
	888
	16
	2
	1
	2640
	660

	 
	9
	11
	16QAM
	10
	1608
	16
	2
	1
	4752
	1188

	 
	10
	11
	16QAM
	10
	1800
	16
	2
	1
	5280
	1320

	 
	12
	11
	16QAM
	10
	2088
	16
	2
	1
	6336
	1584

	 
	15
	11
	16QAM
	10
	2664
	16
	2
	1
	7920
	1980

	 
	18
	11
	16QAM
	10
	3240
	16
	2
	1
	9504
	2376

	 
	24
	11
	16QAM
	10
	4224
	24
	1
	1
	12672
	3168

	 
	25
	11
	16QAM
	10
	4352
	24
	1
	1
	13200
	3300

	 
	30
	11
	16QAM
	10
	5248
	24
	1
	1
	15840
	3960

	 
	32
	11
	16QAM
	10
	5632
	24
	1
	1
	16896
	4224

	 
	36
	11
	16QAM
	10
	6272
	24
	1
	1
	19008
	4752

	
	45
	11
	16QAM
	10
	7808
	24
	1
	1
	23760
	5940

	 
	50
	11
	16QAM
	10
	8712
	24
	1
	2
	26400
	6600

	 
	60
	11
	16QAM
	10
	10504
	24
	1
	2
	31680
	7920

	 
	64
	11
	16QAM
	10
	11272
	24
	1
	2
	33792
	8448

	 
	75
	11
	16QAM
	10
	13064
	24
	1
	2
	39600
	9900

	 
	80
	11
	16QAM
	10
	14088
	24
	1
	2
	42240
	10560

	 
	81
	11
	16QAM
	10
	14088
	24
	1
	2
	42768
	10692

	
	90
	11
	16QAM
	10
	15880
	24
	1
	2
	47520
	11880

	 
	100
	11
	16QAM
	10
	17424
	24
	1
	3
	52800
	13200

	 
	108
	11
	16QAM
	10
	18960
	24
	1
	3
	57024
	14256

	 
	120
	11
	16QAM
	10
	21000
	24
	1
	3
	63360
	15840

	 
	128
	11
	16QAM
	10
	22536
	24
	1
	3
	67584
	16896

	 
	135
	11
	16QAM
	10
	23568
	24
	1
	3
	71280
	17820

	 
	160
	11
	16QAM
	10
	28168
	24
	1
	4
	84480
	21120

	 
	162
	11
	16QAM
	10
	28168
	24
	1
	4
	85536
	21384

	
	180
	11
	16QAM
	10
	31752
	24
	1
	4
	95040
	23760

	
	216
	11
	16QAM
	10
	37896
	24
	1
	5
	114048
	28512

	
	243
	11
	16QAM
	10
	43032
	24
	1
	6
	128304
	32076

	
	270
	11
	16QAM
	10
	47112
	24
	1
	6
	142560
	35640

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.2.3-2: Void
Table A.2.2.3-3: Void
A.2.2.4	DFT-s-OFDM 64QAM
Table A.2.2.4-1: Reference Channels for DFT-s-OFDM 64QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	
	1
	11
	64QAM
	18
	408
	16
	2
	1
	792
	132

	
	5
	11
	64QAM
	18
	2024
	16
	2
	1
	3960
	660

	
	9
	11
	64QAM
	18
	3624
	16
	2
	1
	7128
	1188

	 
	10
	11
	64QAM
	18
	3968
	24
	1
	1
	7920
	1320

	
	12
	11
	64QAM
	18
	4736
	24
	1
	1
	9504
	1584

	
	15
	11
	64QAM
	18
	6016
	24
	1
	1
	11880
	1980

	 
	18
	11
	64QAM
	18
	7168
	24
	1
	1
	14256
	2376

	 
	24
	11
	64QAM
	18
	9480
	24
	1
	2
	19008
	3168

	 
	25
	11
	64QAM
	18
	9992
	24
	1
	2
	19800
	3300

	 
	30
	11
	64QAM
	18
	12040
	24
	1
	2
	23760
	3960

	
	32
	11
	64QAM
	18
	12808
	24
	1
	2
	25344
	4224

	 
	36
	11
	64QAM
	18
	14344
	24
	1
	2
	28512
	4752

	
	45
	11
	64QAM
	18
	17928
	24
	1
	3
	35640
	5940

	 
	50
	11
	64QAM
	18
	19968
	24
	1
	3
	39600
	6600

	
	60
	11
	64QAM
	18
	24072
	24
	1
	3
	47520
	7920

	 
	64
	11
	64QAM
	18
	25608
	24
	1
	4
	50688
	8448

	 
	75
	11
	64QAM
	18
	30216
	24
	1
	4
	59400
	9900

	
	80
	11
	64QAM
	18
	31752
	24
	1
	4
	63360
	10560

	
	81
	11
	64QAM
	18
	32264
	24
	1
	4
	64152
	10692

	
	90
	11
	64QAM
	18
	35856
	24
	1
	5
	71280
	11880

	 
	100
	11
	64QAM
	18
	39936
	24
	1
	5
	79200
	13200

	
	108
	11
	64QAM
	18
	43032
	24
	1
	6
	85536
	14256

	 
	120
	11
	64QAM
	18
	48168
	24
	1
	6
	95040
	15840

	 
	128
	11
	64QAM
	18
	51216
	24
	1
	7
	101376
	16896

	 
	135
	11
	64QAM
	18
	54296
	24
	1
	7
	106920
	17820

	 
	160
	11
	64QAM
	18
	63528
	24
	1
	8
	126720
	21120

	 
	162
	11
	64QAM
	18
	64552
	24
	1
	8
	128304
	21384

	
	180
	11
	64QAM
	18
	71688
	24
	1
	9
	142560
	23760

	 
	216
	11
	64QAM
	18
	86040
	24
	1
	11
	171072
	28512

	 
	243
	11
	64QAM
	18
	96264
	24
	1
	12
	192456
	32076

	 
	270
	11
	64QAM
	18
	108552
	24
	1
	13
	213840
	35640

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.2.4-2: Void

Table A.2.2.4-3: Void



[bookmark: _Toc21343174][bookmark: _Toc29770140][bookmark: _Toc29799639][bookmark: _Toc37254863][bookmark: _Toc37255506][bookmark: _Toc45887531][bookmark: _Toc53172268][bookmark: _Toc61357033][bookmark: _Toc67913902][bookmark: _Toc75469719][bookmark: _Toc76508209][bookmark: _Toc83193110]A.2.2.5	DFT-s-OFDM 256QAM
Table A.2.2.5-1: Reference Channels for DFT-s-OFDM 256QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	
	1
	11
	256QAM
	20
	704
	16
	2
	1
	1056
	132

	
	5
	11
	256QAM
	20
	3496
	16
	2
	1
	5280
	660

	
	9
	11
	256QAM
	20
	6272
	24
	1
	1
	9504
	1188

	 
	10
	11
	256QAM
	20
	7040
	24
	1
	1
	10560
	1320

	
	12
	11
	256QAM
	20
	8456
	24
	1
	2
	12672
	1584

	
	15
	11
	256QAM
	20
	10504
	24
	1
	2
	15840
	1980

	 
	18
	11
	256QAM
	20
	12552
	24
	1
	2
	19008
	2376

	 
	24
	11
	256QAM
	20
	16896
	24
	1
	3
	25344
	3168

	 
	25
	11
	256QAM
	20
	17424
	24
	1
	3
	26400
	3300

	 
	30
	11
	256QAM
	20
	21000
	24
	1
	3
	31680
	3960

	
	32
	11
	256QAM
	20
	22536
	24
	1
	3
	33792
	4224

	 
	36
	11
	256QAM
	20
	25104
	24
	1
	3
	38016
	4752

	
	45
	11
	256QAM
	20
	31752
	24
	1
	4
	47520
	5940

	 
	50
	11
	256QAM
	20
	34816
	24
	1
	5
	52800
	6600

	
	60
	11
	256QAM
	20
	42016
	24
	1
	5
	63360
	7920

	 
	64
	11
	256QAM
	20
	45096
	24
	1
	6
	67584
	8448

	 
	75
	11
	256QAM
	20
	53288
	24
	1
	7
	79200
	9900

	
	80
	11
	256QAM
	20
	56368
	24
	1
	7
	84480
	10560

	
	81
	11
	256QAM
	20
	57376
	24
	1
	7
	85536
	10692

	
	90
	11
	256QAM
	20
	63528
	24
	1
	8
	95040
	11880

	 
	100
	11
	256QAM
	20
	69672
	24
	1
	9
	105600
	13200

	
	108
	11
	256QAM
	20
	75792
	24
	1
	9
	114048
	14256

	 
	120
	11
	256QAM
	20
	83976
	24
	1
	10
	126720
	15840

	 
	128
	11
	256QAM
	20
	90176
	24
	1
	11
	135168
	16896

	 
	135
	11
	256QAM
	20
	94248
	24
	1
	12
	142560
	17820

	 
	160
	11
	256QAM
	20
	112648
	24
	1
	14
	168960
	21120

	 
	162
	11
	256QAM
	20
	114776
	24
	1
	14
	171072
	21384

	
	180
	11
	256QAM
	20
	127080
	24
	1
	16
	190080
	23760

	 
	216
	11
	256QAM
	20
	151608
	24
	1
	18
	228096
	28512

	 
	243
	11
	256QAM
	20
	172176
	24
	1
	21
	256608
	32076

	 
	270
	11
	256QAM
	20
	188576
	24
	1
	23
	285120
	35640

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-2 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.
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Table A.2.2.6-1: Reference Channels for CP-OFDM QPSK
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	QPSK
	2
	48
	16
	2
	1
	264
	132

	
	5
	11
	QPSK
	2
	256
	16
	2
	1
	1320
	660

	 
	6
	11
	QPSK
	2
	304
	16
	2
	1
	1584
	792

	 
	9
	11
	QPSK
	2
	456
	16
	2
	1
	2376
	1188

	
	10
	11
	QPSK
	2
	504
	16
	2
	1
	2640
	1320

	 
	11
	11
	QPSK
	2
	552
	16
	2
	1
	2904
	1452

	 
	12
	11
	QPSK
	2
	608
	16
	2
	1
	3168
	1584

	 
	13
	11
	QPSK
	2
	672
	16
	2
	1
	3432
	1716

	
	15
	11
	QPSK
	2
	768
	16
	2
	1
	3960
	1980

	 
	16
	11
	QPSK
	2
	808
	16
	2
	1
	4224
	2112

	 
	18
	11
	QPSK
	2
	928
	16
	2
	1
	4752
	2376

	 
	19
	11
	QPSK
	2
	984
	16
	2
	1
	5016
	2508

	 
	24
	11
	QPSK
	2
	1192
	16
	2
	1
	6336
	3168

	 
	25
	11
	QPSK
	2
	1256
	16
	2
	1
	6600
	3300

	 
	26
	11
	QPSK
	2
	1288
	16
	2
	1
	6864
	3432

	 
	31
	11
	QPSK
	2
	1544
	16
	2
	1
	8184
	4092

	 
	33
	11
	QPSK
	2
	1672
	16
	2
	1
	8712
	4356

	 
	38
	11
	QPSK
	2
	1928
	16
	2
	1
	10032
	5016

	 
	39
	11
	QPSK
	2
	2024
	16
	2
	1
	10296
	5148

	 
	40
	11
	QPSK
	2
	2024
	16
	2
	1
	10560
	5280

	
	47
	11
	QPSK
	2
	2408
	16
	2
	1
	12408
	6204

	 
	51
	11
	QPSK
	2
	2536
	16
	2
	1
	13464
	6732

	 
	52
	11
	QPSK
	2
	2600
	16
	2
	1
	13728
	6864

	 
	53
	11
	QPSK
	2
	2664
	16
	2
	1
	13992
	6996

	 
	54
	11
	QPSK
	2
	2664
	16
	2
	1
	14256
	7128

	 
	61
	11
	QPSK
	2
	3104
	16
	2
	1
	16104
	8052

	 
	65
	11
	QPSK
	2
	3240
	16
	2
	1
	17160
	8580

	 
	67
	11
	QPSK
	2
	3368
	16
	2
	1
	17688
	8844

	 
	68
	11
	QPSK
	2
	3368
	16
	2
	1
	17952
	8976

	 
	78
	11
	QPSK
	2
	3848
	24
	2
	2
	20592
	10296

	
	79
	11
	QPSK
	2
	3912
	24
	2
	2
	20856
	10428

	
	80
	11
	QPSK
	2
	3976
	24
	2
	2
	21120
	10560

	
	81
	11
	QPSK
	2
	4040
	24
	2
	2
	21384
	10692

	
	93
	11
	QPSK
	2
	4616
	24
	2
	2
	24552
	12276

	
	95
	11
	QPSK
	2
	4744
	24
	2
	2
	25080
	12540

	
	106
	11
	QPSK
	2
	5256
	24
	2
	2
	27984
	13992

	
	107
	11
	QPSK
	2
	5256
	24
	2
	2
	28248
	14124

	
	108
	11
	QPSK
	2
	5384
	24
	2
	2
	28512
	14256

	
	109
	11
	QPSK
	2
	5384
	24
	2
	2
	28776
	14388

	
	121
	11
	QPSK
	2
	6024
	24
	2
	2
	31944
	15972

	
	123
	11
	QPSK
	2
	6152
	24
	2
	2
	32472
	16236

	
	133
	11
	QPSK
	2
	6664
	24
	2
	2
	35112
	17556

	
	135
	11
	QPSK
	2
	6664
	24
	2
	2
	35640
	17820

	
	137
	11
	QPSK
	2
	6792
	24
	2
	2
	36168
	18084

	
	160
	11
	QPSK
	2
	7944
	24
	2
	3
	42240
	21120

	
	162
	11
	QPSK
	2
	8064
	24
	2
	3
	42768
	21384

	
	189
	11
	QPSK
	2
	9480
	24
	2
	3
	49896
	24948

	
	216
	11
	QPSK
	2
	10752
	24
	2
	3
	57024
	28512

	
	217
	11
	QPSK
	2
	10752
	24
	2
	3
	57288
	28644

	
	245
	11
	QPSK
	2
	12296
	24
	2
	4
	64680
	32340

	
	270
	11
	QPSK
	2
	13320
	24
	2
	4
	71280
	35640

	
	273
	11
	QPSK
	2
	13576
	24
	2
	4
	72072
	36036

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.
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Table A.2.2.7-1: Reference Channels for CP-OFDM 16QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	16QAM
	10
	176
	16
	2
	1
	528
	132

	
	5
	11
	16QAM
	10
	888
	16
	2
	1
	2640
	660

	 
	6
	11
	16QAM
	10
	1064
	16
	2
	1
	3168
	792

	 
	9
	11
	16QAM
	10
	1608
	16
	2
	1
	4752
	1188

	
	10
	11
	16QAM
	10
	1800
	16
	2
	1
	5280
	1320

	 
	11
	11
	16QAM
	10
	1928
	16
	2
	1
	5808
	1452

	 
	12
	11
	16QAM
	10
	2088
	16
	2
	1
	6336
	1584

	 
	13
	11
	16QAM
	10
	2280
	16
	2
	1
	6864
	1716

	
	15
	11
	16QAM
	10
	2664
	16
	2
	1
	7920
	1980

	 
	16
	11
	16QAM
	10
	2792
	16
	2
	1
	8448
	2112

	 
	18
	11
	16QAM
	10
	3240
	16
	2
	1
	9504
	2376

	 
	19
	11
	16QAM
	10
	3368
	16
	2
	1
	10032
	2508

	 
	24
	11
	16QAM
	10
	4224
	24
	1
	1
	12672
	3168

	 
	25
	11
	16QAM
	10
	4352
	24
	1
	1
	13200
	3300

	 
	26
	11
	16QAM
	10
	4480
	24
	1
	1
	13728
	3432

	 
	31
	11
	16QAM
	10
	5376
	24
	1
	1
	16368
	4092

	 
	33
	11
	16QAM
	10
	5760
	24
	1
	1
	17424
	4356

	 
	38
	11
	16QAM
	10
	6656
	24
	1
	1
	20064
	5016

	 
	39
	11
	16QAM
	10
	6784
	24
	1
	1
	20592
	5148

	 
	40
	11
	16QAM
	10
	7040
	24
	1
	1
	21120
	5280

	
	47
	11
	16QAM
	10
	8192
	24
	1
	1
	24816
	6204

	 
	51
	11
	16QAM
	10
	8968
	24
	1
	2
	26928
	6732

	 
	52
	11
	16QAM
	10
	9224
	24
	1
	2
	27456
	6864

	 
	53
	11
	16QAM
	10
	9224
	24
	1
	2
	27984
	6996

	 
	54
	11
	16QAM
	10
	9480
	24
	1
	2
	28512
	7128

	 
	61
	11
	16QAM
	10
	10760
	24
	1
	2
	32208
	8052

	 
	65
	11
	16QAM
	10
	11272
	24
	1
	2
	34320
	8580

	 
	67
	11
	16QAM
	10
	11784
	24
	1
	2
	35376
	8844

	 
	68
	11
	16QAM
	10
	11784
	24
	1
	2
	35904
	8976

	 
	78
	11
	16QAM
	10
	13576
	24
	1
	2
	41184
	10296

	
	79
	11
	16QAM
	10
	13832
	24
	1
	2
	41712
	10428

	
	80
	11
	16QAM
	10
	14088
	24
	1
	2
	42240
	10560

	
	81
	11
	16QAM
	10
	14088
	24
	1
	2
	42768
	10692

	
	93
	11
	16QAM
	10
	16392
	24
	1
	2
	49104
	12276

	
	95
	11
	16QAM
	10
	16392
	24
	1
	2
	50160
	12540

	
	106
	11
	16QAM
	10
	18432
	24
	1
	3
	55968
	13992

	
	107
	11
	16QAM
	10
	18960
	24
	1
	3
	56496
	14124

	
	108
	11
	16QAM
	10
	18960
	24
	1
	3
	57024
	14256

	
	109
	11
	16QAM
	10
	18960
	24
	1
	3
	57552
	14388

	
	121
	11
	16QAM
	10
	21000
	24
	1
	3
	63888
	15972

	
	123
	11
	16QAM
	10
	21504
	24
	1
	3
	64944
	16236

	
	133
	11
	16QAM
	10
	23040
	24
	1
	3
	70224
	17556

	
	135
	11
	16QAM
	10
	23568
	24
	1
	3
	71280
	17820

	
	137
	11
	16QAM
	10
	24072
	24
	1
	3
	72336
	18084

	
	160
	11
	16QAM
	10
	28168
	24
	1
	4
	84480
	21120

	
	162
	11
	16QAM
	10
	28168
	24
	1
	4
	85536
	21384

	
	189
	11
	16QAM
	10
	32776
	24
	1
	4
	99792
	24948

	
	216
	11
	16QAM
	10
	37896
	24
	1
	5
	114048
	28512

	
	217
	11
	16QAM
	10
	37896
	24
	1
	5
	114576
	28644

	
	245
	11
	16QAM
	10
	43032
	24
	1
	6
	129360
	32340

	
	270
	11
	16QAM
	10
	47112
	24
	1
	6
	142560
	35640

	
	273
	11
	16QAM
	10
	48168
	24
	1
	6
	144144
	36036

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.
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A.2.2.8	CP-OFDM 64QAM
Table A.2.2.8-1: Reference Channels for CP-OFDM 64QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	
	1
	11
	64QAM
	19
	408
	16
	2
	1
	792
	132

	
	5
	11
	64QAM
	19
	2024
	16
	2
	1
	3960
	660

	
	9
	11
	64QAM
	19
	3624
	16
	2
	1
	7128
	1188

	
	10
	11
	64QAM
	19
	3968
	24
	1
	1
	7920
	1320

	 
	11
	11
	64QAM
	19
	4352
	24
	1
	1
	8712
	1452

	
	12
	11
	64QAM
	19
	4736
	24
	1
	1
	9504
	1584

	
	13
	11
	64QAM
	19
	5120
	24
	1
	1
	10296
	1716

	
	15
	11
	64QAM
	19
	6016
	24
	1
	1
	11880
	1980

	 
	18
	11
	64QAM
	19
	7168
	24
	1
	1
	14256
	2376

	
	19
	11
	64QAM
	19
	7552
	24
	1
	
	15048
	2508

	 
	24
	11
	64QAM
	19
	9480
	24
	1
	2
	19008
	3168

	 
	25
	11
	64QAM
	19
	9992
	24
	1
	2
	19800
	3300

	
	26
	11
	64QAM
	19
	10504
	24
	1
	2
	20592
	3432

	 
	31
	11
	64QAM
	19
	12296
	24
	1
	2
	24552
	4092

	
	33
	11
	64QAM
	19
	13064
	24
	1
	2
	26136
	4356

	 
	38
	11
	64QAM
	19
	15112
	24
	1
	2
	30096
	5016

	
	39
	11
	64QAM
	19
	15624
	24
	1
	2
	30888
	5148

	
	47
	11
	64QAM
	19
	18960
	24
	1
	3
	37224
	6204

	 
	51
	11
	64QAM
	19
	20496
	24
	1
	3
	40392
	6732

	 
	52
	11
	64QAM
	19
	21000
	24
	1
	3
	41184
	6864

	
	53
	11
	64QAM
	19
	21000
	24
	1
	3
	41976
	6996

	
	61
	11
	64QAM
	19
	24567
	24
	1
	3
	48312
	8052

	 
	65
	11
	64QAM
	19
	26120
	24
	1
	4
	51480
	8580

	
	67
	11
	64QAM
	19
	26632
	24
	1
	4
	53064
	8844

	 
	78
	11
	64QAM
	19
	31240
	24
	1
	4
	61776
	10296

	 
	79
	11
	64QAM
	19
	31752
	24
	1
	4
	62568
	10428

	
	80
	11
	64QAM
	19
	31752
	24
	1
	4
	63360
	10560

	
	81
	11
	64QAM
	19
	32264
	24
	1
	4
	64152
	10692

	
	93
	11
	64QAM
	19
	36896
	24
	1
	5
	73656
	12276

	
	95
	11
	64QAM
	19
	37896
	24
	1
	5
	75240
	12540

	 
	106
	11
	64QAM
	19
	42016
	24
	1
	5
	83952
	13992

	 
	107
	11
	64QAM
	19
	43032
	24
	1
	6
	84744
	14124

	
	108
	11
	64QAM
	19
	43032
	24
	1
	6
	85536
	14256

	
	109
	11
	64QAM
	19
	44040
	24
	1
	6
	86328
	14388

	 
	121
	11
	64QAM
	19
	48168
	24
	1
	6
	95832
	15972

	
	123
	11
	64QAM
	19
	49176
	24
	1
	6
	97416
	16236

	 
	133
	11
	64QAM
	19
	53288
	24
	1
	7
	105336
	17556

	 
	135
	11
	64QAM
	19
	54296
	24
	1
	7
	106920
	17820

	
	137
	11
	64QAM
	19
	54296
	24
	1
	7
	108504
	18084

	 
	160
	11
	64QAM
	19
	63528
	24
	1
	8
	126720
	21120

	 
	162
	11
	64QAM
	19
	64552
	24
	1
	8
	128304
	21384

	
	189
	11
	64QAM
	19
	75792
	24
	1
	9
	149688
	24948

	 
	216
	11
	64QAM
	19
	86040
	24
	1
	11
	171072
	28512

	 
	217
	11
	64QAM
	19
	86040
	24
	1
	11
	171864
	28644

	 
	245
	11
	64QAM
	19
	98376
	24
	1
	12
	194040
	32340

	 
	270
	11
	64QAM
	19
	108552
	24
	1
	13
	213840
	35640

	 
	273
	11
	64QAM
	19
	108552
	24
	1
	13
	216216
	36036

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.
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Table A.2.2.9-1: Reference Channels for CP-OFDM 256QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	
	1
	11
	256QAM
	20
	704
	16
	2
	1
	1056
	132

	
	5
	11
	256QAM
	20
	3496
	16
	2
	1
	5280
	660

	
	9
	11
	256QAM
	20
	6272
	24
	1
	1
	9504
	1188

	
	10
	11
	256QAM
	20
	7040
	24
	1
	1
	10560
	1320

	 
	11
	11
	256QAM
	20
	7680
	24
	1
	1
	11616
	1452

	
	12
	11
	256QAM
	20
	8456
	24
	1
	2
	12672
	1584

	
	13
	11
	256QAM
	20
	9224
	24
	1
	2
	13728
	1716

	
	15
	11
	256QAM
	20
	10504
	24
	1
	2
	15840
	1980

	 
	18
	11
	256QAM
	20
	12552
	24
	1
	2
	19008
	2376

	
	19
	11
	256QAM
	20
	13320
	24
	1
	2
	20064
	2508

	 
	24
	11
	256QAM
	20
	16896
	24
	1
	3
	25344
	3168

	 
	25
	11
	256QAM
	20
	17424
	24
	1
	3
	26400
	3300

	
	26
	11
	256QAM
	20
	18432
	24
	1
	3
	27456
	3432

	 
	31
	11
	256QAM
	20
	22032
	24
	1
	3
	32736
	4092

	
	33
	11
	256QAM
	20
	23040
	24
	1
	3
	34848
	4356

	 
	38
	11
	256QAM
	20
	26632
	24
	1
	4
	40128
	5016

	
	39
	11
	256QAM
	20
	27656
	24
	1
	4
	41184
	5148

	
	47
	11
	256QAM
	20
	32776
	24
	1
	4
	49632
	6204

	 
	51
	11
	256QAM
	20
	35856
	24
	1
	5
	53856
	6732

	 
	52
	11
	256QAM
	20
	36896
	24
	1
	5
	54912
	6864

	
	53
	11
	256QAM
	20
	36896
	24
	1
	5
	55968
	6996

	
	61
	11
	256QAM
	20
	43032
	24
	1
	6
	64416
	8052

	 
	65
	11
	256QAM
	20
	46104
	24
	1
	6
	68640
	8580

	
	67
	11
	256QAM
	20
	47112
	24
	1
	6
	70752
	8844

	 
	78
	11
	256QAM
	20
	55304
	24
	1
	7
	82368
	10296

	 
	79
	11
	256QAM
	20
	55304
	24
	1
	7
	83424
	10428

	
	80
	11
	256QAM
	20
	56368
	24
	1
	7
	84480
	10560

	
	81
	11
	256QAM
	20
	57376
	24
	1
	7
	85536
	10692

	
	93
	11
	256QAM
	20
	65576
	24
	1
	8
	98208
	12276

	
	95
	11
	256QAM
	20
	67584
	24
	1
	8
	100320
	12540

	 
	106
	11
	256QAM
	20
	73776
	24
	1
	9
	111936
	13992

	 
	107
	11
	256QAM
	20
	75792
	24
	1
	9
	112992
	14124

	
	108
	11
	256QAM
	20
	75792
	24
	1
	9
	114048
	14256

	
	109
	11
	256QAM
	20
	75792
	24
	1
	9
	115104
	14388

	 
	121
	11
	256QAM
	20
	86040
	24
	1
	11
	127776
	15972

	
	123
	11
	256QAM
	20
	86040
	24
	1
	11
	129888
	16236

	 
	133
	11
	256QAM
	20
	94248
	24
	1
	12
	140448
	17556

	 
	135
	11
	256QAM
	20
	94248
	24
	1
	12
	142560
	17820

	
	137
	11
	256QAM
	20
	96264
	24
	1
	12
	144672
	18084

	 
	160
	11
	256QAM
	20
	112648
	24
	1
	14
	168960
	21120

	 
	162
	11
	256QAM
	20
	114776
	24
	1
	14
	171072
	21384

	
	189
	11
	256QAM
	20
	131176
	24
	1
	16
	199584
	24948

	 
	216
	11
	256QAM
	20
	151608
	24
	1
	18
	228096
	28512

	 
	217
	11
	256QAM
	20
	151608
	24
	1
	18
	229152
	28644

	 
	245
	11
	256QAM
	20
	172176
	24
	1
	21
	258720
	32340

	 
	270
	11
	256QAM
	20
	188576
	24
	1
	23
	285120
	35640

	 
	273
	11
	256QAM
	20
	192624
	24
	1
	23
	288288
	36036

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-2 defined in TS 38.214 [10].
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4: The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.2.9-2: Void

Table A.2.2.9-3: Void
< End of changes >

