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<< Start of changes >>
[bookmark: _Toc21026675][bookmark: _Toc27743958][bookmark: _Toc36197131][bookmark: _Toc36197823]6.5D.3	Spurious emissions for UL MIMO
[bookmark: _Toc27743959][bookmark: _Toc36197132][bookmark: _Toc36197824]6.5D.3.1	Transmitter Spurious emissions for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· OTA test procedure for UL MIMO is still under investigation
· TRP Measurement Uncertainty is FFS. 
· 39.905 TP analysis for UL MIMO is pending
· Applicability of Beam peak of single UL is FFS.
· Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
<< Unchanged sections skipped >>
[bookmark: _Toc27743960][bookmark: _Toc36197133][bookmark: _Toc36197825]6.5D.3.2	Spurious emission band UE co-existence for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· OTA test procedure for UL MIMO is still under investigation
· TRP Measurement Uncertainty is FFS. 
· 38.905 TP analysis for UL MIMO is pending
· Applicability of Beam peak of single UL is FFS.
· Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
<< Unchanged sections skipped >>
[bookmark: _Toc27743961][bookmark: _Toc36197134][bookmark: _Toc36197826]6.5D.3.3	Additional spurious emissions for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· OTA test procedure for UL MIMO is still under investigation
· TRP Measurement Uncertainty is FFS. 
· 38.905 TP analysis for UL MIMO is pending
· Applicability of Beam peak of single UL is FFS.
· Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
<< End of changes >>

