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<< Start of changes >>
[bookmark: _Toc27410901][bookmark: _Toc36039413][bookmark: _Toc43838773][bookmark: _Toc51772928][bookmark: _Toc58245134][bookmark: _Toc68089583][bookmark: _Toc69067704][bookmark: _Toc75383242][bookmark: _Toc83706890][bookmark: _Toc90491595]A.4.3.2	Physical Layer Baseline Implementation Capabilities
Table A.4.3.2-1: UE Physical Layer Baseline Implementation Capabilities
	Item
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support PDSCH reception based on semi-persistent scheduling
	38.306, 4.2.7.10
	Rel-15
	pc_downlinkSPS
	No
	
	

	2
	Support 256QAM for PDSCH for FR1
	38.306, 4.2.7.10
	Rel-15
	pc_pdsch_256QAM_FR1
	Yes
	
	

	3
	Support 256QAM for PDSCH for at least one NR FR2 band
	38.306, 4.2.7.2
	Rel-15
	pc_pdsch_256QAM_FR2
	No
	
	

	4
	Support 256QAM for PUSCH for at least one NR FR1 band
	38.306, 4.2.7.2
	Rel-15
	pc_pusch_256QAM_FR1
	No
	
	

	4a
	Support 256QAM for PUSCH for at least one NR FR2 band
	38.306, 4.2.7.2
	Rel-15
	pc_pusch_256QAM_FR2
	No
	
	

	5
	Support receiving PDSCH using PDSCH mapping type A with less than seven symbols
	38.306, 4.2.7.10
	Rel-15
	pc_pdsch_MappingTypeA
	Yes
	Yes
	

	6
	Support receiving PDSCH using PDSCH mapping type B
	38.306, 4.2.7.10
	Rel-15
	pc_pdsch_MappingTypeB
	Yes
	
	

	7
	Support resource allocation Type 0 for PUSCH
	38.306, 4.2.7.10
	Rel-15
	pc_ra_Type0_PUSCH
	No
	
	

	
	<< Unchanged rows skipped>>
	
	
	
	
	
	

	62
	Support Pre-Emption Indication
	38.306, 4.2.7.10
	Rel-15
	pc_preEmptIndication_DL
	No
	
	

	63
	Support of SSB based BFD
	38.306, 4.2.7.2
	Rel-15
	pc_maxNumberSSB_BFD
	CY
	
	

	64
	Support of CSI-RS based BFD 
	38.306, 4.2.7.2
	Rel-15
	pc_maxNumberCSI_RS_BFD
	CY
	
	

	65
	Support of SSB and/or CSI-RS based Link Recovery
	38.306, 4.2.7.2
	Rel-15
	pc_maxNumberCSI_RS_SSB_CBD
	CY
	
	

	66
	Support of type II codebook
	38.306,
4.2.7.2
	Rel-15
	pc_typeIICodebook
	No
	
	

	67
	Support of Enhanced Type II codebook with at least 16 ports per CSI-RS resource
	38.306, 4.2.7.2
	Rel-16
	pc_enhanced_typeII_codebook
	No
	
	

	xx
	Support enhanced UL performance for the transient period
	38.306 
4.2.7.2
	Rel-16
	pc_enhancedUL-TransientPeriod-r16
	No
	
	



<< End of changes >>

