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[Start of changes]
[bookmark: _Toc68073945][bookmark: _Toc75371807][bookmark: _Toc83727875]B.8	Current test completion status per CA configuration
The completion status per EN-DC configuration is documented in clause 4.3.3.1.
[bookmark: _Toc68073946][bookmark: _Toc75371808][bookmark: _Toc83727876]B.9	Reference Sensitivity checklist for CA
The purpose of this paragraph is to facilitate the reference sensitivity test point analysis in TR 38.905 for NR CA configurations.
Checklist for CA
1)  Check for any 3DL/2UL IMD reference sensitivity exceptions in TS 38.101-1 [5], Table 7.3A.5-2.
 2)  Add the result from 3DL / 2UL check to Table 4.1.3.1-3 for 3CC.
3)  Check if any 2 UL CA configurations (fallbacks) listed in table 5.5A.3.2-1 for 3CC or table 5.5A.3.3-1 for 4CC have any Refsense exceptions. Do this by checking if the fallback configuration(s) are listed as exceptions in the tables listed below: 
· UL Harmonic Distortion, as defined in TS 38.101-1 [5], Table 7.3A.4-1 - Table 7.3A.4-2.  
· RX Harmonic Mixing, as defined in TS 38.101-1 [5], Table 7.3A.4-4 - Table 7.3A.4-5.
· Intermodulation Distortion, as defined in TS 38.101-1 [5], Table 7.3A.5-1 - Table 7.3A.5-1a.
· Cross Band Isolation, as defined in TS 38.101-1 [5], Table 7.3A.6-1 - 7.3A.6.2. 
4) If necessary, add the result from the check to Table 4.1.3.1-2 for 2CC. 
5) Add test frequencies to Table B.4-1 if a new 2CC harmonic band pair was added to Table 4.1.3.1-2. 
6) Add test points to test case in TS 38.521-1.
Annex C: Principles for test point selection for FR2 NR CA reference sensitivity test cases
[bookmark: _Toc27418765][bookmark: _Toc36042420][bookmark: _Toc43899748][bookmark: _Toc51767660][bookmark: _Toc59039998][bookmark: _Toc68073969][bookmark: _Toc75371831][bookmark: _Toc83727900][bookmark: historyclause] [End of changes]

