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-------- Start of changes --------
4.3.1.1.2	NR inter-band CA and NR-DC configurations in FR1
4.3.1.1.2.1	NR inter-band CA and NR-DC configurations in FR1 (two bands)
Table 4.3.1.1.2.1-1: Inter-band NR CA configurations (FR1, two bands)
	NR CA
configuration
	Uplink NR CA
configuration
	NR CA downlink configuration band 1
	NR CA downlink configuration band 2
	NR CA uplink configuration band 1
	NR CA uplink configuration band 2
	Applicable for protocol testing
(Note 2)

	CA_n1A-n3A
	CA_n1A-n3A
	n1A
	n3A
	n1A
	n3A
	Yes

	CA_n1(2A)-n3A
	-
	n1(2A)
	n3A
	n1A
	n3A
	No

	CA_n1(2A)-n5A
	-
	n1(2A)
	n5A
	-
	-
	No

	CA_n1(2A)-n8A
	-
	n1(2A)
	n8A
	-
	-
	No

	CA_n1A-n77A
	-
	n1A
	n77A
	-
	-
	Yes

	CA_n1A-n78A
	CA_n1A-n78A
	n1A
	n78A
	n1A
	n78A
	Yes

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1A
	n78(2A)
	n1A
	n78A
	No

	CA_n1A-n78C
	CA_n1A-n78A
	n1A
	n78C
	n1A
	n78A
	No

	CA_n1(2A)-n78A
	-
	n1(2A)
	n78A
	-
	-
	No

	CA_n3A-n5A
	CA_n3A-n5A
	n3A
	n5A
	n3A
	n5A
	Yes

	CA_n3(2A)-n5A
	-
	n3(2A)
	n5A
	-
	-
	No

	CA_n3(2A)-n8A
	-
	n3(2A)
	n8A
	-
	-
	No

	CA_n3A-n41A
	CA_n3A-n41A
	n3A
	n41A
	n3A
	n41A
	Yes

	CA_n3A-n77A
	-
	n3A
	n77A
	-
	-
	Yes

	CA_n3A-n78A
	CA_n3A-n78A
	n3A
	n78A
	n3A
	n78A
	Yes

	CA_n3A-n78(2A)
	CA_n3A-n78A
CA_n78(2A)
	n3A
	n78(2A)
	n3A
-
	n78A
n78(2A)
	No

	CA_n3(2A)-n78A
	-
	n3(2A)
	n78A
	-
	-
	No

	CA_n3A-n79A
	CA_n3A-n79A
	n3A
	n79A
	n3A
	n79A
	Yes

	CA_n5A-n7A 
	-
	n5A
	n7A
	-
	-
	Yes

	CA_n5A-n78A
	-
	n5A
	n78A
	-
	-
	Yes

	CA_n5A-n78(2A)
	CA_n5A-n78A
	n5A
	n78(2A)
	n5A
	n78A
	No

	CA_n7A-n78A
	-
	n7A
	n78A
	-
	-
	Yes

	CA_n8A-n75A
	-
	n8A
	n75A
	-
	-
	Yes

	CA_n8A-n78A
	CA_n8A-n78A
	n8A
	n78A
	n8A
	n78A
	Yes

	CA_n8A-n78(2A)
	CA_n8A-n78A
	n8A
	n78(2A)
	n8A
	n78(2A)
	No

	CA_n8A-n79A
	CA_n8A-n79A
	n8A
	n79A
	n8A
	n79A
	Yes

	CA_n24A-n41A
	CA_n24A-n41A
	n24A
	n41A
	n24A
	n41A
	Yes

	CA_n24A-n41(2A)
	CA_n24A-n41A
	n24A
	n41(2A)
	n24A
	n41A
	No

	CA_n24A-n48A
	CA_n24A-n48A
	n24A
	n48A
	n24A
	n48A
	Yes

	CA_n24A-n48B
	CA_n24A-n48A
	n24A
	CA_n48B
	n24A
	n48A
	No

	CA_n24A-n48(2A)
	CA_n24A-n48A
	n24A
	CA_n48(2A)
	n24A
	n48A
	No

	CA_n24A-n77A
	CA_n24A-n77A
	n24A
	n77A
	n24A
	n77A
	Yes

	CA_n24A-n77C
	CA_n24A-n77A
	n24A
	CA_n77C
	n24A
	n77A
	No

	CA_n26A-n66A
	CA_n26A-n66A
	n26A
	n66A
	n26A
	n66A
	Yes

	CA_n26A-n66(2A)
	CA_n26A-n66A
	n26A
	n66(2A)
	n26A
	n66A
	No

	CA_n26A-n70A
	CA_n26A-n70A
	n26A
	n70A
	n26A
	n70A
	Yes

	CA_n28A-n41A
	CA_n28A-n41A
	n28A
	n41A
	n28A
	n41A
	Yes

	CA_n28A-n75A
	-
	n28A
	n75A
	-
	-
	Yes

	CA_n28A-n78A
	CA_n28A-n78A
	n28A
	n78A
	n28A
	n78A
	Yes

	CA_n28A-n79A
	CA_n28A-n79A
	n28A
	n79A
	n28A
	n79A
	Yes

	CA_n29A-n66A
	-
	n29A
	n66A
(Note 1)
	-
	-
	Yes

	CA_n29B-n66B
	-
	n29A
	n66B
(Note 1)
	-
	-
	No

	CA_n29A-n66(2A)
	-
	n29A
	n66(2A)
(Note 1)
	-
	-
	No

	CA_n29A-n70A
	-
	n29A
	n70A
(Note 1)
	-
	-
	Yes

	CA_n41A-n78A
	-
	n41A
	n78A
	-
	-
	Yes

	CA_n41A-n79A
	CA_n41A-n79A
	n41A
	n79A
	n41A
	n79A
	Yes

	CA_n41C-n79A
	CA_n41A-n79A
	CA_n41C
	n79A
	n41A
	n79A
	No

	
	CA_n41C
	CA_n41C
	n79A
	CA_n41C
	-
	No

	CA_n48A-n66A
	CA_n48A-n66A
	n48A
	n66A
	n48A
	n66A
	Yes

	CA_n48A-n66(2A)
	CA_n48A-n66A
	n48A
	n66(2A)
	n48A
	n66A
	No

	CA_n48A-n70A3
	CA_n48A-n70A
	n48A
	n70A
	n48A
	n70A
	Yes

	CA_n48A-n71A
	CA_n48A-n71A
	n48A
	n71A
	n48A
	n71A
	Yes

	CA_n48A-n71(2A)
	CA_n48A-n71A
	n48A
	n71(2A)
	n48A
	n71A
	No

	CA_n48B-n66A
	CA_n48A-n66A
	n48B
	n66
	n48A
	n66A
	No

	CA_n48B-n70A
	CA_n48A-n70A
	n48B
	n70A
	n48A
	n70A
	No

	CA_n48B-n71A
	CA_n48A-n71A
	n48B
	n71A
	n48A
	n71A
	No

	CA_n48(2A)-n66A
	CA_n48A-n66A
	n48(2A)
	n66
	n48A
	n66A
	No

	CA_n48(2A)-n70A
	CA_n48A-n70A
	n48(2A)
	n70A
	n48A
	n70A
	No

	CA_n48(2A-n71A
	CA_n48A-n71A
	n48(2A)
	n71A
	n48A
	n71A
	No

	CA_n66A-n70A
	-
	n66A
	n70A
	-
	-
	Yes

	CA_n66B-n70A
	-
	n66B
	n70A
	-
	-
	No

	CA_n66(2A)-n70A
	-
	n66(2A)
	n70A
	-
	-
	No

	CA_n66A-n71A
	CA_n66A-n71A
	n66A
	n71A
	n66A
	n71A
	Yes

	CA_n66A-n71(2A)
	CA_n66A-n71A
	n66A
	n71(2A)
	n66A
	n71A
	No

	CA_n66B-n71A
	CA_n66A-n71A
	n66B
	n71A
	n66A
	n71A
	No

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66(2A)
	n71A
	n66A
	n71A
	No

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	n66(2A)
	n71(2A)
	n66A
	n71A
	No

	CA_n70A-n71A
	CA_n70A-n71A
	n70A
	n71A
	n70A
	n71A
	Yes

	CA_n70A-n71(2A)
	CA_n70A-n71A
	n70A
	n71(2A)
	n70A
	n71A
	No

	CA_n75A-n78A
	-
	n75A
	n78A
(Note 1)
	-
	-
	Yes

	CA_n76A-n78A
	-
	n76A
	n78A
(Note 1)
	-
	-
	Yes

	CA_n77A-n79A
	-
	n77A
	n79A
	-
	-
	Yes

	CA_n78A-n79A
	-
	n78A
	n79A
	-
	-
	Yes

	Note 1:	This band is used as PCell.
Note 2:	Protocol testing is limited to NR CA configurations with 2CC.
Note 3:     The same configuration applies to corresponding NR-DC configuration in Table 4.3.1.1.2.1-2. If UE supporting NR-DC configuration do not support the corresponding CA configuration, NR-DC configuration is used in CA test cases.



Table 4.3.1.1.2.1-2: Inter-band NR-DC configurations (FR1, two bands)
	NR-DC
configuration
(Note 2)
	Uplink NR-DC
configuration (Note 2)
	NR-DC downlink configuration band 1
	NR-DC downlink configuration band 2
	NR-DC uplink configuration band 1
	NR-DC uplink configuration band 2
	Applicable for protocol testing
(Note 1)

	DC_n48A-n70A
	DC_n48A-n70A
	n48A
	n70A
	n48A
	n70A
	Yes

	Note 1:	Protocol testing is limited to NR-DC configurations with 2CC.
Note 2:     The same configuration applies to corresponding CA configuration in Table 4.3.1.1.2.1-1. If UE supporting NR-DC configuration do not support the corresponding CA configuration, NR-DC configuration is used in CA test cases.
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-------- End of changes --------
