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[bookmark: _Toc20840016][bookmark: _Toc29486713][bookmark: _Toc44053560][bookmark: _Toc52300539][bookmark: _Toc58525799]--------------------------------------------------------------------------------------------------------- Start of changes ------------------------------------------------------------------------------------------------------------

--------------------------------------------------------------------------------------------------------- Omitted chapters ------------------------------------------------------------------------------------------------------------
[bookmark: _Toc75430301][bookmark: _Toc90567090]4.2	RRM conformance test cases
[bookmark: OLE_LINK4][bookmark: OLE_LINK5]Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:	To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch


--------------------------------------------------------------------------------------------------------- Omitted rows ------------------------------------------------------------------------------------------------------------

	8.16.93
	5 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	Rel-11
	C223
	UE supporting E-UTRA FDDor E-UTRA TDD and 5DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C223a
	UE supporting E-UTRA FDD, E-UTRA TDD and 5DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	8.16.94
	5 DL CA Activation and Deactivation of Unknown SCell in Non-DRX with generic duplex modes
	Rel-11
	C223
	UE supporting E-UTRA FDD or E-UTRA TDD and 5DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C223a
	UE supporting E-UTRA FDD, E-UTRA TDD and 5DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	8.16.95
	6DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with generic duplex modes
	Rel-14
	C232
	UE supporting E-UTRA FDD or TDD and 6DL CA and Feature Group Indicator 111.
	
	
	2Rx, 4Rx

	8.16.99
	7DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with generic duplex modes
	Rel-14
	C233
	UE supporting E-UTRA FDD or TDD and 7DL CA and Feature Group Indicator 111.
	
	
	2Rx, 4Rx

	8.16.1030
	E-UTRAN FDD hibernation and activation of known SCell in non-DRX
	Rel-15
	C239
	UE supporting E-UTRA FDD and SCell MAC CE hibernation
	
	
	

	8.16.103A1
	E-UTRAN TDD hibernation and activation of known SCell in non-DRX
	Rel-15
	C240
	UE supporting E-UTRA TDD and SCell MAC CE hibernation
	
	
	

	8.16.1042
	E-UTRAN FDD hibernation and activation of unknown SCell in non-DRX
	Rel-15
	C239
	UE supporting E-UTRA FDD and SCell MAC CE hibernation
	
	
	

	8.16.104A3
	E-UTRAN TDD hibernation and activation of unknown SCell in non-DRX
	Rel-15
	C240
	UE supporting E-UTRA TDD and SCell MAC CE hibernation
	
	
	

	8.18.1
	E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions
	Rel-9
	C40
	UE supporting E-UTRA TDD and cdma2000 HRPD and Feature Group Indicator 15
	
	
	2Rx, 4Rx

	8.19.1
	E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions
	Rel-9
	C41
	UE supporting E-UTRA TDD and cdma2000 1xRTT and Feature Group Indicator 15
	
	
	2Rx, 4Rx

	8.20.1
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	
	2Rx, 4Rx




--------------------------------------------------------------------------------------------------------- End of changes ------------------------------------------------------------------------------------------------------------

