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<< Start of changes >>
<< Unchanged sections omitted >>
[bookmark: _Toc20936804][bookmark: _Toc36713249][bookmark: _Toc36713652][bookmark: _Toc52217965][bookmark: _Toc58499577][bookmark: _Toc68538434][bookmark: _Toc75510017][bookmark: _Toc90971495][bookmark: _Toc100158403]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [9] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [9].
For the purposes of the present document, the following abbreviations apply:
5GS	5G System
ACLR	Adjacent Channel Leakage Ratio
AWGN	Additive White Gaussian Noise
BPSK	Binary Phase Shift Keying
BWP	Bandwidth Part
CA	Carrier Aggregation
CBW	Channel Bandwidth
CC	Component Carrier
CMR	Channel Measurement Resource
CQI	Channel Quality Indicator
CSI	Channel State Information
DAPS	Dual Active Protocol Stack
DC	Dual Connectivity
DCI	Downlink Control Information
DL	Downlink
DRX	Discontinuous Reception
EIRP	Effective Isotropic Radiated Power
EIS	Effective Isotropic Sensitivity
EN-DC	E-UTRA/NR Dual Connectivity
E-UTRA	Evolved UTRA
EVM	Error Vector Magnitude
FDD	Frequency Division Duplex
FR1	Frequency Range 1 (410 MHz - 7125 MHz)
FR2	Frequency Range 2 (24250 MHz - 52600 MHz)
HST	High Speed Train
ICS	Implementation Conformance Statement
IMR	Interference Measurement Resource
IXIT	Implementation eXtra Information for Testing
L1	Layer 1
MAC	Medium Access Control
MCG	Master Cell Group
MPR	Allowed maximum power reduction
NR	New Radio
NSA	Non-Standalone, a mode of operation where operation of another radio is assisted with another radio
PCell	Primary Cell
PDCCH	Physical Downlink Control Channel
PDSCH	Physical Downlink Shared Channel
PIXIT	Protocol Implementation eXtra Information for Testing
PMI	Pre-coding Matrix Indicator
PRACH	Physical Random Access Channel
PSCell	Primary SCG Cell
QAM	Quadrature Amplitude Modulation
RF	Radio Frequency
RLM	Radio Link Monitoring
RRC	Radio Resource Control
RRM	Radio Resource Management
RSRP	Reference Signal Received Power
RSRQ	Reference Signal Received Quality
SA	Standalone
SC	Single Carrier
SCC	Secondary Component Carrier
SCell	Secondary Cell
SCG	Secondary Cell Group
SCS	System Conformance Statement / Subcarrier Spacing
SDL	Supplementary Downlink
SFN	System Frame Number
SFTD	SFN and Frame Timing Difference
SINR	Signal to Interference plus Noise Ratio
SL	Sidelink
SL-MIMO	Sidelink-Multiple Antenna Transmission
SRS	Sounding Reference Signal
SSB	Synchronization Signal Block
SS-RSRP	Synchronization Signal based RSRP
SS-RSRQ	Synchronization Signal based RSRQ
SS-SINR	Synchronization Signal based SINR
SUL	Supplementary UpLink
TC	Test Case
TDD	Time Division Duplex
TRP	Total Radiated Power
UEUT	User Equipment Under Test
UL	Uplink
UL MIMO	Uplink Multiple Antenna transmission
UTRA	UMTS Terrestrial Radio Access
V2X	Vehicle to Everything
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