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Editors Note: FFS – Introduction of PICS –“ UEs supporting 5G Core without PLMN access” 
<Unchanged sections skipped>
<Start of modified Section>
	6.5
	SNPN and CAG Selection
	
	
	

	6.5.1
	SNPN Only Selection
	
	
	

	6.5.1.1
	SNPN Selection in Manual Mode
	Rel-16
	C131
	SNPN and UEs supporting 5G Core OR UEs supporting 5G Core without PLMN access and SNPN

	6.5.1.2
	SNPN Selection in Automatic Mode
	Rel-16
	C131
	SNPN and UEs supporting 5G Core OR UEs supporting 5G Core without PLMN access and SNPN

	6.5.1.3
	SNPN / User Reselection in Automatic Mode
	Rel-16
	C167
	SNPN and user initiated SNPN reselection in automatic mode on NR and UEs supporting 5G Core OR UEs supporting 5G Core without PLMN access and SNPN and user initiated SNPN reselection in automatic mode on NR



Table 4.1-7a: Applicability of Protocol conformance NR V2X NAS layer test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	13
	V2X NAS layer
	
	
	

	13.1
	V2X policy provisioning
	
	
	

	13.1.1
	V2X policy provisioning / Precedence / Validity timer expires  / geographical area changes
	Rel-16
	C166
	UE supporting 5G Core and V2X communication over NR-PC5

	13.2
	PC5 unicast
	
	
	

	13.2.1
	PC5 unicast / link establishment / Reject / Conflict Layer 2 ID
	Rel-16
	C128
	UE supporting 5G core and NR sidelink

	13.2.2
	PC5 unicast / link Security Mode
	Rel-16
	C128
	UE supporting 5G core and NR sidelink

	13.2.5
	PC5 unicast / link identifier update
	Rel-16
	C128
	UE supporting 5G core and NR sidelink transmission mode 2

	13.2.6
	PC5 unicast / link keep alive
	Rel-16
	C128
	UE supporting 5G core and NR sidelink



Table 4.1-7b: Additional Information of Applicability of Protocol conformance NR V2X NAS layer test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	TBD
	
	
	
	



Table 4.1-8a: Applicability of Protocol conformance Verticals test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	14
	Verticals
	
	
	

	14.1
	Legacy test cases for Rel-16 SNPN-Only UE
	
	
	

	14.1.1
	Idle and RRC Inactive Mode Operation for SNPN-Only

	
	
	

	14.1.1.1
	Cell Selection/Qrxlevmin & Cell Reselection (Intra NR)

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.2
	Cell selection / Qqualmin / Intra NR / Serving cell becomes non-suitable (Srxlev > 0, Squal < 0)

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.3
	Cell selection / Intra NR / Serving cell becomes non-suitable (S<0, MIB Indicated barred)
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.4
	Cell reselection for interband operation

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.5
	Cell reselection for interband operation using Pcompensation / Between FDD and TDD
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.6
	Cell reselection using Qhyst, Qoffset and Treselection

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.7
	Area Specific SIBs using systemInformationAreaID
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.8
	Inter-frequency cell reselection (equal priority)

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.9
	Cell reselection / Cell-specific reselection parameters provided by the network in a neighbouring cell list
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.10
	Cell reselection, Sintrasearch, Snonintrasearch

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.11
	Speed-dependent cell reselection
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.12
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.13
	Cell reselection, SIntraSearchQ and SnonIntraSearchQ

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.14
	Inter-frequency cell reselection based on common priority information with parameters ThreshX, HighQ, ThreshX, LowQ and ThreshServing, LowQ

	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.15
	Cell Selection/Qrxlevmin & Cell Reselection (Intra NR in RRC_INACTIVE state)
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	14.1.1.16
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs in RRC_INACTIVE state
	Rel-16
	Cxyz
	UEs supporting 5G Core without PLMN access and SNPN 

	Note 1:	FFS – Above test cases are applied for SNPN Only UE, PICS for “5G Core without PLMN access” is FFS. If a UE enables “5G Core without PLMN access” and does not indicate support for “5G core” then all R-15 and R-16 tests are skipped except applicable SNPN specific tests



Table 4.1-8b: Additional Information of Applicability of Protocol conformance Verticals test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	TBD
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Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression




	Comment

	Cxyz
	FFS
	UEs supporting 5G Core without PLMN access and SNPN (FFS)
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