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-------- Start of changes --------
7.1.1.1	NR SA FR2 cell re-selection
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- TT analysis is missing.
- Connection diagram is TBD.
7.1.1.1.1	Test purpose
The purpose of this test is to verify the requirement for the intra frequency NR cell reselection requirements specified in TS 38.133 clause 4.2.2.3.
-------- Skipped unchanged clauses --------
7.1.1.1.5	Test requirement
Tables 7.1.1.1.4.1-3 and 7.1.1.1.5-1 define the primary level settings including test tolerances for intra frequency NR cell re-selection test case. 
Table 7.1.1.1.5-1: Cell specific test parameters for NR SA FR2 cell re-selection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	PDSCH RMC configuration
	
	1
	SR.3.1 TDD
	SR.3.1 TDD

	
	
	2
	SR.3.1 TDD
	SR.3.1 TDD

	RMSI CORESET RMC configuration 
	
	1
	CR.3.1 TDD
	CR.3.1 TDD

	
	
	2
	CR.3.1 TDD
	CR.3.1 TDD

	Dedicated CORESET RMC configuration 
	
	1
	CCR.3.1 TDD
	CCR.3.1 TDD

	
	
	2
	CCR.3.1 TDD
	CCR.3.1 TDD

	SSB configuration
	
	1
	SSB.3 FR2
	SSB.7 FR2

	
	
	2
	SSB.4 FR2
	SSB.8 FR2

	OCNG Pattern
	
	1, 2
	OP.4
	OP.4

	Initial DL BWP configuration
	
	1, 2
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2
	SSB
	SSB

	Qrxlevmin
	dBm/SCS
	1
	-140
	-140

	
	
	2
	-137
	-137

	Pcompensation
	dB
	1, 2
	0
	0

	Qhysts
	dB
	1, 2
	0
	0

	Qoffsets, n
	dB
	1, 2
	0
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2
	SS-RSRP
	SS-RSRP

	AoA setup
	
	1, 2
	Setup 1 defined in A.3.9.1
	Setup 1 defined in A.3.9.1

	

	dB
	1
	8
	-3
	1.5
	-infinity
	1.5
	-3

	
	
	2
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-93

	
	
	2
	-90

	
 Note2
	dBm/15 kHz
	1
	-102

	
	
	2
	

	

	dB
	1
	8
	-3
	1.5
	-infinity
	1.5
	-3

	
	
	2
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-85
	-96
	-91.5
	-infinity 
	-91.5
	-96

	
	
	2
	-82
	-93
	-88.5
	-infinity 
	-88.5
	-93

	Io
	dBm/95.04 MHz
	1
	-59.37
	-63.40
	-62.47
	-64.01
	-62.47
	-63.40

	
	
	2
	-57.18
	-62.86
	-61.67
	-64.01
	-61.67
	-62.86

	Treselection
	s
	1, 2
	0
	0
	0
	0
	0
	0

	SintrasearchP
	dB
	1, 2
	50
	50

	Propagation Condition
	
	1, 2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



The cell re-selection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send preambles on the PRACH for sending the RRC SETUP REQUEST message to perform a Registration procedure for mobility on Cell 2.
The cell re-selection delay to a newly detectable cell test requirement in this case is expressed as:
Cell re-selection delay to a newly detectable cell = Tdetect,NR_Intra + TSI-NR
Tdetect,NR_Intra = 128 s; as specified in TS 38.133 [6] clause 4.2.2.3.
TSI-NR = 1280 ms; maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell is assumed in this test. 
The cell re-selection delay to a newly detectable cell shall be less than a total of 129.28 seconds in this test case (note: this gives a total of 129.28 seconds but the test allows 130 seconds).
The cell re-selection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the RRC SETUP REQUEST message to perform a Registration procedure for mobility on Cell 1.
The cell re-selection delay to an already detected cell test requirement in this case is expressed as:
Cell re-selection to an already detected cell delay = Tevaluate,NR_Intra + TSI-NR
Tevaluate,NR_Intra = 25.6 s; as specified in TS 38.133 [6] clause 4.2.2.3.
TSI-NR = 1280 ms; maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell is assumed in this test. 
The cell re-selection delay to an already detected cell shall be less than a total of 26.88 seconds in this test case (note: this gives a total of 26.88 seconds but the test allows 27 seconds).
For the test to pass, both events above shall pass.
The statistical pass/ fail decisions are done separated for each event. For an event to pass, the total number of successful loops shall be more than 90% of the cases with a confidence level of 95%.
7.1.1.2	NR SA FR2-FR2 cell re-selection
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- TT analysis is missing.
- Connect diagram is TBD
7.1.1.2.1	Test purpose
The purpose of this test is to verify the requirement for the inter frequency NR cell reselection requirements specified in TS 38.133 clause 4.2.2.4.
-------- Skipped unchanged clauses --------
7.1.1.2.5	Test requirement
Tables 7.1.1.2.4.1-3 and 7.1.1.2.5-1 define the primary level settings including test tolerances for inter frequency NR cell re-selection test case. 
Table 7.1.1.2.5-1: Cell specific test parameters for NR SA FR2-FR2 cell re-selection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	PDSCH RMC configuration
	
	1, 2
	SR.3.1 TDD
	SR.3.1 TDD

	RMSI CORESET parameters
	
	1, 2
	CR.3.1 TDD
	CR.3.1 TDD

	RMSI CORESET RMC configuration 
	
	1, 2
	CCR.3.1 TDD
	CCR.3.1 TDD

	OCNG Pattern
	
	1, 2
	OP.1
	OP.1

	Initial DL BWP configuration
	
	1, 2
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2
	SSB
	SSB

	Qrxlevmin
	dBm/SCS
	1
	-140
	-140

	
	
	2
	-137
	-137

	Pcompensation
	dB
	1, 2
	0
	0

	Qhysts
	dB
	1, 2
	0
	0

	Qoffsets, n
	dB
	1, 2
	0
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2
	SS-RSRP
	SS-RSRP

	AoA setup
	
	1, 2
	Setup 1 defined in A.3.9.1
	Setup 1 defined in A.3.9.1

	

	dB
	1
	8
	8
	8
	-3
	-infinity
	8

	
	
	2
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-93

	
	
	2
	-90

	
 Note2
	dBm/15 kHz
	1
	-102

	
	
	2
	

	

	dB
	1
	8
	8
	8
	-3
	-infinity
	8

	
	
	2
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-85
	-85
	-85
	-96
	-infinity
	-85

	
	
	2
	-82
	-82
	-82
	-93
	-infinity
	-82

	Io
	dBm/95.04 MHz
	1
	-55.37
	-55.37
	-55.37
	-62.25
	-infinity
	-55.37

	
	
	2
	-52.37
	-52.37
	-52.37
	-59.25
	-infinity
	-52.37

	Treselection
	s
	1, 2
	0
	0
	0
	0
	0
	0

	SnonintrasearchP
	dB
	1, 2
	50
	Not sent

	Threshx, highP
	dB
	1, 2
	48
	48

	Threshserving, lowP
	dB
	1, 2
	44
	44

	Threshx, lowP
	dB
	1, 2
	50
	50

	Propagation Condition
	
	1, 2
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



-------- End of changes --------
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