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When receiving PDSCH scheduled by DCI format 1_0, the UE shall assume the number of DM-RS CDM groups without data is 1 which corresponds to CDM group 0 for the case of PDSCH with allocation duration of 2 symbols, and the UE shall assume that the number of DM-RS CDM groups without data is 2 which corresponds to CDM group {0,1} for all other cases.
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<<Unchanged sections skipped>>
[bookmark: _Toc44324017][bookmark: _Toc52990210][bookmark: _Toc60823409][bookmark: _Toc60825331][bookmark: _Toc69306224][bookmark: _Toc69309889][bookmark: _Toc76020208][bookmark: _Toc83720691]6.4.2.1	Error Vector Magnitude
[bookmark: _Toc27478040][bookmark: _Toc36226733][bookmark: _Toc44324018][bookmark: _Toc52990211][bookmark: _Toc60823410][bookmark: _Toc60825332]6.4.2.1.1	Test Purpose
The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in sub-clause 6.4.2.4.3. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval in the time domain is one preamble sequence for the PRACH and the duration of PUCCH/PUSCH channel, or one hop, if frequency hopping is enabled for PUCCH and PUSCH in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient as defined in subclause 6.3.3.3.
[bookmark: _Toc27478041][bookmark: _Toc36226734][bookmark: _Toc44324019][bookmark: _Toc52990212][bookmark: _Toc60823411][bookmark: _Toc60825333]6.4.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
[bookmark: _Toc27478042][bookmark: _Toc36226735][bookmark: _Toc44324020][bookmark: _Toc52990213][bookmark: _Toc60823412][bookmark: _Toc60825334]6.4.2.1.3	Minimum conformance requirements
The RMS average of the basic EVM measurements for 10 sub-frames excluding any transient period for the average EVM case, and 60 sub-frames excluding any transient period for the reference signal EVM case, for the different modulation schemes shall not exceed the values specified in Table 6.4.2.1.3-1 for the parameters defined in Table 6.4.2.1.3-2. For EVM evaluation purposes, all PRACH preamble formats 0-4 and all 5 PUCCH formats are considered to have the same EVM requirement as QPSK modulated.
Table 6.4.2.1.3-1: Requirements for Error Vector Magnitude
	
Parameter
	Unit
	Average EVM Level

	Pi/2-BPSK 
	%
	30

	QPSK
	%
	17.5

	16 QAM 
	%
	12.5

	64 QAM 
	%
	8

	256 QAM
	%
	3.5



Table 6.4.2.1.3-2: Parameters for Error Vector Magnitude
	
Parameter
	Unit
	Level

	UE Output Power
	dBm
	 Table 6.3.1.3-1 

	UE Output Power for 256 QAM
	dBm
	 Table 6.3.1-1 + 10 dB

	Operating conditions
	
	Normal conditions



The normative reference for this requirement is TS 38.101 [2] clause 6.4.2.1.
[bookmark: _Toc27478043][bookmark: _Toc36226736][bookmark: _Toc44324021][bookmark: _Toc52990214][bookmark: _Toc60823413][bookmark: _Toc60825335]6.4.2.1.4	Test description
6.4.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.4.2.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4.2.1.4.1-1: Test Configuration Table for PUSCH
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range (NOTE 4)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	All

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation (NOTE 3)
	RB allocation (NOTE 1)

	13
	
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	23
	
	DFT-s-OFDM PI/2 BPSK
	Outer Full

	3
	
	DFT-s-OFDM QPSK
	Inner Full

	4
	
	DFT-s-OFDM QPSK
	Outer Full

	5
	
	DFT-s-OFDM 16 QAM
	Inner Full

	6
	
	DFT-s-OFDM 16 QAM
	Outer Full

	7
	
	DFT-s-OFDM 64 QAM
	Outer Full

	8
	
	DFT-s-OFDM 256 QAM
	Outer Full

	9
	
	CP-OFDM QPSK
	Inner Full

	10
	
	CP-OFDM QPSK
	Outer Full

	11
	
	CP-OFDM 16 QAM
	Inner Full

	12
	
	CP-OFDM 16 QAM
	Outer Full

	13
	
	CP-OFDM 64 QAM
	Outer Full

	14
	
	CP-OFDM 256 QAM
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n28, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



Table 6.4.2.1.4.1-2: Test Configuration Table for PUCCH
	[bookmark: _Hlk52789171]Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	See Table 6.4.2.1.4.1-1

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	See Table 6.4.2.1.4.1-1

	Test SCS as specified in Table 5.3.5-1
	See Table 6.4.2.1.4.1-1

	Test Parameters

	ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	Waveform
	PUCCH format
	RB index

	1
	CP-OFDM QPSK
	Full RB (Note 1)
	CP-OFDM
	PUCCH format = Format 1 (Note 4)
Length in OFDM symbols = 14
	0

	2
	CP-OFDM QPSK
	Full RB (Note 1)
	CP-OFDM
	PUCCH format = Format (Note 4)1
Length in OFDM symbols = 14
	NRB-1

	3
	CP-OFDM QPSK
	Full RB (Note 1)
	DFT-s-OFDM
	PUCCH format = Format 3 (Note 3)
Length in OFDM symbols = 14
	0

	4
	CP-OFDM QPSK
	Full RB (Note 1)
	DFT-s-OFDM
	PUCCH format = Format 3 (Note 3)
Length in OFDM symbols = 14
	NRB-1

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.
NOTE 3:	For FDD, set K1 value (PDSCH-to-HARQ-timing-indicator) as follows:
K1 = 2 if mod(i,5) = 0
K1 = 2 if mod(i,5) = 1
K1 = 4 if mod(i,5) = 2
K1 = 3 if mod(i,5) = 3
K1 = 2 if mod(i,5) = 4
where i is slot index per frame
NOTE 4:	For PUCCH format = Format 1, TDD and SCS 30 kHz, schedule the DL RMC as follows:
if mod(i,10) = 3: Scheduled
Other slots: Not scheduled
where i is slot index per frame



Table 6.4.2.1.4.1-3: Test Configuration for PRACH
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	See Table 6.4.2.1.4.1-1

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	See Table 6.4.2.1.4.1-1

	Test SCS as specified in Table 5.3.5-1
	SCS defined in TS 38.211 [8] subclause 6.3.3.2 determined by PRACH Configuration Index

	PRACH preamble format

	
	FDD
	TDD

	PRACH Configuration Index
	17
	12

	RS EPRE setting for test point 1 (dBm/15kHz)
	-71

	RS EPRE setting for test point 2 (dBm/15kHz)
	-86



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, in Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.4.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.4.2.1.4.3
[bookmark: _Toc27478044][bookmark: _Toc36226737][bookmark: _Toc44324022][bookmark: _Toc52990215][bookmark: _Toc60823414][bookmark: _Toc60825336]6.4.2.1.4.2	Test procedure
Test procedure for PUSCH:
1.1	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.4.2.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
1.2	Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level, allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.

1.3	Measure the EVM and  using Global In-Channel Tx-Test (Annex E). For TDD, only slots consisting of only UL symbols are under test.
1.4	For modulations except 256QAM, send uplink power control commands to the UE using 1dB power step size to ensure that the UE output power measured by the test system is within the Uplink power control window, defined as +MU to +(MU + Uplink power control window size) dB of the target power level Pmin, where:
-	Pmin is the minimum output power according to Table 6.3.1.3-1.
-	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.2-1 for the carrier frequency f and the channel bandwidth BW.
-	Uplink power control window size = 1dB (UE power step size) + 0.7dB (UE power step tolerance) + (Test system relative power measurement uncertainty), where, the UE power step tolerance is specified in TS 38.101-1 [2], Table 6.3.4.3-1 and is 0.7dB for 1dB power step size, and the Test system relative power measurement uncertainty is specified in Table F.1.2-1.
For 256 QAM, send uplink power control commands to the UE using 1dB power step size to ensure that the UE output power measured by the test system is within the Uplink power control window, defined as +MU to +(MU + Uplink power control window size) dB of the target power level Pmin + 10 dB, where Pmin, MU and Uplink power control window size are defined above.

1.5	Measure the EVM and  using Global In-Channel Tx-Test (Annex E). For TDD, only slots consisting of only UL symbols are under test.
NOTE1:	When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.4.2.1.4.1-1, send an NR RRCReconfiguration message according to TS 38.508-1 [5] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
NOTE2:	The purpose of the Uplink power control window is to ensure that the actual UE output power is no less than the target power level, and as close as possible to the target power level. The relationship between the Uplink power control window, the target power level and the corresponding possible actual UE Uplink power window is illustrated in Annex F.4.2.
Table 6.4.2.1.4.2-1: Void

Test procedure for PUCCH:
2.1	PUCCH is set according to Table 6.4.2.1.4.1-2.
2.2	SS transmits PDSCH via PDCCH DCI format 1_10 for C_RNTI to transmit the DL RMC according to Table 6.4.2.1.4.1-2. The SS sends downlink MAC padding bits on the DL RMC. The transmission of PDSCH will make the UE send uplink ACK/NACK using PUCCH. There is no PUSCH transmission.
2.3	SS send appropriate TPC commands for PUCCH to the UE until the UE transmit PUCCH at PUMAX level. Allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.
2.4	Measure PUCCH EVM using Global In-Channel Tx-Test (Annex E).
2.5 Send uplink power control commands for PUCCH to the UE using 1dB power step size to ensure that the UE PUCCH output power measured by the test system is within the Uplink power control window, defined as +MU to +(MU + Uplink power control window size) dB of the target power level Pmin, where:
-	Pmin is the minimum output power according to Table 6.3.1.3-1.
-	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.2-1 for the carrier frequency f and the channel bandwidth BW.
-	Uplink power control window size = 1dB (UE power step size) + 2.0dB (UE power step tolerance) + (Test system relative power measurement uncertainty), where, the UE power step tolerance is specified in TS 38.101-1 [2], Table 6.3.4.3-1 and is 2.0dB for 1dB power step size, and the Test system relative power measurement uncertainty is specified in Table F.1.2-1.
2.6	Measure PUCCH EVM using Global In-Channel Tx-Test (Annex E).
NOTE1:	When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.4.2.1.4.1-2, send an NR RRCReconfiguration message according to TS 38.508-1 [5] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
NOTE2:	The purpose of the Uplink power control window is to ensure that the actual UE output power is no less than the target power level, and as close as possible to the target power level. The relationship between the Uplink power control window, the target power level and the corresponding possible actual UE Uplink power window is illustrated in Annex F.4.2.
Test procedure for PRACH:
3.1	The SS shall set RS EPRE according to Table 6.4.2.1.4.1-3.
3.2	PRACH is set according to Table 6.4.2.1.4.1-3.
3.3	The SS shall signal a Random Access Preamble ID via a PDCCH order to the UE and initiate a Non-contention based Random Access procedure.
3.4	The UE shall send the signalled preamble to the SS.
3.5	In response to the preamble, the SS shall transmit a random access response not corresponding to the transmitted random access preamble, or send no response.
3.6	The UE shall consider the random access response reception not successful then re-transmit the preamble with the calculated PRACH transmission power.
3.7	Repeat step 5 and 6 until the SS collect enough PRACH preambles. Measure the EVM in PRACH channel using Global In-Channel Tx-Test (Annex E).

<<End of change>>
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- Table C.3.0-1: Downlink Physical Channels transmitted during a connection (FDD and TDD)«

3 Parameter- Unit= Value=

R SSS transmit power = we Test specific=
FEPRE ratio of PSS to §55= B> 0=
FEPRE ratio of PBCH to S55° R 0=
FEPRE ratio of PBCH to PBCH DMRS-= aB= [
FEPRE ratio of PDCCH to §55= aB= 0=
FEPRE ratio of PDCCH to PDCCH DMRS= R 0=
FEPRE ratio of PDSCH to SSS = aB= 0=
FEPRE ratio of PDSCH to PDSCH DMRS (Note 1) 8= X
FEPRE ratio of CSIRS to §55= R 0=
FEPRE ratio of PTRS to PDSCH= aB= Test specific=
FEPRE ratio of OCNG DMRS to S85= aB= 0=
FEPRE ratio of OCNG to OCNG DMRS (Note 1)° B> 0=

Note 7 No boosting is applied to any of the channels except PDSCH DMRS._For PDSCH DMRS, 3 dB power
boosting is applied assuming DMRS Type 1 configuration when DMRS and PDSCH are TDMed and only half

of the DMRS REs are occupied.~

Note 2: _Number of DMRS CDM groups without data for PDSCH DMRS configuration for OCNG is set to 1.&
-
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Table 7.3.1.2.2-1: Antenna port(s) (1000 + DMRS port), dmrs-Type=1, maxLength=1

5 One Codeword:
Codeword 0 enabled,
Codeword 1 disabled
Number of DMRS
b Value- CDM grou(s) '
without data~ oo
— = [

3 1= 1= 1
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