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[bookmark: _Toc75790017][bookmark: _Toc84264705][bookmark: _Toc90560847][bookmark: _Toc75790018][bookmark: _Toc84264706][bookmark: _Toc90560848]5.2A.2.1.1	2Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
5.2A.2.1.1.1	Test Purpose
To verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions for multiple CA configurations and with different channel models, MCSs and number of MIMO layers for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput per CC.
5.2A.2.1.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that supports 2DL CA.
5.2A.2.1.1.3	Test description
5.2A.2.1.1.3.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 and Table 5.3.6-1 of 38.521-1 [7].
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.
Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 4.3.1.1.
Channel BW to be tested: largest aggregated bandwidth combination as per Table 5.1.1.5.2-2.
CA capability to be tested: As per table 5.1.1.5.2-1
Table 5.2A.2.1.1.3.1.1-1: Test point selection table
	Test number
	CA duplex mode
	Configuration

	1
	FDD 15 kHz + FDD 15 kHz
	As defined in Table 5.2A.2.1.0-1

	2
	TDD 30 kHz + TDD 30 kHz
	As defined in Table 5.2A.2.1.0-3

	3
	FDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-3 per CC

	4 (note 2)
	FDD 15 kHz + TDD 15 kHz
	As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-2 per CC

	5 (note 3)
	TDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.2.1.0-2 and Table 5.2A.2.1.0-3 per CC

	Note 1:	For each test point, select any one of the CA configurations which contain CA bandwidth combination with the largest aggregated channel bandwidth and supported maximum data rate based on the equation 
Note 2:	Test point 4 can be skipped if test point 3 is verified. 
Note 3:	Test point 5 can be skipped if test point 3 or 4 is verified.



1.	Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure A.3.1.7.x for TE diagram and clause A.3.2.6 for UE diagram.
2.	The parameter settings for the cell are set up according to Table 5.2-1, Table 5.2A-1 to Table 5.2A-3 as appropriate.
3.	Downlink signals for NR cell are initially set up according to Annexes C.0, C.1, C.2 and uplink signals according to Annexes G.0, G.1, G.2, G.3.1 of TS 38.521-1 [7].
4.	Propagation conditions are set according to Annex B.1.
5.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR for SA with Connected without Release On, Test Mode On according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 5.2A.2.1.1.3.3.
5.2A.2.1.1.3.2	Test procedure
1.	Configure SCC according to Annex C.0, C.1 and C.2 for all downlink physical channels.
2.	The SS shall configure SCC as per TS 38.508-1 [6] clause 5.5.1. Message contents are defined in clause 5.2.2.1.1_1.3.3.
3.	SS activates SCC by sending the activation MAC-CE (Refer TS 38.321 [18], clauses 5.9, 6.1.3.10). Wait for at least 1 second (Refer TS 38.133[19], clause9.3).
4.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2A.2.1.0-1 to 5.2A.2.1.0-4 as appropriate on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.
5.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to 5.2A.2.1.0-1 to 5.2A.2.1.0-4 as appropriate on both PCC and SCC. 
6.	Measure the average throughput per each component carrier for a duration sufficient to achieve statistical significance according to Annex G.1.5 clause TBD. Count the number of NACKs, ACKs and statDTXs on the UL and decide pass or fail according to Table G.1.5-1TBD in Annex G.1.5 clause TBD.
7.	Repeat steps from 1 to 6 for each test points in Table 5.2A.2.1.0-4 as appropriate.
5.2A.2.1.1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2A.2.1.1.3.4	Test Requirement
Tables 5.2A.2.1.1.3.4-1, 5.2A.2.1.1.3.4-2 and 5.2A.2.1.1.3.4-3 define the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A 3.2.1 and A.3.2.2 for each component carrier for throughput test point combination shall meet or exceed the specified value in Table 5.2A.2.1.1.3.4-1, 5.2A.2.1.1.3.4-2 and 5.2A.2.1.1.3.4-3 for the specified SNR including test tolerances for the test points listed in Table 5.2A.2.1.1.3.1.1-1.

Table 5.2A.2.1.1.3.4-1: Test requirements for FDD 15 kHz SCS for CA configurations
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-9.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	10
	R.PDSCH.1-2.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	15
	R.PDSCH.1-9.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	20
	R.PDSCH.1-9.3 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.8

	25
	R.PDSCH.1-9.4 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.0

	30
	R.PDSCH.1-9.5 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.8

	40
	R.PDSCH.1-10.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.0

	50
	R.PDSCH.1-10.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.4



Table 5.2A.2.1.1.3.4-2: Test requirements for TDD 15 kHz SCS for CA configurations
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-2.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	10
	R.PDSCH.1-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.8

	15
	R.PDSCH.1-2.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.8

	20
	R.PDSCH.1-2.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.9

	25
	R.PDSCH.1-2.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.0

	30
	R.PDSCH.1-3.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.9

	40
	R.PDSCH.1-3.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.2

	50
	R.PDSCH.1-3.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.5



Table 5.2A.2.1.1.3.4-3: Test requirements for TDD 30 kHz SCS for CA configurations
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.2-13.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	10
	R.PDSCH.2-13.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	15
	R.PDSCH.2-13.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	20
	R.PDSCH.2-13.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.7

	25
	R.PDSCH.2-13.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.7

	30
	R.PDSCH.2-14.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.7

	40
	R.PDSCH.2-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.9

	50
	R.PDSCH.2-14.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.1

	60
	R.PDSCH.2-14.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.0

	80
	R.PDSCH.2-14.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.5

	90
	R.PDSCH.2-14.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.3

	100
	R.PDSCH.2-15.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.7



5.2A.2.1.2	2Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
FFS5.2A.2.1.2.1	Test Purpose
Same as 5.2A.2.1.1
5.2A.2.1.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward that supports 3DL CA.
5.2A.2.1.2.3	Test description
5.2A.2.1.2.3.1	Initial conditions
Same as 5.2A.2.1.2.3.1
5.2A.2.1.2.3.2	Test procedure
1.	Configure SCC according to Annex C.0, C.1 and C.2 for all downlink physical channels.
2.	The SS shall configure SCCs as per TS 38.508-1 [6] clause 5.5.1. Message contents are defined in clause 5.2.2.1.1_1.3.3.
3.	SS activates SCC by sending the activation MAC-CE (Refer TS 38.321 [18], clauses 5.9, 6.1.3.10). Wait for at least 1 second (Refer TS 38.133[19], clause9.3).
4.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2A.2.1.0-1 to 5.2A.2.1.0-4 as appropriate on both PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to 5.2A.2.1.0-1 to 5.2A.2.1.0-4 as appropriate on both PCC and SCCs. 
6.	Measure the average throughput per each component carrier for a duration sufficient to achieve statistical significance according to Annex G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL and decide pass or fail according to Table G.1.5-1 in Annex G.1.5.
7.	Repeat steps from 1 to 6 for each test points in Table 5.2A.2.1.0-4 as appropriate.
5.2A.2.1.2.3.3	Message contents
Same as 5.2A.2.1.1.3.3.
5.2A.2.1.2.3.4	Test Requirement
Same as 5.2A.2.1.1.3.4 evaluated per component carrier.
[bookmark: _Toc75790019][bookmark: _Toc84264707][bookmark: _Toc90560849]5.2A.2.1.3	2Rx Normal PDSCH Demodulation Performance for CA (4DL CA)
FFS5.2A.2.1.3.1	Test Purpose
Same as 5.2A.2.1.1
5.2A.2.1.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward that supports 4DL CA.
5.2A.2.1.3.3	Test description
5.2A.2.1.3.3.1	Initial conditions
Same as 5.2A.2.1.2.3.1
5.2A.2.1.3.3.2	Test procedure
1.	Configure SCC according to Annex C.0, C.1 and C.2 for all downlink physical channels.
2.	The SS shall configure SCCs as per TS 38.508-1 [6] clause 5.5.1. Message contents are defined in clause 5.2.2.1.1_1.3.3.
3.	SS activates SCC by sending the activation MAC-CE (Refer TS 38.321 [18], clauses 5.9, 6.1.3.10). Wait for at least 1 second (Refer TS 38.133[19], clause9.3).
4.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2A.2.1.0-1 to 5.2A.2.1.0-4 as appropriate on both PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to 5.2A.2.1.0-1 to 5.2A.2.1.0-4 as appropriate on both PCC and SCCs. 
6.	Measure the average throughput per each component carrier for a duration sufficient to achieve statistical significance according to Annex G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL and decide pass or fail according to Table G.1.5-1 in Annex G.1.5.
7.	Repeat steps from 1 to 6 for each test points in Table 5.2A.2.1.0-4 as appropriate.
5.2A.2.1.3.3.3	Message contents
Same as 5.2A.2.1.1.3.3.
5.2A.2.1.3.3.4	Test Requirement
Same as 5.2A.2.1.1.3.4 evaluated per component carrier.
<Several sections skipped>
[bookmark: _Toc75790028][bookmark: _Toc84264716][bookmark: _Toc90560858]5.2A.3.1.1	4Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
Editor’s note: Following aspects in this clause are incomplete
-	Test requirement SNR is in square bracket
5.2A.3.1.1.1	Test Purpose
To verify the PDSCH mapping Type A normal performance under 4 receive antenna conditions for multiple CA configurations and with different channel models, MCSs and number of MIMO layers for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput per CC.
5.2A.3.1.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting 2DL CA and 4Rx antenna ports on each CC.
5.2A.3.1.1.3	Test description
5.2A.3.1.1.3.1	Initial conditions
Same initial conditions as specified in clause 5.2A.2.1.1.3.1 with the following exception
Channel BW to be tested: largest aggregated bandwidth combination as per Table 5.1.1.5.2-2.
CA capability to be tested: As per table 5.1.1.5.2-1
Table 5.2A.3.1.1.3.1-1: Test point selection table
	Test number
	CA duplex mode
	Minimum performance requirements

	1
	FDD 15 kHz + FDD 15 kHz
	As defined in Table 5.2A.3.1.0-1

	2
	TDD 30 kHz + TDD 30 kHz
	As defined in Table 5.2A.3.1.0-3

	3
	FDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-3 per CC

	4 (note 2)
	FDD 15 kHz + TDD 15 kHz
	As defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-2 per CC

	5 (note 3)
	TDD 15 kHz + TDD 30 kHz
	As defined in Table 5.2A.3.1.0-2 and Table 5.2A.3.1.0-3 per CC

	Note 1:	For each test point, select any one of the CA configurations which contain CA bandwidth combination with the largest aggregated channel bandwidth and supported maximum data rate based on the equation 
Note 2:	Test point 4 can be skipped if test point 3 is verified. 
Note 3:	Test point 5 can be skipped if test point 3 or 4 is verified.



1.	Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure A.3.1.7.y for TE diagram and clause A.3.2.6 for UE diagram.
5.2A.3.1.1.3.2	Test procedure
Same test procedure as specified in clause 5.2A.2.1.1.3.2 with the following exception:
Instead of Table 5.2A.2.1.0-4  5.2A.3.1.0-41.	Configure SCC according to Annex C.0, C.1 and C.2 for all downlink physical channels.
2.	The SS shall configure SCCs as per TS 38.508-1 [6] clause 5.5.1. Message contents are defined in clause 5.2.3.1.1_1.3.3.
3.	SS activates SCC by sending the activation MAC-CE (Refer TS 38.321 [18], clauses 5.9, 6.1.3.10). Wait for at least 1 second (Refer TS 38.133[19], clause9.3).
4.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2A.3.1.0-1 to 5.2A.23.1.0-4 as appropriate on both PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to 5.2A.3.1.0-1 to 5.2A.3.1.0-4 as appropriate on both PCC and SCCs. 
6.	Measure the average throughput per each component carrier for a duration sufficient to achieve statistical significance according to Annex G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL and decide pass or fail according to Table G.1.5-1 in Annex G.1.5.
7.	Repeat steps from 1 to 6 for each test points in Table 5.2A.3.1.0-4 as appropriate.
5.2A.3.1.1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2A.3.1.1.3.4	Test Requirement
Tables 5.2A.3.1.1.3.4-1, 5.2A.3.1.1.3.4-2 and 5.2A.3.1.1.3.4-3 define the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A 3.2.1 and A.3.2.2 for each component carrier for throughput test point combination shall meet or exceed the specified value in Table 5.2A.3.1.1.3.4-1, 5.2A.3.1.1.3.4-2 and 5.2A.3.1.1.3.4-3 for the specified SNR including test tolerances for the combination selected following the test rules outlined in 5.1.1.5.2-2.
Table 5.2A.3.1.1.3.4-1: Test requirements for FDD 15 kHz SCS for CA configurations
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-9.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	[9.48.5]+TT

	10
	R.PDSCH.1-2.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4 [8.5] +TT

	15
	R.PDSCH.1-9.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	20
	R.PDSCH.1-9.3 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	25
	R.PDSCH.1-9.4 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6 [8.7] +TT

	30
	R.PDSCH.1-9.5 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	40
	R.PDSCH.1-10.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6 [8.7] +TT

	50
	R.PDSCH.1-10.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.8 [8.9] +TT



Table 5.2A.3.1.1.3.4-2: Test requirements for TDD 15 kHz SCS for CA configurations
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-2.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	10
	R.PDSCH.1-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	15
	R.PDSCH.1-2.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6[8.7] +TT

	20
	R.PDSCH.1-2.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	25
	R.PDSCH.1-2.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.7 [8.8] +TT

	30
	R.PDSCH.1-3.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	40
	R.PDSCH.1-3.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.7 [8.8] +TT

	50
	R.PDSCH.1-3.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.9 [9.0] +TT



Table 5.2A.3.1.1.3.4-3: Test requirements for TDD 30 kHz SCS for CA configurations
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.2-13.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	10
	R.PDSCH.2-13.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	15
	R.PDSCH.2-13.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4 [8.5] +TT

	20
	R.PDSCH.2-13.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	25
	R.PDSCH.2-13.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	30
	R.PDSCH.2-14.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5 [8.6] +TT

	40
	R.PDSCH.2-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6 [8.7] +TT

	50
	R.PDSCH.2-14.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.8[8.9] +TT

	60
	R.PDSCH.2-14.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.7[8.8] +TT

	80
	R.PDSCH.2-14.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	10.0[9.1] +TT

	90
	R.PDSCH.2-14.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.9[9.0] +TT

	100
	R.PDSCH.2-15.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	10.2[9.3] +TT



[bookmark: _Toc75790029][bookmark: _Toc84264717][bookmark: _Toc90560859]5.2A.3.1.2	24Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
FFS5.2A.3.1.2.1	Test Purpose
Same as 5.2A.3.1.1.1
5.2A.3.1.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting 3DL CA and 4Rx antenna ports on each CC.
5.2A.3.1.2.3	Test description
5.2A.3.1.2.3.1	Initial conditions
Same as 5.2A.3.1.1.3.1
5.2A.3.1.2.3.2	Test procedure
1.	Configure SCC according to Annex C.0, C.1 and C.2 for all downlink physical channels.
2.	The SS shall configure SCCs as per TS 38.508-1 [6] clause 5.5.1. Message contents are defined in clause 5.2.3.1.1_1.3.3.
3.	SS activates SCC by sending the activation MAC-CE (Refer TS 38.321 [18], clauses 5.9, 6.1.3.10). Wait for at least 1 second (Refer TS 38.133[19], clause9.3).
4.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2A.3.1.0-1 to 5.2A.3.1.0-4 as appropriate on both PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to 5.2A.3.1.0-1 to 5.2A.3.1.0-4 as appropriate on both PCC and SCCs. 
6.	Measure the average throughput per each component carrier for a duration sufficient to achieve statistical significance according to Annex G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL and decide pass or fail according to Table G.1.5-1 in Annex G.1.5.
7.	Repeat steps from 1 to 6 for each test points in Table 5.2A.3.1.0-4 as appropriate.
5.2A.3.1.2.3.3	Message contents
Same as 5.2A.3.1.1.3.3
5.2A.3.1.2.3.4	Test Requirement
Same as 5.2A.3.1.1.3.4 evaluated per component carrier.
[bookmark: _Toc75790030][bookmark: _Toc84264718][bookmark: _Toc90560860]5.2A.3.1.3	42Rx Normal PDSCH Demodulation Performance for CA (4DL CA)
FFS5.2A.3.1.3.1	Test Purpose
Same as 5.2A.3.1.1.1
5.2A.3.1.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting 4DL CA and 4Rx antenna ports on each CC.
5.2A.3.1.3.3	Test description
5.2A.3.1.3.3.1	Initial conditions
Same as 5.2A.3.1.1.3.1
5.2A.3.1.3.3.2	Test procedure
1.	Configure SCC according to Annex C.0, C.1 and C.2 for all downlink physical channels.
2.	The SS shall configure SCCs as per TS 38.508-1 [6] clause 5.5.1. Message contents are defined in clause 5.2.3.1.1_1.3.3.
3.	SS activates SCC by sending the activation MAC-CE (Refer TS 38.321 [18], clauses 5.9, 6.1.3.10). Wait for at least 1 second (Refer TS 38.133[19], clause9.3).
4.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2A.3.1.0-1 to 5.2A.3.1.0-4 as appropriate on both PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to 5.2A.3.1.0-1 to 5.2A.3.1.0-4 as appropriate on both PCC and SCCs. 
6.	Measure the average throughput per each component carrier for a duration sufficient to achieve statistical significance according to Annex G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL and decide pass or fail according to Table G.1.5-1 in Annex G.1.5.
7.	Repeat steps from 1 to 6 for each test points in Table 5.2A.3.1.0-4 as appropriate.
5.2A.3.1.3.3.3	Message contents
Same as 5.2A.3.1.1.3.3
5.2A.3.1.3.3.4	Test Requirement
Same as 5.2A.3.1.1.3.4 evaluated per component carrier.
<Several sections skipped>
[bookmark: _Toc75790034][bookmark: _Toc84264722][bookmark: _Toc90560864]5.2A.3A.1.1	2Rx-4Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
Editor’s note: Following aspects in this clause are incomplete
-	Test requirement SNR is in square bracket
5.2A.3A.1.1.1	Test Purpose
To verify the PDSCH mapping Type A normal performance under combination of 2 and 4 receive antenna conditions for multiple CA configurations and with different channel models, MCSs and number of MIMO layers for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput per CC.
5.2A.3A.1.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting 2DL CA and 4Rx antenna ports on some of the CC.
5.2A.3A.1.1.3	Test description
5.2A.3A.1.1.3.1	Initial conditions
Same initial conditions as specified in clause 5.2A.2.1.1.3.1 with the following exception
Channel BW to be tested: largest aggregated bandwidth combination as per Table 5.1.1.5.2-2.
CA capability to be tested: As per table 5.1.1.5.2-1
Table 5.2A.3.1.1.3.1-1: Test point selection table
	Test number
	CA duplex mode
	Configuration

	1
	FDD 15 kHz + FDD 15 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-1
For 4Rx CC, as defined in Table 5.2A.3.1.0-1

	2
	TDD 30 kHz + TDD 30 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-3
For 4Rx CC, as defined in Table 5.2A.3.1.0-3

	3
	FDD 15 kHz + TDD 30 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-3 per CC
For 4Rx CC, as defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-3 per CC

	4 (note 2)
	FDD 15 kHz + TDD 15 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-1 and Table 5.2A.2.1.0-2 per CC
For 4Rx CC, as defined in Table 5.2A.3.1.0-1 and Table 5.2A.3.1.0-2 per CC

	5 (note 3)
	TDD 15 kHz + TDD 30 kHz
	For 2Rx CC, As defined in Table 5.2A.2.1.0-2 and Table 5.2A.2.1.0-3 per CC
For 4Rx CC, as defined in Table 5.2A.3.1.0-2 and Table 5.2A.3.1.0-3 per CC

	Note 1:	For each test point, select any one of the CA configurations which contain CA bandwidth combination with the largest aggregated channel bandwidth and supported maximum data rate based on the equation 
Note 2:	Test point 4 can be skipped if test point 3 is verified. 
Note 3:	Test point 5 can be skipped if test point 3 or 4 is verified.



1.	Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure A.3.1.7.x and A.3.1.7.y for TE diagram for 2Rx and 4Rx CC respectively and clause A.3.2.6 for UE diagram
5.2A.3A.1.1.3.2	Test procedure
Same test procedure as specified in clause 5.2A.2.1.1.3.2 for 2Rx CC and with the following exception for 4Rx CC
Instead of Table 5.2A.2.1.0-4  5.2A.3.1.0-4 for 4Rx CC
5.2A.3.1.1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2A.3.1.1.3.4	Test Requirement
Tables 5.2A.3A.1.1.3.4-1, 5.2A.3A.1.1.3.4-2, 5.2A.3A.1.1.3.4-3, 5.2A.3A.1.1.3.4-4, 5.2A.3A.1.1.3.4-5, 5.2A.3A.1.1.3.4-6  define the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A 3.2.1 and A.3.2.2 for each component carrier for throughput test point combination shall meet or exceed the specified value in Table 5.2A.3A.1.1.3.4-1, 5.2A.3A.1.1.3.4-2, 5.2A.3A.1.1.3.4-3, 5.2A.3A.1.1.3.4-4, 5.2A.3A.1.1.3.4-5, 5.2A.3A.1.1.3.4-6 for the specified SNR including test tolerances for the combination selected following the test rules outlined in 5.1.1.5.2-2.

Table 5.2A.3A.1.1.3.4-1: Test requirements for FDD 15 kHz SCS for CA configurations (2Rx CC)
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-9.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	143.6

	10
	R.PDSCH.1-2.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	143.6

	15
	R.PDSCH.1-9.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	143.6

	20
	R.PDSCH.1-9.3 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	143.8

	25
	R.PDSCH.1-9.4 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	154.0

	30
	R.PDSCH.1-9.5 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	143.8

	40
	R.PDSCH.1-10.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	154.0

	50
	R.PDSCH.1-10.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	154.4



Table 5.2A.3A.1.1.3.4-2: Test requirements for TDD 15 kHz SCS for CA configurations (2Rx CC)
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-2.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	10
	R.PDSCH.1-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.8

	15
	R.PDSCH.1-2.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.8

	20
	R.PDSCH.1-2.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.9

	25
	R.PDSCH.1-2.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.0

	30
	R.PDSCH.1-3.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.9

	40
	R.PDSCH.1-3.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.2

	50
	R.PDSCH.1-3.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.5



Table 5.2A.3A.1.1.3.4-3: Test requirements for TDD 30 kHz SCS for CA configurations (2Rx CC)
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.2-13.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	10
	R.PDSCH.2-13.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	15
	R.PDSCH.2-13.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.6

	20
	R.PDSCH.2-13.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.7

	25
	R.PDSCH.2-13.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.7

	30
	R.PDSCH.2-14.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.7

	40
	R.PDSCH.2-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	14.9

	50
	R.PDSCH.2-14.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.1

	60
	R.PDSCH.2-14.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.0

	80
	R.PDSCH.2-14.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.5

	90
	R.PDSCH.2-14.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.3

	100
	R.PDSCH.2-15.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Low
	70
	15.7



Table 5.2A.3A.1.1.3.4-4: Test requirements for FDD 15 kHz SCS for CA configurations (4Rx CC)
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-9.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	10
	R.PDSCH.1-2.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	15
	R.PDSCH.1-9.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	20
	R.PDSCH.1-9.3 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	25
	R.PDSCH.1-9.4 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6[8.7] +TT

	30
	R.PDSCH.1-9.5 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	40
	R.PDSCH.1-10.1 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6[8.7] +TT

	50
	R.PDSCH.1-10.2 FDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.8[8.9] +TT



Table 5.2A.3A.1.1.3.4-5: Test requirements for TDD 15 kHz SCS for CA configurations (4Rx CC)
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.1-2.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	10
	R.PDSCH.1-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	15
	R.PDSCH.1-2.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6[8.7] +TT

	20
	R.PDSCH.1-2.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	25
	R.PDSCH.1-2.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.7[8.8] +TT

	30
	R.PDSCH.1-3.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	40
	R.PDSCH.1-3.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.7[8.8] +TT

	50
	R.PDSCH.1-3.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.9[9.0] +TT



Table 5.2A.3A.1.1.3.4-6: Test requirements for TDD 30 kHz SCS for CA configurations (4Rx CC)
	Bandwidth (MHz) 
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5
	R.PDSCH.2-13.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	10
	R.PDSCH.2-13.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	15
	R.PDSCH.2-13.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.4[8.5] +TT

	20
	R.PDSCH.2-13.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	25
	R.PDSCH.2-13.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	30
	R.PDSCH.2-14.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.5[8.6] +TT

	40
	R.PDSCH.2-2.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.6[8.7] +TT

	50
	R.PDSCH.2-14.2 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.8[8.9] +TT

	60
	R.PDSCH.2-14.3 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.7[8.8] +TT

	80
	R.PDSCH.2-14.4 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	10.0[9.1] +TT

	90
	R.PDSCH.2-14.5 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	9.9[9.0] +TT

	100
	R.PDSCH.2-15.1 TDD
	16QAM, 0.48
	TDLA30-10
	2x4, ULA Low
	70
	10.2[9.3] +TT



[bookmark: _Toc75790035][bookmark: _Toc84264723][bookmark: _Toc90560865]5.2A.3A.1.2	2Rx-4Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
FFS5.2A.3A.1.2.1	Test Purpose
Same as 5.2A.3A.1.1.1
5.2A.3A.1.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting 3DL CA and 4Rx antenna ports on some of the CC.
5.2A.3A.1.2.3	Test description
5.2A.3A.1.2.3.1	Initial conditions
Same as 5.2A.3A.1.1.3.1
5.2A.3A.1.2.3.2	Test procedure
Same as 5.2A.3A.1.1.3.2
5.2A.3.1.1.3.3	Message contents
Same as 5.2A.3A.1.1.3.3
5.2A.3.1.1.3.4	Test Requirement
Same as 5.2A.3A.1.1.3.3 evaluated per component carrier
[bookmark: _Toc75790036][bookmark: _Toc84264724][bookmark: _Toc90560866]5.2A.3A.1.3	2Rx-4Rx Normal PDSCH Demodulation Performance for CA (4DL CA)
FFS5.2A.3A.1.3.1	Test Purpose
Same as 5.2A.3A.1.1.1
5.2A.3A.1.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting 4DL CA and 4Rx antenna ports on some of the CC.
5.2A.3A.1.3.3	Test description
5.2A.3A.1.3.3.1	Initial conditions
Same as 5.2A.3A.1.1.3.1
5.2A.3A.1.3.3.2	Test procedure
Same as 5.2A.3A.1.1.3.2
5.2A.3.1.3.3.3	Message contents
Same as 5.2A.3A.1.1.3.3
5.2A.3.1.3.3.4	Test Requirement
Same as 5.2A.3A.1.1.3.3 evaluated per component carrier
<Several sections skipped>
[bookmark: _Hlk57207487]Table F.1.1.2-2: Maximum test system uncertainty for FR1 demodulation performance test cases
	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	5.2.2.1.1_1 2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	± 0.9 dB for > 10Hz doppler
± 1 dB for 10Hz doppler
± 0.6 dB for test 1-6
± 0.9 dB for test 1-7
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2) + SNR uncertainty due to finite test time2
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.7 dB for 2Tx
AWGN flatness and signal flatness ±2.0 dB 
SNR uncertainty due to finite test time ±0.3 dB for 10Hz Doppler, otherwise ±0.0 dB
For test point 1-6, Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.6 dB

For test point 1-7, Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.9 dB


	5.2.2.1.1_2 2Rx FDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.2_1 2Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.3_1 2Rx FDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.4_1 2Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2  MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.5_1 2Rx FDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	[± 0.6 dB]
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Effect of AWGN flatness and signal flatness

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Signal-to-noise ratio uncertainty ±0.3 dB
AWGN flatness and signal flatness ±2.0 dB


	5.2.2.1.6_1 2Rx FDD FR1 PDSCH repetitions over multiple slots performance - 2x2 MIMO with baseline receiver for both SA and NSA
	FFS
	The method of calculationg the overall system uncertainty is the same as 5.2.2.1.1_1 except:
SNR uncertainty due to finite test time for 1% residual BLER FFS dB for 10Hz Doppler, otherwise FFS dB

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2) + SNR uncertainty due to finite test time2 = FFS dB

	5.2.2.1.7_1 2Rx FDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.8_1 2Rx FDD FR1 PDSCH pre-emption performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.9_1 2Rx FDD FR1 HST-SFN performance - 2x2 MIMO with baseline receiver for both SA and NSA
	± 0.6 dB
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty, ±0.3 dB
2. Effect of AWGN flatness and signal flatness, ±2.0 dB
3. SNR uncertainty due to finite test time, ±0.0 dB for >10Hz Doppler.

Items 1, 2, 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.6 dB

	5.2.2.1.10_1 2Rx FDD FR1 HST-DPS performance - 2x2 MIMO with baseline receiver for both SA and NSA
	± 0.6 dB
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty, ±0.3 dB
2. Effect of AWGN flatness and signal flatness, ±2.0 dB
3. SNR uncertainty due to finite test time, ±0.0 dB for >10Hz Doppler.

Items 1, 2, 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.6 dB

	5.2.2.1.11_1 2Rx FDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.12_1 2Rx FDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.13_1 2Rx FDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.14_1 2Rx FDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.1_1 2Rx TDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	± 0.9 dB for test 1-10
± 0.6 dB for test 1-11
For other TPs, same as 5.2.2.1.1_1
	For test point 1-10, Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.9 dB

For test point 1-11, Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time2) = 0.6 dB

For other TPs, same as 5.2.2.1.1_1

	5.2.2.2.1_2 2Rx TDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.2_1 2Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	[bookmark: _Hlk57207520]5.2.2.2.3_1 2Rx TDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.4_1 2Rx TDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.5_1 2Rx TDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.5_1
	Same as 5.2.2.1.5_1

	5.2.2.2.6_1 2Rx TDD FR1 PDSCH repetitions over multiple slots performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.6_1
	Same as 5.2.2.1.6_1

	5.2.2.2.7_1 2Rx TDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.8_1	2Rx TDD FR1 PDSCH pre-emption performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.9_1 2Rx TDD FR1 HST-SFN performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.9_1  
	Same as 5.2.2.1.9_1  

	5.2.2.2.10_1 2Rx TDD FR1 HST-DPS performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.10_1  
	Same as 5.2.2.1.10_1  

	5.2.2.2.11_1 2Rx TDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.12_1 2Rx TDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.13_1 2Rx TDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.14_1 2Rx TDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.3.1.1_1 4Rx FDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA
	± 0.9 dB for > 10Hz doppler
± 1.0 dB for 10Hz doppler
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time 2)
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.7 dB for 2Tx
AWGN flatness and signal flatness ±2.0 dB
SNR uncertainty due to finite test time ±0.3 dB for 10Hz Doppler, otherwise ±0.0 dB

	5.2.3.1.1_2 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.1_4 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.2_1 4Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.3_1 4Rx FDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.4_1 4Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.5_1 4Rx FDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.5_1
	Same as 5.2.2.1.5_1

	5.2.3.1.6_1 4Rx FDD FR1 PDSCH repetitions over multiple slots performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.6_1
	Same as 5.2.2.1.6_1

	5.2.3.1.7_1 4Rx FDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.8_1 4Rx FDD FR1 PDSCH pre-emption performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.9_1 4Rx FDD FR1 HST-SFN performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.9_1
	Same as 5.2.2.1.9_1

	5.2.3.1.10_1 4Rx FDD FR1 HST-DPS performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.10_1
	Same as 5.2.2.1.10_1

	5.2.3.1.11_1 4Rx FDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x4 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.12_1 4Rx FDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x4 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.13_1 4Rx FDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x4 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.14_1 4Rx FDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x4 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.1_1 4Rx TDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.1_2 4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.1_4 4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.2_1 4Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.3_1 4Rx TDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.4_1 4Rx TDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.5_1 4Rx TDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.5_1
	Same as 5.2.2.1.5_1

	5.2.3.2.6_1 4Rx TDD FR1 PDSCH repetitions over multiple slots performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.6_1
	Same as 5.2.2.1.6_1

	5.2.3.2.7_1 4Rx TDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.9_1 4Rx TDD FR1 HST-SFN performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.9_1
	Same as 5.2.3.1.9_1

	5.2.3.2.10_1 4Rx TDD FR1 HST DPS performance - 2x4 MIMO with baseline receiver for both SA and NSA
	TBD
	TBD

	5.2.3.2.11_1 4Rx TDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.12_1 4Rx TDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.13_1 4Rx TDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.2.14_1 4Rx TDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x2 MIMO for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2A.2.1.1	2Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2A.2.1.2 2Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2A.2.1.3 2Rx Normal PDSCH Demodulation Performance for CA (4DL CA)
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2A.2.2.1 2Rx PDSCH Demodulation Performance for CA with power imbalance (2DL CA)
	±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz
±1.5 dB, 4.2GHz < f ≤ 6GHz

Downlink EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM.

	5.2A.3.1.1	4Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2A.3.1.2 4Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2A.3.1.3 4Rx Normal PDSCH Demodulation Performance for CA (4DL CA)
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2A.4.1.1	2Rx-4Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
	Same as 5.2.2.1.1_1 for 2Rx CC and 5.2.3.1.1_1 for 4Rx CC
	Same as 5.2.2.1.1_1 for 2Rx CC and 5.2.3.1.1_1 for 4Rx CC

	5.2A.4.1.2 2Rx-4Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	Same as 5.2.2.1.1_1 for 2Rx CC and 5.2.3.1.1_1 for 4Rx CC
	Same as 5.2.2.1.1_1 for 2Rx CC and 5.2.3.1.1_1 for 4Rx CC

	5.2A.4.1.3 2Rx-4Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	Same as 5.2.2.1.1_1 for 2Rx CC and 5.2.3.1.1_1 for 4Rx CC
	Same as 5.2.2.1.1_1 for 2Rx CC and 5.2.3.1.1_1 for 4Rx CC

	5.3.2.1.1 2Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2+ SNR uncertainty due to finite test time2)
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.5 dB for 1Tx
AWGN flatness and signal flatness ±2.0 dB
SNR uncertainty due to finite test time ±0.4 dB

	5.3.2.1.2 2Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:
1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2+ SNR uncertainty due to finite test time2)
Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.7 dB for 2 Tx
AWGN flatness and signal flatness ±2.0 dB
SNR uncertainty due to finite test time ±0.4 dB

	5.3.2.1.3 2Rx FDD FR1 PDCCH 1 Tx antenna performance for power saving
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.2.2.1 2Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.2.2.2 2Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.2
	Same as 5.3.2.1.2

	5.3.2.2.3 2Rx TDD FR1 PDCCH 1 Tx antenna performance for power saving
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.1.1 4Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.1.2 4Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.2
	Same as 5.3.2.1.2

	5.3.3.1.3 4Rx FDD FR1 PDCCH 1 Tx antenna performance for power saving
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.2.1 4Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.2.2 4Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.2
	Same as 5.3.2.1.2

	5.3.3.2.3 4Rx TDD FR1 PDCCH 1 Tx antenna performance for power saving
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.5.1 FR1 Sustained downlink data rate performance for single carrier
	±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz
±1.5 dB, 4.2GHz < f ≤ 6GHz

Downlink EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM.

	9.4B.1.1 Sustained downlink data rate performance for EN-DC within FR1
	E-UTRA CC:
±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz

NR CC:
Same as 5.5.1
	Same as 5.5.1



<Several sections skipped>
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The derivation of the test requirements for the test cases in section 5 is defined in Table F.1.3.2-1.
Table F.1.3.2-1: Derivation of Test Requirements (FR1 demodulation performance tests)
	Test
	Minimum Requirement in TS 38.101-4
	Test Tolerance
(TT)
	Test Requirement in TS 38.521-4

	5.2.2.1.1_1 2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler 0.6 dB for test 1-6
0.9 dB for test 1-7
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.1_2 2Rx FDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.2_1 2Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.3_1 2Rx FDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.4_1 2Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2  MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.6_1 2Rx FDD FR1 PDSCH repetitions over multiple slots performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	FFS
	Formula: SNR + TT

	5.2.2.1.5_1 2Rx FDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.7	2Rx FDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.8_1	2Rx FDD FR1 PDSCH pre-emption performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.9_1 2Rx FDD FR1 HST-SFN performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.10_1 2Rx FDD FR1 HST-DPS performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.11_1 2Rx FDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.12_1 2Rx FDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.13_1 2Rx FDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.1.14_1 2Rx FDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.1_1 2Rx TDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
0.9 dB for test 1-10
0.6 dB for test 1-11
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.1_2 2Rx TDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.2_1 2Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.3_1 2Rx TDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.4_1 2Rx TDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.5_1 2Rx FDD FR1 PDSCH 0.001% BLER performance - 1x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.6_1 2Rx TDD FR1 PDSCH repetitions over multiple slots performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	FFS
	Formula: SNR + TT

	5.2.2.2.7_1 2Rx TDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.8_1 2Rx TDD FR1 PDSCH pre-emption performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.9_1 2Rx TDD FR1 HST-SFN performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.10_1 2Rx TDD FR1 HST-DPS performance - 2x2 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.11_1 2Rx TDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.12_1 2Rx TDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.13_1 2Rx TDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.2.2.14_1 2Rx TDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.1_1 4Rx FDD FR1 PDSCH mapping Type A performance - 2x4 MIMO baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.1_2 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.1_4 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA
	SNRs as specified
	0.9 dB for > 10Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.2_1 4Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 4x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.3_1 4Rx FDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.4_1 4Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB for > 10 Hz doppler
1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.5_1 4Rx FDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.6_1 4Rx FDD FR1 PDSCH repetitions over multiple slots performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	FFS
	Formula: SNR + TT

	5.2.3.1.7_1 4Rx FDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.8_1 4Rx FDD FR1 PDSCH pre-emption performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.9_1 4Rx FDD FR1 HST-SFN performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.10_1 4Rx FDD FR1 HST-DPS performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.11_1 4Rx FDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x4 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.12_1 4Rx FDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x4 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.13_1 4Rx FDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x4 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.1.14_1 4Rx FDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x4 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.2_1 4Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.3_1 4Rx TDD FR1 PDSCH mapping Type B performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.4_1 4Rx TDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.5_1 4Rx TDD FR1 PDSCH 0.001% BLER performance - 1x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	[0.6 dB]
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.6_1	4Rx TDD FR1 PDSCH repetitions over multiple slots performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	FFS
	Formula: SNR + TT

	5.2.3.2.7_1 4Rx TDD FR1 PDSCH Mapping Type B and UE processing capability 2 performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.8_1 4Rx TDD FR1 PDSCH pre-emption performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.9_1 4Rx TDD FR1 HST-SFN performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	TBD
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.10_1, 4Rx TDD FR1 HST DPS performance - 2x4 MIMO with baseline receiver for both SA and NSA
	SNRs as specified
	TBD
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.11_1 4Rx TDD FR1 PDSCH Single-DCI based SDM scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.12_1 4Rx TDD FR1 PDSCH Multiple-DCI based transmission scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.13_1 4Rx TDD FR1 PDSCH Single-DCI based FDM scheme A performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2.3.2.14_1 4Rx TDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x2 MIMO for both SA and NSA
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2A.2.1.1	 2Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2A.2.1.2	 2Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2A.2.1.3	 2Rx Normal PDSCH Demodulation Performance for CA (4DL CA)
	SNRs as specified
	1.0 dB for 10Hz doppler
	Formula: SNR + TT
T-put limit unchanged

	5.2A.2.2.1 2Rx PDSCH Demodulation Performance for CA with power imbalance (2DL CA)
	Power level as specified
	No TT added
	T-put limit unchanged

	5.2A.3.1.1	 4Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
	SNRs as specified
	0.9 dB 
	Formula: SNR + TT
T-put limit unchanged

	5.2A.3.1.2 4Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	SNRs as specified
	0.9 dB 
	Formula: SNR + TT
T-put limit unchanged

	5.2A.3.1.3 4Rx Normal PDSCH Demodulation Performance for CA (4DL CA)
	SNRs as specified
	0.9 dB 
	Formula: SNR + TT
T-put limit unchanged

	5.2A.4.1.1	2Rx-4Rx Normal PDSCH Demodulation Performance for CA (2DL CA)
	SNRs as specified
	2Rx CC:
1.0 dB for 10Hz doppler

4Rx CC:
0.9dB
	Formula: SNR + TT
T-put limit unchanged

	5.2A.4.1.2 2Rx-4Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	SNRs as specified
	2Rx CC:
1.0 dB for 10Hz doppler

4Rx CC:
0.9dB
	Formula: SNR + TT
T-put limit unchanged

	5.2A.4.1.3 2Rx-4Rx Normal PDSCH Demodulation Performance for CA (3DL CA)
	SNRs as specified
	2Rx CC:
1.0 dB for 10Hz doppler

4Rx CC:
0.9dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.1.1 2Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB 
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.1.2 2Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB 
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.1.3 2Rx FDD FR1 PDCCH 1 Tx antenna performance for power saving
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.2.1 2Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.2.2 2Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.2.2.3 2Rx TDD FR1 PDCCH 1 Tx antenna performance for power saving
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.1.1 4Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.1.2 4Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.1.3 4Rx FDD FR1 PDCCH 1 Tx antenna performance power saving
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.2.1 4Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	SNRs as specified
	0.9 dB
	Formula: SNR + TT
T-put limit unchanged

	5.3.3.2.2 4Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	SNRs as specified
	1.0 dB
	Formula: SNR + TT
T-put limit unchanged



<End of changes>
