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4.14	Multi-RTT test conditions
[bookmark: _Toc83678001][bookmark: _Toc90628722]4.14.1	Simulated cells
For the Multi-RTT measurement test cases in clause 15 a cell environment as defined in 3GPP TS 38.508-1 [45] with NR Cell 1 and NR cell 2 is are used. The default parameters for simulated cells are the same as specified in 3GPP TS 38.508-1 [45].
[bookmark: _Toc83678002][bookmark: _Toc90628723]4.14.2	Propagation conditions
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]See TS 38.533 [47] clause C 2.
[bookmark: _Toc83678003][bookmark: _Toc90628724]4.14.3 Measurement Reporting Requirements
This requirement assumes that the measurement report is not delayed by other LPP signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH where TTIDCCH is the duration of subframe or slot or subslot when the measurement report is transmitted on the PUSCH with subframe or slot or subslot duration. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
[bookmark: _Toc83678004][bookmark: _Toc90628725]4.14.4	Measurement Period Requirements
When physical layer receives last of NR-Multi-RTT-ProvideAssistanceData message and NR-Multi-RTT-RequestLocationInformation message from LMF via LPP [49], UE shall be able to measure multiple (up to the UE capability specified in TS 38.133 [50] clause 9.9.4.3) UE Rx-Tx time difference measurements as defined in TS 38.215 [57] in configured positioning frequency layers within the measurement period  ms.
	.
where  is the index of positioning frequency layer,
	 is the measurement period for UE Rx-Tx time difference measurements in positioning frequency layer i as further defined in this clause, 
	L is total number of positioning frequency layers, and 
	 is the periodicity of the UE Rx-Tx time difference measurement in positioning frequency layer i as defined further in this clause.


Where
	 is the carrier-specific scaling factor for NR PRS-based measurement in the positioning frequency layer i as defined in TS 38.133 [50] clause 9.1.5.2,
	is the scaling factor for Rx beam sweeping, and =1 if positioning frequency layer i is in FR1 and =8 if positioning frequency layer i is in FR2,
	 is the time duration of available PRS resources in the positioning frequency layer i, to be measured during , and is calculated in the same way as PRS duration K defined in clause 5.1.6.5 of TS 38.214 [56]. For calculation of , only the PRS resources unmuted and fully or partially overlapped with MG are considered.
	 is the maximum number of DL PRS resources of positioning frequency layer i configured in a slot,
	 is UE capability combination per band where N is a duration of DL PRS symbols in ms corresponding to durationOfPRS-ProcessingSysmbols in TS 37.355 [49] processed every T ms corresponding to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [49] for a given maximum bandwidth supported by UE corresponding to supportedBandwidthPRS in clause 4.2.7.2 of TS 37.355 [49],
	 is UE capability for number of DL PRS resources that it can process in a slot corresponding to maxNumOfDL-PRS-ResProcessedPerSlot as specified in clause 6.4.3 of TS 37.355 [49],
	 is the number of UE Rx-Tx time difference measurement samples and = 4,
	 is the measurement duration for the last UE Rx-Tx time difference measurement sample in the positioning layer i, including the sampling time and processing time,  =  +  ,
	 is periodicity of UE Rx-Tx time difference measurement in positioning frequency layer i: 
	
where
	corresponds to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [49],
 , the least common multiple between  and  	 
	 is the measurement gap repetition periodicity in positioning frequency layer i.
 is the PRS resource periodicity in positioning frequency layer i. If the positioning frequency layer i has more than one DL PRS resource sets with different PRS periodicities with muting, , the least common multiple of  among DL PRS resource sets is used to derive , where 
 is the periodicity of PRS resource sets given by the higher-layer parameter DL-PRS-Periodicity.
 is the scaling factor considering PRS resource muting. , where  is the muting repetition factor given by the higher-layer parameter DL-PRS-MutingBitRepetitionFactor, and  is the size of the bitmap .
Note:	For the purpose of calculating TPRS,i, only the PRS resources fully or partially covered by the MG are considered. 
The time  starts from the first MG instance aligned with DL PRS resources in the assistance data after both the NR-Multi-RTT-RequestLocationInformation message and NR-Multi-RTT-ProvideAssistanceData message from LMF via LPP [49] are delivered to the physical layer of UE.
Note:	No per-positioning frequency layer requirement is applied in scenarios when multiple positioning frequency layers are configured.
The UE Rx-Tx time difference measurement period is restarted if HO occurs during the measurement period and after SRS reconfiguration on the target cell is complete. 
The measurement requirements do not apply for a PRS resource:
-	if the PRS resource is across two sampling duration of N within duration  or 
-	if time span of the PRS resource instance (including at least the minimum number of repetitions specified in the accuracy requirements) is greater than UE reported capability N.
If during the measurement period of one or more positioning frequency layers, the MG pattern is reconfigured either per UE request or not per UE request, the measurement period can be longer.
The requirements in this section apply, provided no PRS symbols are dropped during the measurement period TUERxTx,Total within measurement gaps due to collisions with other signals; otherwise, a longer measurement period may be used.
When PRS-RSRP is configured for multi-RTT, the UE Rx-Tx time difference measurements and PRS-RSRP measurements are performed over the same measurement period. 
The requirements in TS 38.133 [50] clause 9.9.4 do not apply if the PRS configuration given by higher layer paramters NR-DL-PRS-AssistanceData exceeds any of the UE measurement capabilities given by NR-DL-PRS-ResourcesCapability in NR-Multi-RTT-ProvideCapabilities, and it is up to UE implementation which PRS resources are measured, subject to UE measurement capabilities.
When PSCell or SCell addition or release does not cause SRS reconfiguration during the measurement period, UE continues the UE Rx-Tx time difference measurement, and the measurement period requirements apply.
When PSCell or SCell addition or release causes SRS reconfiguration during the measurement period, UE shall restart the UE Rx-Tx time difference measurement after the SRS reconfiguration on the target cell is complete.
When SRS is reconfigured without serving cell change during the measurement period, UE shall restart the UE Rx-Tx time difference measurement after the SRS reconfiguration is complete.
If UE uplink transmission timing changes due to the network-configured Timing Advance command during the UE Rx-Tx measurement period, then the UE Rx-Tx time difference measurement period is restarted after uplink transmission timing changes, and the UE Rx-Tx time difference measurement period requirements in this clause shall not apply.
If UE uplink transmission timing changes due to the change in the NTA_offset defined in TS 38.133 [50] Table 7.1.2-2 during the UE Rx-Tx measurement period, then the UE Rx-Tx time difference measurement period is restarted after uplink transmission timing changes, and the UE Rx-Tx time difference measurement period requirements in this clause shall not apply.
FFS
[bookmark: _Toc83678005][bookmark: _Toc90628726]4.14.5	Measurement Accuracy Requirements
FFS
< Unchanged sections omitted >
4.15	DL-TDOA test conditions
[bookmark: _Toc83678010][bookmark: _Toc90628731]4.15.1	Simulated cells
For the DL-TDOA measurement test cases in clause 14, a multi cell environment as defined in 3GPP TS 38.508-1 [45] with NR Cell 1, NR Cell 2 and, NR Cell 3 (if needed in the test) and NR Cell 4 (if needed in the test) are used. The default parameters for simulated cells are the same as specified in 3GPP TS 38.508-1 [45].
[bookmark: _Toc83678011][bookmark: _Toc90628732]4.15.2	Propagation conditions
[bookmark: OLE_LINK1]See TS 38.533 [47] clause C 2.
[bookmark: _Toc83678012][bookmark: _Toc90628733]4.15.3	Measurement Reporting Requirements
The measurement reporting delay is defined as the time between the moment when the periodic measurement report is triggered and the moment when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other LPP signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH where TTIDCCH is the duration of subframe or slot or subslot when the measurement report is transmitted on the PUSCH with subframe or slot or subslot duration. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
[bookmark: _Toc83678013][bookmark: _Toc90628734]4.15.4	Measurement Period Requirements
When physical layer receives last of NR-TDOA-ProvideAssistanceData message and NR-TDOA-RequestLocationInformation message from LMF via LPP [49], the UE shall be able to measure multiple (up to the UE capability specified in TS 38.133 [50] Clause 9.9.2.3) DL RSTD measurements, defined in TS 38.215 [57], during the measurement period  defined as:
	
Where ,
	 is the index of positioning frequency layer,
	 is total number of positioning frequency layers, and
	 is the periodicity of the PRS RSTD measurement in positioning frequency layer i 
 is the measurement period for PRS RSTD measurement in positioning frequency layer i as specified below:
	 ,
where: 
	 is the UE Rx beam sweeping factor. In FR1,  = 1; and in FR2,  = 8.
	 is the carrier-specific scaling factor for NR PRS-based positioning measurements in positioning frequency layer i as defined in TS 38.133 [50] clause 9.1.5.2.
 is the maximum number of DL PRS resources in positioning frequency layer i configured in a slot. 
 is the time duration of available PRS in the positioning frequency layer i to be measured during , and is calculated in the same way as PRS duration K defined in clause 5.1.6.5 of TS 38.214 [56]. For calculation of , only the PRS resources unmuted and fully or partially overlapped with MG are considered.
	 is the number of PRS RSTD samples and = 4. 
	 is the measurement duration for the last PRS RSTD sample in positioning frequency layer i, including the sampling time and processing time,  =  +  ,
	 is the periodicity of the PRS RSTD measurement in positioning frequency layer i defined as: 
 =  
Where, 
		corresponds to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [49],
	, the least common multiple between  and .
 is the repetition periodicity of the measurement gap applicable for measurement in the PRS frequency layer i.
	 is the periodicity of DL PRS resource with muting on positioning frequency layer i. 
If more than one PRS periodicities are configured in positioning frequency layer i, the least common multiple of PRS periodicities  among all DL PRS resource sets in the positioning frequency layer is used to derive , where, 
	, is the PRS periodicity with muting per PRS resource, 
	 is the periodicity of PRS resource sets given by the higher-layer parameter DL-PRS-Periodicity.
	 is the scaling factor considering PRS resource muting. , where 
	 is the muting repetition factor given by the higher-layer parameter DL-PRS-MutingBitRepetitionFactor, and  is the size of the bitmap .
· Note: For the purpose of calculating TPRS,i, only the PRS resources fully or partially covered by the MG are considered. 
	 is UE capability combination per band where N is a duration of DL PRS symbols in ms corresponding to durationOfPRS-ProcessingSysmbols in TS 37.355 [49] processed every T ms corresponding to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [49] for a given maximum bandwidth supported by UE corresponding to supportedBandwidthPRS in TS 37.355 [49].
	 is UE capability for number of DL PRS resources that it can process in a slot as indicated by maxNumOfDL-PRS-ResProcessedPerSlot specified in TS 37.355 [49].
The time starts from the first MG instance aligned with a DL PRS resource(s) in the assistance data after both the NR-TDOA-ProvideAssistanceData message and NR-TDOA-RequestLocationInformation message are delivered from LMF to the physical layer of UE via LPP [34].
Note: 	No per-positioning frequency layer requirement is applied in scenarios when multiple positioning frequency layers are configured.
If during the measurement period of one or more positioning frequency layers, the MG pattern is reconfigured, the measurement period can be longer. When PRS-RSRP is configured for DL-TDOA, RSTD and RSRP are performed over the same measurement period.
The measurement requirements in this clause apply, provided no PRS symbols are dropped during the measurement period TRSTD,Total within measurement gaps due to collisions with other signals; otherwise, the measurement period can be longer.
If CSSF changes during the measurement period, the measurement period could be longer.
The measurement requirements do not apply for a PRS resource, if the PRS resource is across two sampling duration of N within duration . 
The measurement requirements do not apply for a PRS resource, if time span of the PRS resource instance (including at least the minimum number of repetitions specified in the accuracy requirements) is greater than UE reported capability N.
The requirements in TS 38.133 [50] clause 9.9.2 do not apply if the PRS configuration given by higher layer paramters NR-DL-PRS-AssistanceData exceeds any of the UE measurement capabilities given by NR-DL-PRS-ResourcesCapability in NR-DL-TDOA-ProvideCapabilities, and it is up to UE implementation which PRS resources are measured, subject to UE measurement capabilities.
If handover occurs while RSTD measurements are being performed, then the UE shall continue and complete the on-going RSTD measurements. The RSTD measurement period can be longer. The UE shall meet the RSTD measurement accuracy requirements in TS 38.133 [50] clause 10.1.23.
FFS
[bookmark: _Toc83678014][bookmark: _Toc90628735]4.15.5	Measurement Accuracy Requirements
FFS
< Unchanged sections omitted >
[bookmark: _Toc83678019][bookmark: _Toc90628740]4.16	DL-AoD test conditions
4.16.1	Simulated cells
For the DL-AoD measurement test cases in clause 16, a multi cell environment as defined in 3GPP TS 38.508-1 [45] with NR Cell 1 and NR Cell 2 (if needed in the test) are used. The default parameters for simulated cells are the same as specified in 3GPP TS 38.508-1 [45].
[bookmark: _Toc83678020][bookmark: _Toc90628741]4.16.2	Propagation conditions
See TS 38.533 [47] clause C 2.
[bookmark: _Toc83678021][bookmark: _Toc90628742]4.16.3	Measurement Reporting Requirements
The measurement reporting delay is defined as the time between the moment when the periodic measurement report is triggered and the moment when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other LPP signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH where TTIDCCH is the duration of subframe or slot or subslot when the measurement report is transmitted on the PUSCH with subframe or slot or subslot duration. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
[bookmark: _Toc83678022][bookmark: _Toc90628743]4.16.4	Measurement Period Requirements
When the physical layer receives NR-DL-AoD-ProvideAssistanceData message and NR-DL-AoD-RequestLocationInformation message from LMF via LPP [49], the UE shall be able to measure multiple (up to the UE capability specified in TS 38.133 [50] Clause 9.9.3.3) PRS-RSRP measurements, defined in TS 38.215 [57], from configured PRS resources for configured TRPs on configured positioning frequency layers, within  ms.
	
where  
i is the index of positioning frequency layer, 
L is total number of positioning frequency layers, 
 is the periodicity of the PRS-RSRP measurement in positioning frequency layer i.

	
where 
	 is the carrier specific scaling factor for PRS-RSRP measurements specified in TS 38.133 [50] clause 9.1.5.2,
	is the scaling factor for Rx beam sweeping, and =1 if positioning frequency layer i is in FR1 and =8 if positioning frequency layer i is in FR2,
	 is the time duration of available PRS to be measured in the positioning frequency layer i to be measured during , and is calculated in the same way as PRS duration K defined in clause 5.1.6.5 of TS 38.214 [46]. For calculation of , only the PRS resources unmuted and fully or partially overlapped with MG are considered.
	 is the maximum number of DL PRS resources of positioning frequency layer i configured in a slot,
	 is UE capability combination per band where N is a duration of DL PRS symbols in ms corresponding to durationOfPRS-ProcessingSysmbols in TS 37.355 [49] processed every T ms corresponding to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [49] for a given maximum bandwidth supported by UE corresponding to supportedBandwidthPRS in TS 37.355 [49],
	 is UE capability for number of DL PRS resources that it can process in a slot as indicated by maxNumOfDL-PRS-ResProcessedPerSlot  in clause 6.4.3 of TS 37.355 [49],
	 is the number of PRS-RSRP measurement samples and = 4,
	 =  + is the measurement duration for the last PRS-RSRP sample, including the sampling time and processing time,
 is the periodicity of PRS-RSRP measurement in positioning frequency layer i, 
		corresponds to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [49],
	 the least common multiple between  and  ,
	 is the maximum PRS resource periodicity among all PRS resources in positioning frequency layer i, 
	 is the measurement gap repetition period in positioning frequency layer i.
If positioning frequency layer i has more than one DL PRS resource set with different PRS periodicities with muting, , the least common multiple of  among the DL PRS resource sets is used to derive , where:
 is the periodicity of PRS resource sets given by the higher-layer parameter DL-PRS-Periodicity.
 is the scaling factor considering PRS resource muting. , where  is the muting repetition factor given by the higher-layer parameter DL-PRS-MutingBitRepetitionFactor, and  is the size of the bitmap .
Note:	For the purpose of calculating TPRS,i, only the PRS resources fully or partially covered by the MG are considered. 
When PRS-RSRP measurements are configured for DL-AoD, the time  starts from the first MG instance aligned with DL PRS resources in the assistance data after both the NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message from LMF via LPP [49] are delivered to the physical layer of UE.
Note:	No per-positioning frequency layer requirement is applied in scenarios when multiple positioning frequency layers are configured.
When the PRS-RSRP measurement is configured together with RSTD measurement then the PRS-RSRP measurement shall meet the RSTD measurement requirements defined in TS 38.133 [50] clause 9.9.2. 
When the PRS-RSRP measurement is configured together with UE Rx-Tx time difference measurement then the PRS-RSRP measurement shall meet the UE Rx-Tx time difference measurement requirements defined in TS 38.133 [50] clause 9.9.4. 
If CSSF changes during the measurement period, the measurement period could be longer.
The measurement requirements do not apply for a PRS resource:
-	if the PRS resource is across two sampling duration of N within duration  or 
-	if time span of the PRS resource instance (including at least the minimum number of repetitions specified in the accuracy requirements) is greater than UE reported capability N.
If during the measurement period of one or more positioning frequency layers, the MG pattern is reconfigured either per UE request or not per UE request, the measurement period can be longer.
The requirements in this section apply, provided no PRS symbols are dropped during the measurement period  within measurement gaps due to collisions with other signals; otherwise, a longer measurement period may be used.
The requirements in TS 38.133 [50] clause 9.9.3 do not apply if the PRS configuration given by higher layer paramters NR-DL-PRS-AssistanceData exceeds any of the UE measurement capabilities given by NR-DL-PRS-ResourcesCapability in NR-DL-AoD-ProvideCapabilities, and it is up to UE implementation which PRS resources are measured, subject to UE measurement capabilities.
If handover occurs while PRS-RSRP measurements are being performed then the UE shall complete the ongoing PRS-RSRP measurements session. The PRS-RSRP measurement period can be longer. The UE shall meet the PRS-RSRP measurement accuracy requirements in TS 38.133 [50] clause 10.1.24.
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