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6.5A.3.1.1.5	Test requirement
This clause specifies the requirements for the specified NR band for Transmitter Spurious emissions requirement with frequency range as indicated in Table 6.5A.3.1.1.5-1. The test requirement of configurations for CA operating band including Band n41 also apply for the corresponding CA operating bands with Band n90 replacing Band n41.
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. If for some frequency a spurious emission requirement of individual component carrier overlaps with the spectrum emission mask or channel bandwidth of another component carrier then it does not apply.
The measured average power of spurious emission, derived in step 6, shall not exceed the described value in Table 6.5A.3.1.1.5-1.
Table 6.5A.3.1.1.5-1: General spurious emissions test requirements
	Frequency Range
	Maximum
Level
	Measurement
Bandwidth
	Notes

	Test requirements for CA_n3A-n78A Configuration

	270 MHz ≤ f ≤ 380 MHz
	-36 dBm+TT
	100 kHz
	

	1515MHz ≤ f ≤ 2090 MHz 3270 MHz ≤ f ≤ 3830 MHz 4815 MHz ≤ f ≤ 5890 MHz 6720 MHz ≤ f ≤ 7370 MHz 8310 MHz ≤ f ≤ 9385 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n8A-n78A Configuration

	780 MHz ≤f ≤1000 MHz
	-36 dBm+TT
	100 kHz
	

	1000MHz £ f £ 1015 MHz 1470 MHz £ f £ 2040 MHz 2385 MHz ≤ f ≤ 2920 MHz 3290 MHz ≤ f ≤ 3810 MHz 4180 MHz ≤ f ≤4715 MHz 5060 MHz ≤ f ≤5630 MHz 5685 MHz ≤ f ≤6720 MHz 7480 MHz ≤ f ≤8515 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n24A-n41A Configuration

	563 MHz ≤ f  ≤ 825 MHz	
	-36 dBm+TT	
	100 kHz
	

	1000 MHz ≤ f ≤ 1063.5 MHz
3253 MHz ≤ f ≤ 3321 MHz
3331.5 MHz ≤ f ≤ 3753.5 MHz
4122.5 MHz ≤ f ≤ 4350.5 MHz
4879.5 MHz ≤ f ≤ 4981.5 MHz
4992 MHz ≤ f ≤ 5380 MHz
5749 MHz ≤ f ≤ 6011 MHz
6618.5 MHz ≤ f ≤ 7040.5 MHz
7488 MHz ≤ f ≤ 8070 MHz
	-25 dBm+TT
	1 MHz
	

	Test requirements for CA_n28A-n41A Configuration

	1000MHz ≤ f ≤ 1284 MHz
1748MHz ≤ f ≤ 1987 MHz
3199MHz ≤ f ≤ 3438 MHz
3902MHz ≤ f ≤ 4186 MHz
4244MHz ≤ f ≤ 4677 MHz
5695MHz ≤ f ≤ 6128MHz
	-25 dBm+TT
	1MHz
	

	Test requirements for CA_n41A-n79A Configuration

	8 MHz ≤ f ≤30 MHz
	-36 dBm+TT
	10kHz
	

	30 MHz ≤ f ≤980 MHz
	-36 dBm+TT
	100kHz
	

	1710MHz ≤ f ≤ 2504MHz
	-30 dBm+TT
	1MHz
	

	6110MHz ≤ f ≤ 7690MHz
	
	
	

	9392MHz ≤ f ≤ 10380MHz
	
	
	

	11296MHz ≤ f ≤ 12690MHz
	
	
	



Table 6.5A.3.1.1.5-2: Test Tolerance for General spurious emissions
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6GHz

	BW ≤ 40MHz
	0
	0

	40MHz < BW ≤ 100MHz
	0
	0
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