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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc70258687][bookmark: _Toc24320]A.2.2.1	5G NR / Mapping Application to Network Slicing / DNN
Editor’s note: 
-	The test parameters is FFS.
A.2.2.1.1	Definition
The UE procedure for associating applications to PDU sessions based on URSP rules is one of the fundamental functional requirements for network slicing.
A.2.2.1.2	Test Purpose
To verify that UE could support the mapping of applications to URSP rules and the establishment of PDU sessions based on the Traffic Descriptor of DNN.
A.2.2.1.3	Test Parameters
Unless otherwise stated, refer to the test frequency and common test parameters for signalling conformance testing defined in TS 38.508-1 [6].
FFS
A.2.2.1.4	Test Description
.......
<<SKIP UNCHANGED PART >>>
.......

[bookmark: _Toc24523][bookmark: _Toc70258688]A.2.2.2	5G NR / Mapping Application to Network Slicing / APP ID
Editor’s note: 
-	The test parameters is FFS.
A.2.2.2.1	Definition
The UE procedure for associating applications to PDU sessions based on URSP rules is one of the fundamental functional requirements for network slicing.
A.2.2.2.2	Test Purpose
To verify that UE could support the mapping of applications to URSP rules and the establishment of PDU sessions based on the Traffic Descriptor of OS App Id.
A.2.2.2.3	Test Parameters
Unless otherwise stated, refer to the test frequency and common test parameters for signalling conformance testing defined in TS 38.508-1 [6].
FFS
A.2.2.2.4	Test Description
.......
<<SKIP UNCHANGED PART >>>
.......
[bookmark: _Toc4531][bookmark: _Toc70258689]A.2.2.3	5G NR / Mapping Application to Network Slicing / FQDN
Editor’s note: 
-	The test parameters is FFS.
A.2.2.3.1	Definition
The UE procedure for associating applications to PDU sessions based on URSP rules is one of the fundamental functional requirements for network slicing.
A.2.2.3.2	Test Purpose
To verify that UE could support the mapping of applications to URSP rules and the establishment of PDU sessions based on the Traffic Descriptor of destination FQDN.
A.2.2.3.3	Test Parameters
Unless otherwise stated, refer to the test frequency and common test parameters for signalling conformance testing defined in TS 38.508-1 [6].
FFS
A.2.2.3.4	Test Description
.......
<<SKIP UNCHANGED PART >>>
.......

[bookmark: _Toc70258690][bookmark: _Toc26516]A.2.2.4	5G NR / Mapping Application to Network Slicing / IP 3 Tuples
Editor’s note: 
-	The test parameters is FFS.
A.2.2.4.1	Definition
The UE procedure for associating applications to PDU sessions based on URSP rules is one of the fundamental functional requirements for network slicing.
A.2.2.4.2	Test Purpose
To verify that UE could support the mapping of applications to URSP rules and the establishment of PDU sessions based on the Traffic Descriptor of IP 3 Tuples.
A.2.2.4.3	Test Parameters
Unless otherwise stated, refer to the test frequency and common test parameters for signalling conformance testing defined in TS 38.508-1 [6].
FFS
A.2.2.4.4	Test Description
<<< END OF CHANGES >>>

