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<Start of modified section>
[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598][bookmark: _Toc75369788][bookmark: _Toc90490559][bookmark: _Toc100141932][bookmark: _Hlk101795778]4.1	Protocol conformance test cases applicability
[bookmark: _Hlk78878598]<Skip Unchanged Sections>
[bookmark: _Hlk101795512][bookmark: _Hlk101795405][bookmark: _Hlk101795627][bookmark: _Hlk101795744]Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	[bookmark: _Hlk101795527]Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	[bookmark: _Hlk101795293][bookmark: _Hlk101795550]< Unchanged rows skipped >

	8.1.5.11
	Idle/Inactive Measurements
	
	
	

	8.1.5.11.1
	Idle/Inactive Measurements / Idle mode / SIB11 configuration / Measurement of NR cells
	Rel-16
	CxxxTBD
	UEs supporting 5G Core and Idle/Inactive Measurements

	8.1.5.11.2
	Idle/Inactive Measurements / Idle mode / SIB11 configuration / Measurement of E-UTRA cells
	Rel-16
	CyyyTBD
	UEs supporting 5G Core, and E-UTRA and Idle/Inactive Measurements

	8.1.5.11.3
	Idle/Inactive Measurements / Idle mode / RRCRelease configuration / Measurement of NR cells
	Rel-16
	CxxxTBD
	UEs supporting 5GC Core and Idle/Inactive Measurements

	8.1.5.11.4
	Idle/Inactive Measurements / Idle mode / RRCRelease configuration / Measurement of E-UTRA cells
	Rel-16
	CyyyTBD
	UEs supporting 5GC Core, and E-UTRA and Idle/Inactive Measurements

	8.1.5.11.5
	Idle/Inactive measurements / Inactive mode / SIB11 configuration / Measurement of NR cells
	Rel-16
	CzzzTBD
	UEs supporting 5GC Core and RRC_INACTIVE and Idle/Inactive Measurements

	8.1.5.11.6
	Idle/Inactive measurements / Inactive mode / RRCRelease configuration / Measurement of NR cells
	Rel-16
	CzzzTBD
	UEs supporting 5GC Core and RRC_INACTIVE and Idle/Inactive Measurements

	8.1.6
	SON and MDT support for NR
	
	
	

	8.1.6.1
	Intra NR MDT
	
	
	

	8.1.6.1.1
	Immediate MDT
	
	
	

	8.1.6.1.1.1
	Immediate MDT / Measurement reporting / Location information
	Rel-16
	C126
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information

	< Unchanged rows skipped >


[bookmark: _Toc27419192][bookmark: _Toc36040068][bookmark: _Toc43900800][bookmark: _Toc51768023][bookmark: _Toc58241946][bookmark: _Toc68076599][bookmark: _Toc75369789][bookmark: _Toc90490560][bookmark: _Toc100141933]
<Skip Unchanged Sections>
4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression




	Comment

	< Unchanged rows skipped >

	C181
	IF (A.4.1-4A/2 OR A.4.1-4A/4) AND A.4.3.2A.1-1/2 AND A.4.3.2A.1-2/2 AND A.4.3.3-1/5 THEN R ELSE N/A
	UEs supporting 5GC and Intra-band non-contiguous CA and DL and UL NR CA with 3 carriers and PDCP duplication with more than two RLC entities

	C182
	IF A.4.1-3/3 AND A.4.3.6-1/1 AND A.4.3.6-1/3 THEN R ELSE N/A
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting).

	C183
	IF A.4.1-3/3 AND A.4.3.6-1/1 AND A.4.3.6-1/3 AND (A.4.1-2/1 OR A.4.1-2/2 OR (A.4.1-1/1 AND A.4.1-1/2)) THEN R ELSE N/A
	UEs supporting NE-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and multiple NR bands.

	Cxxx
	IF A.4.1-5/1 AND A.4.3.6-1/aa THEN R ELSE N/A
	UEs supporting 5G Core and Idle/Inactive Measurements

	Cyyy
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.3.6-1/bb THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and Idle/Inactive Measurements

	Czzz
	IF A.4.1-5/1 AND A.4.3.7-1/19 AND A.4.3.6-1/aa THEN R ELSE N/A
	UEs supporting 5G Core and RRC_INACTIVE and Idle/Inactive Measurements
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