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[Start of change]
8.1.6.3.1.3	Inter-System MDT / Immediate MDT / Measurement reporting / Sensor measurement collection
8.1.6.3.1.3.1	Test Purpose (TP)
(1)
with { UE is in RRC_CONNECTED state and supports sensor measurements and receives the ReportConfigNR in RRCReconfiguration message with include Sensor-Meas and measurement configured for event A2 and a sensor type is included in Sensor-NameList }
ensure that {
  when { Entry condition for event A2 is met and sensor measurement results that has not been reported is available }
   then { UE sends MeasurementReport message with MeasResults including sensor measurement results corresponding to Sensor-NameList, and the measurement results of the sensors that are not in the Sensor-NameList are not included }
            }

(2) Void

8.1.6.3.1.3.2	Conformance requirements
Same as test case 8.1.6.3.1.1.
8.1.6.3.1.3.3	Test description
8.1.6.3.1.3.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1
UE:
-	The UE at least contains one sensor that supports UE orientation measurement, and optionally contains other sensors to do barometeric pressure, UE motion speed etc.
Preamble:
-	The UE is in state 3N-A on NR Cell 1 as defined in TS 38.508-1 [4], subclause 4.4A.
8.1.6.3.1.3.3.2	Test procedure sequence
Tables 8.1.6.3.1.3.3.2-1/2 illustrate the downlink power levels. Row marked "T0" denotes the conditions after the preamble.
Table 8.1.6.3.1.3.3.2-1: Time instances of cell power level and parameter changes (FR1)
	
	Parameter
	Unit
	NR
Cell 1
	Remark

	T0
	Cell-specific RSSS/PBCH SSS EPRE
	dBm/SCS15kHz
	-78
	Power level is such that Ms  > Thresh + Hys

	T1
	Cell-specific RSSS/PBCH SSS EPRE
	dBm/SCS15kHz
	-96
	Power level is such that entry condition for event A2 is satisfied Ms + Hys < Thresh



Table 8.1.6.3.1.3.3.2-2: Time instances of cell power level and parameter changes (FR2)
	
	Parameter
	Unit
	NR
Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/SCS15kHz
	-82
	Power level is such that Ms  > Thresh + Hys

	T1
	Cell-specific RS EPRE
	dBm/SCS15kHz
	-96
	Power level is such that entry condition for event A2 is satisfied Ms + Hys < Thresh



Table 8.1.6.3.1.3.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including measConfig to setup intra NR measurement and reporting for event A2 with includeLocationInfo configured.
	<--
	RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message.
	-->
	RRCReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in tables 8.1.6.3.1.3.3.2-1/2.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A2 with MeasResults including sensor measurement results corresponding to Sensor-NameList?
	-->
	MeasurementReport
	1
	P



8.1.6.3.1.3.3.3	Specific message contents
[End of change]
