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[bookmark: _Toc12453968][bookmark: _Toc75427398][bookmark: _Toc99826701]<<< START OF CHANGES>>>
6.19	SET UL MESSAGE
[bookmark: _Toc12453969][bookmark: _Toc75427399][bookmark: _Toc99826702]6.19.1	SET UL MESSAGE REQUEST
This message is only sent in the direction SS to UE.
	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], sub clause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], sub clause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1

	Use Preconfigured UL Message
	
	M
	V
	1



where message type is:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	10
	01
	10
	1
	0
	0
	octet 1



where Use Preconfigured UL Message is:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	Reserved
	E0
	octet 2



E0=1: Use Preconfigured UE Capability.
[bookmark: _Toc75427400][bookmark: _Toc99826703]6.19.2	SET UL MESSAGE RESPONSE
This message is only sent in the direction UE to SS.
	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], sub clause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], sub clause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1



where message type is:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	10
	01
	10
	1
	0
	1
	octet 1



<<< END OF CHANGES>>>

