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<< Unchanged sections omitted >>
Table 4.0-2: Tested Bands Selection Criteria
	Code
	Tested Bands Selection Criteria
	Comment

	D001
	(A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands without SUL/SDL bands

	D002
	A.4.3.1-4
	All supported FR1 PC2 Bands

	D003
	A.4.3.1-5
	All supported FR1 SUL Bands

	D004
	{n1, n2, n3, n5, n7, n8, n12, n14, n20, n25, n28, n30, n34, n38, n39, n40, n41, n50, n51, n65, n66, n70, n71, n74, n75, n76}
	UE supported bands among n1, n2, n3, n5, n7, n8, n12, n14, n20, n25, n28, n30, n34, n38, n39, n40, n41, n50, n51, n65, n66, n70, n71, n74, n75, n76

	D005
	A.4.3.1-3
	All supported FR2 Bands

	D006
	A.4.3.1-1 OR A.4.3.1-2
	All supported FR1 Bands

	D007
	A.4.3.1-1 OR A.4.3.1-2 OR A.4.3.1-3
	All supported NR Bands

	D008
	ANY((A.4.3.1-1) AND 10MHz)
	Any FDD FR1 band within the set supporting 10 MHz UE Channel BW

	D009
	ANY((A.4.3.1-2) AND 20MHz)
	Any TDD FR1 band within the set supporting 20 MHz UE Channel BW

	D010
	ANY((A.4.3.1-2) AND 40MHz)
	Any TDD FR1 band within the set supporting 40 MHz UE Channel BW

	D011
	A.4.3.9-4a OR A.4.3.9-4b
	All supported 4 Rx antenna ports Bands

	D012
	((A.4.3.9-12) AND FDD) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FDD FR1 bands with UL MIMO capabilities and not SUL/SDL bands

	D013
	ANY((A.4.3.1-3) AND 50MHz)
	Any TDD FR2 band within the set supporting 50 MHz UE Channel BW

	D014
	ANY((A.4.3.1-3) AND 100MHz)
	Any TDD FR2 band within the set supporting 100 MHz UE Channel BW

	D015
	ANY((A.4.3.1-3) AND 200MHz)
	Any TDD FR2 band within the set supporting 200 MHz UE Channel BW

	D016
	A.4.3.1-9
	All supported FR1 sidelink bands

	D017
	{n40, n41, n77, n78, n79}
	UE supported TDD bands among n40, n41, n77, n78, n79

	D018
	A.4.3.1-2/2e OR A.4.3.1-2/12
	Any All supported FR1 Bands for operation with shared spectrum channel access

	D019
	{n34, n38, n39, n48, n90} AND 10MHz
	TDD FR1 bands among n34, n38, n39, n48, n90 supporting 10MHz UE Channel BW

	D020
	ANY((A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.2-1/XX))
	Any FDD or TDD FR1 band not supporting TxD
Editor's note: XX shall be '84'.

	D021
	ANY((A.4.3.1-4 AND A.4.3.2-1/XX) OR A.4.3.1-4e)
	Any NR FR1 PC2 band supporting TxD OR any NR FR1 PC1.5 band
Editor's note: XX shall be '84'.

	D022
	A.4.3.9-12 AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands with UL MIMO capabilities and not SUL/SDL bands

	D023
	A.4.3.9-13
	All supported FR2 Bands with UL MIMO capabilities

	NOTE 1:	Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:
		AND:	Set intersection ( [image: \cap \!\,] ). {n1,n2} AND {n2,n3} = {n2}
		OR:	Set union ( [image: \cup \!\,] ). {n1,n2} OR {n2,n3} = {n1,n2,n3}
		NOT:	Set complement (\), full set being all bands. NOT{n1} = {n2 ...n256}
		Also note that this is set without repetitions so {n1} AND {n1} = {n1}
	The following basic sets are used:
		{n1,n2}:				Explicitly given band set
		10MHz:			All bands supporting 10 MHz
			FDD:				All bands in FDD mode
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